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40 CD - watertight enClosures - iP55

sMoKeD transParent Door - walls with Perforation Centres
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1 ENCLOSURES PRE-ARRANGED FOR TERMINAL BLOCK - GREY RAL 7035

Code No. of modules 
EN 50022

Outer dim. 
LxHxD (mm)

Installable 
terminal blocks

Dispersible 
power (W)

Pack
Carton

GW 40 001 4 105x170x98  12		 24  
GW 40 003 8 180x180x98 1xGW40401 13		 24  
GW 40 005 12 250x250x135 1xGW40402 25		 8  
GW 40 007 24	(12X2) 250x375x135 2xGW40401 27		 6  
GW 40 009 36	(18x2) 376x400x135 2xGW40402 41		 4  

ACCESSORIES SUPPLIED:	screwcaps	and	module	masks,	circuit	labels,	spare	screws	in	insulating	material. 
GW40005,	GW40007,	GW40009:	doors	equipped	with	lock,	with	2	triangular	keys. 
NOTES:	dispersible	power	calculated	according	to	IEC	60670-24.	For	the	perforations,	use	the	GW52401	milling	cutter. 
To	restore	the	doubleinsulation,	use	the	relative	accessories	supplied	(module	masks	and	screwcaps)	or	the	brackets	for	surface-mounting	(GW44621). 
For	applications	in	the	photovoltaic	environment,	use	the	surface-mounting	brackets	-	code	GW44621. 
CHARACTERISTICS:	Thermo-pressure	with	ball	equal	to	70°C.
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8 ENCLOSURES FITTED WITH TERMINAL BLOCK - GREY RAL 7035

Code No. of modules 
EN 50022

Outer dim. 
LxHxD (mm)

Terminal block 
N (mm²)

Terminal block 
T (mm²)

Dispersible 
power (W)

Pack
Carton

GW 40 004 12 250x250x135 (3x25)+(10x10) (3x25)+(10x10) 25		 6  
GW 40 006 24	(12X2) 250x375x135 2x[(1x25)+(7x10)] 2x[(1x25)+(7x10)] 27		 6  
GW 40 008 36	(18x2) 376x400x135 2x[(3x25)+(10x10)] 2x[(3x25)+(10x10)] 41		 4  

ACCESSORIES SUPPLIED:	terminal	block,	screwcaps	and	module	masks	for	double	insulation,	circuit	labels,	spare	screws	in	insulating	material. 
Doors	equipped	with	lock,	with	2	triangular	keys. 
NOTES:	dispersible	power	calculated	according	to	IEC	60670-24.	For	the	perforations,	use	the	GW52401	milling	cutter. 
To	restore	the	doubleinsulation,	use	the	relative	accessories	supplied	(module	masks	and	screwcaps)	or	the	brackets	for	surface-mounting	(GW44621). 
For	applications	in	the	photovoltaic	environment,	use	the	surface-mounting	brackets	-	code	GW44621. 
CHARACTERISTICS:	Thermo-pressure	with	ball	equal	to	70°C.
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