
PL001 Analogue 
Multimeter

DL114 Mini Multimeter

DL1090 Socket Tester DL1092 Socket Tester c/w RCD & 
Earth Voltage Test
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Analogue Multimeter/Socket Testers

• Analogue multimeter in handy
compact housing.

• AC/DC voltage measurement 
up to 500V

• DC current measurement
up to 250mA

• Integrated test leads

• Supplied complete 
with protective 
holster and battery. 

DL1090 Specification

Power supply From circuit under test

Dimensions 70 x 63 x 55mm

Weight 60g

The simple and reliable test for correct socket wiring.

• Clear visual and audible indication of wiring status

• LED indication of a wide range of wiring conditions.

• Designed to EN 61010 and IP30.

BUZZER 

BUZZER 

The simple and reliable tester for correct socket wiring

• Clear visual and audible indication

• RCD test of 30 mA RCD 
(max time 300 ms)

• Touch voltage to 
check for extraneous 
voltage on earth

• Compact, durable 
design in compliance 
with EN 61010.

A mini multimeter with a high 
contrast 4000 count LCD 
display. Includes non contact 
voltage detection and torch.

• Non contact voltage detector

• AC & DC voltage up to 600V

• AC & DC current up to 200mA 

• Resistance up to 20MΩ

• Diode test 

• Continuity up to 150Ω.

DL1092 Specification

Measurement Range
Display 3 LEDs and buzzer

Voltage range 230V +/-10%

RCD test up to 300mS @30mA 

Overvoltage category CAT II 600V

Power supply From circuit under test

Dimensions 69 x 67 x 32mm

Weight 71g

DL114 Specification

Measurement Range Basic accuracy
AC Voltage 1mV – 600V +/- 2.3% + 10 digits

DC Voltage 1.0mV – 600V +/- 2.3% + 10 digits

AC Current 1.0µA – 200mA +/- 2.3% + 10 digits

DC Current 1.0µA – 200mA +/- 2.3% + 10 digits

Continuity Audible > 150Ω

Resistance 0.1Ω – 20MΩ +/- 1.2% + 5 digits

Diode Test Test current 0.1 mA

Power supply 2 x 1.5 AAA batteries (supplied)

Dimensions 104 x 55 x 32.5mm

Weight          145g

PL001 Specification

Measurement Range Accuracy
Display Analogue mirror scale

AC Voltage 0 - 500V ± 5% full scale

DC Voltage 0 - 500V ± 5% full scale

DC Current 0 - 250mA ± 5% full scale

Resistance 0 - 500KΩ ± 5% full scale

Battery test 1.5V (100mA)/9V (10mA)

Overvoltage category Cat II 300V 

Power supply 1.5 V AA battery (supplied)

Dimensions 130 x 65 x 40mm

Weight 200g
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