
• Manufactured to BS 1363 part 2
• Brushed Steel insert colours = White (W), Grey (G) 

and Black (B)
• Terminal capacity 3 x 2.5mm², 3 x 4.0mm² & 2 x 6.0mm²
• Minimum mounting box depth 25mm

• Plate-switches manufactured to BS EN 60669-1, 
fan isolator to IEC 60669-2-4.

• Terminal capacity 4 x 1.0mm², 4 x 1.5mm²   
    2 x 2.5mm² & 1 x 4.0mm²

• Captive terminal screws
• Minimum mounting box depth 16mm
**Bell push switch made to order, contact Customer 
Services for more details 
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Nexus Metal
Cat No. Description

Inner 
Carton

Outer 
Carton

10 Amp 10AX Switches
Brushed
Steel

Polished
Chrome

Polished
Brass

Black
Nickel

NBS12 NPC12 NPB12 NBN12 10AX plate switch 1 gang, 2 way 5 50
NBS13 NPC13 NPB13 NBN13 10AX plate switch intermediate 5 50
NBS14 NPC14 NPB14 NBN14 10AX plate switch bell push ** 5 50
NBS15 NPC15 NPB15 NBN15 10AX plate switch 3 pole fan isolator 5 50
NBS42 NPC42 NPB42 NBN42 10AX plate switch 2 gang, 2 way 5 50
NBS43 NPC43 NPB43 NBN43 10AX plate switch 3 gang, 2 way 5 50
NBS44 NPC44 NPB44 NBN44 10AX plate switch 4 gang, 2 way 5 50

13 Amp Double Pole Socket Outlets
Brushed
Steel

Polished
Chrome

Polished
Brass

Black
Nickel

NBS21W NPC21W NPB21B NBN21B 1 gang 13A switched socket 5 50
NBS21B - - -
NBS21G - - -
NBS22W NPC22W NPB22B NBN22B 2 gang 13A switched socket 5 50
NBS22B - - -
NBS22G - - -

NPC21W NPB22B

NBS12 NPB42NPC42 NBN43

Cat No. Description
Inner 

Carton
Outer 
Carton

Combination Plate
NBS222EM8 Combination plate 5 50

NBS222EM8

• Twin earth fitted as standard
• Manufactured to BS 1363 Part 2
• Terminal capacity 3 x 2.5mm², 3 x 4.0mm² &    
    2 x 6.0mm²
• Mounting box depth 47mm (HGS07/04)
* See our Euro module range, for further Telecom, Data and 
Co-axial Options


