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Copper Structured Cabling Systems from Excel

Excel Category 5e Unscreened Twisted Pair (U/UTP) Cable – External Grade

Excel solid conductor 4 pair U/UTP cable with a black polyethylene outer 
sheath, for outdoor use.

zl Category 5e Compliant
zl UV Resistant
zl Duct Grade

zl 305 Metre Fast Feed Box
zl 25 Year System Warranty Available

Features

Excel Category 5e Unscreened Twisted Pair (U/UTP) Cable – LSOH

Excel solid conductor 4 pair U/UTP cable with a low smoke zero halogen 
outer sheath. Two 305mtr boxes are supplied in a strong outer carton, clearly 
marked for on site identification. The outer carton provides protection for 
both the cable and inner packaging, and allows for easy storage, stacking and 
movement of goods. When installing simply remove the perforated letter 
carton strip from the box front and pull two cables as normal from the box. 
Where necessary the outer carton can be discarded and the inner - standard 
305mtr reelex boxes - utilised.

zl Category 5e Compliant 
zl Power Sum Next         
zl Choice of colour
zl 305 Metre Fast Feed Box

zl 305 to 0 metre marking helps to  
reduce waste

zl   25 Year System Warranty Available

Features

Description Part Number

Category 5e External Grade Cable Black 100-090

Description Part Number

Category 5e LSOH Cable Violet 100-066

Category 5e LSOH Cable White 100-060 

Category 5e LSOH Cable Red 100-061 

Category 5e LSOH Cable Blue 100-062 

Category 5e LSOH Cable Green 100-063 

Category 5e LSOH Cable Yellow 100-064

Category 5e LSOH Cable Orange 100-057

Category 5e LSOH Dual Cable, 500m, White 100-102




