
A range of decorative 
commercial or domestic lighting. 

Provided with a choice of premium opal or prismatic shatterproof 

polycarbonate diffusers. The fittings are manufactured with a 

range of differing sized spun aluminium bases available in a 

variety of colour options. 

The flexibility of the Harmony range is represented by the host of 

operating options available. 

• Various operating options.

• Emergency options.

• IP44 versions available.

• Recessing kit available.

• Base constructed from spun aluminium with tough UV 

   stabilised polycarbonate diffusers.

• Wall or ceiling mounting.

• Choice of colour and diffuser options.

• 16W, 21W, 28W 38W & 55W 2D and 2 x 18W, 2 x 26W 

   TC-D lamp options.

• LED options.

• Dimmable options.

• Microwave / Corridor Function options.

Recessing Kit: 
A simple kit allows the standard Harmony 
decor range to be recessed into any 
commercial installation. IP44 & Tamper proof 
versions cannot be semi recessed.

• CSS/RK1 (CFL versions Recessing Kit).
• CSS/RK1LED (LED versions Recessing Kit).

Anti-Tamper / IP44
Anti-tamper screws and IP44 versions 
are available across the range. These 
units cannot be semi-recessed. 

Drop Wire Pendent
Available in 400mm / 600mm 
lengths. Other lengths available 
on request. 

Colour finish options

White

Satin Aluminium
Chrome

Brass

Graphite
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LED / Lamp Types
• 16W 2D 4-Pin. 2700K. GR8 Cap.
• 28W 2D 4-Pin. 2700K. GR10 Cap.
• 2 x 18W 3500K TC-D 4-Pin G24q-2 Cap.
   PLEASE NOTE – 3500K lamps 
   available on request.
   PLEASE NOTE – Emergency and 
   high frequency versions are all 4-Pin.
• LED.

Materials
• Body: Spun aluminium in white / chrome / brass / satin 
   aluminium. Graphite is available as a non standard 
   finish with other colours available on request.
• Diffuser: Vandal resistant polycarbonate in opal or 
   prismatic, with self-extinguishing fire properties.

Installation
• Wall or ceiling mount.
• BESA fixing and rear cable entry. 3 way 
   mains terminal block. 4 way terminal 
   block for emergency versions.
• Semi recessing kit available as an 
   accessory - Code: CSS/RK1.

Standards
• IP20 (IP44 available 
   as an option).
• ‘F’ Mark.
• CE.
• BS EN 60598.
• Class 1.

A

B

HARMONY 
355MM

Options Add suffix to code

3 Hour Maintained Emergency M

Microwave On/Off -9

eMotion™ Microwave Master Dim -CFP

eMotion™ Slave Dim -CFS

Switch Dim -DD

DALI Dim / DSI Dim -DDD

IP44 Version B1

Self Test Emergency

Prefix H3ST/ Suffix M

Colour Finish Options Change code

Satin Aluminium H3/F

Chrome H3/H

Graphite H3/G

Brass H3/Z

Diffuser Option Change code

Prismatic (non LED only) H3/_P

Size H3

A 105mm

B 355mm

Size Recess Hole 
Dimension (A)

H3 296mm
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Harmony 355mm Code Colour Finish Diffuser IP Rating Emergency e-Motion 
Corridor Microwave Dimmable IP44 

Version
Self 
Test

Semi Recessing 
Kit

16W HF H3/WL716E White Premium Opal IP20    

28W HF H3/WL728E White Premium Opal IP20      

2 X 18W HF H3/WL218E White Premium Opal IP20     

Harmony 355mm 
Code

Colour 
Finish Diffuser IP 

Rating CRI CCT System 
Power

Delivered 
Lumens Efficacy Emergency e-Motion 

Corridor Microwave Dimmable IP44 
Version

Self 
Test

Semi Recessing 
Kit

LED 1800 H3/WL4LED1800 White
Premium 
Opal

IP20 82 4000K 16.1W 1396lm 86.7lm/W      

LED 3000 H3/WL4LED3000 White
Premium 
Opal

IP20 80 4000K 25W 2426lm 96.7lm/W      

LED 

CFL 

Tel: +44 (0) 1709 374898
Fax: +44 (0) 1709 830533 sales@asdlighting.com Mangham Road, Barbot Hall Ind. Estate

Rotherham S61 4RJ

www.asdlighting.com ASD Lighting plc

H3/WL4LED1800

HARMONY 355mm OPAL LED 1800

IP 20 protection class

LED Light Source

Class 1 Luminaire

F Mark Luminaire
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Trans Axial

Cd/1000 lm

LORL%  - 100

DFF%   - 97.81

UFF%   - 2.19

Total Lumen Output - 1396 lm

Utilization Factors UF( ) Standard Presentation SHR NOM = 1.5

Room Reflectance Room Index

C W F 0.75 1.00 1.25 1.5 2.0 2.5 3.0 4.00 5.00

0.70 0.50 0.20

0.30

0.10

0.70 0.50 0.20

0.30

0.10

0.70 0.50 0.20

0.30

0.10

0.00 0.00 0.00

0.48 0.55 0.61 0.65 0.71 0.75 0.78 0.82 0.85

0.39 0.45 0.51 0.56 0.62 0.66 0.69 0.74 0.77

0.33 0.38 0.44 0.48 0.54 0.59 0.62 0.66 0.69

0.46 0.52 0.58 0.62 0.67 0.71 0.74 0.77 0.79

0.38 0.44 0.50 0.54 0.59 0.63 0.66 0.70 0.73

0.32 0.38 0.43 0.47 0.53 0.57 0.60 0.64 0.67

0.44 0.50 0.55 0.59 0.64 0.67 0.69 0.73 0.75

0.37 0.43 0.48 0.52 0.57 0.61 0.63 0.67 0.69

0.32 0.37 0.42 0.46 0.51 0.55 0.58 0.61 0.64

0.29 0.34 0.39 0.42 0.47 0.50 0.53 0.56 0.59

Rating: Photometrically tested without ceiling board.

Multiply UF values by service correction factors.

Calculated in accordance with CIBS Technical Memorandun No. 5

Cd/1000 lm
Axial Trans.

0° 318.87318.87
5° 317.97317.07
10° 313.86312.86
15° 306.95304.65
20° 297.74296.84
25° 284.93285.13
30° 271.41270.81
35° 255.70253.99
40° 237.97236.07
45° 217.55215.45
50° 195.83192.82
55° 171.90169.70
60° 149.17146.77
65° 125.24122.04
70° 101.3298.61
75° 79.1976.79
80° 59.2756.77
85° 42.0539.35
90° 27.7325.93
95° 17.0215.22
100° 9.818.01
105° 4.513.60
110° 1.801.80
115° 0.000.00
120° 0.000.00
125° 0.000.00
130° 0.000.00
135° 0.000.00
140° 0.000.00
145° 0.000.00
150° 0.000.00
155° 0.000.00
160° 0.000.00
165° 0.000.00
170° 0.000.00
175° 0.000.00
180° 0.000.00

Luminaire Efficiency ( LOR): 100

Luminaire Efficacy lm/W : 86.7

CIE Flux Codes : 44  75  92  98  100

System Power  W : 16.1

Diameter mm : 355

Height  mm : 105

CRI / Colour Rendering Group : 82

Photometric Test Reference : #1153/A

Eulumdat Photometric File : H3-WL4LED1800

H3/WL4LED1800
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