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Warrington: +44 (0) 1942 433333 
Belfast: +44 (0) 2890 773750 

IP65 T8 Non Corrosive
Supplied Less Lamp

• High Frequency control
gear

• Grey polycarbonate body
housing with clear diffuser
and durable polycarbonate
clips

• Supplied with fixing
brackets for surface
mounting. Design allows
for fixing directly onto
trunking

• Clip and hook assembly for
suspension mounting
included

• UV resistant and
shockproof polycarbonate
diffuser

• Stainless Steel fixing clips
available for food industry
applications

Please Note: 
ASEN3 and ASEN3/IP65 
Non Corrosives must be
ordered with  dimmable
control gear to operate with
this PIR regulating photocell
sensor

Options

Accessories

Code Lamp Description A B C D Clips

ADP118/HF T8 1 x 18W 670 475 110 98 4

ADP136/HF T8 1 x 36W 1270 904 110 98 8

ADP158/HF T8 1 x 58W 1570 965 110 98 10

ADP170/HF T8 1 x 70W 1835 1115 110 98 12

ADP218/HF T8 2 x 18W 670 475 110 158 4

ADP236/HF T8 2 x 36W 1270 904 110 158 8

ADP258/HF T8 2 x 58W 1570 965 110 158 10

ADP270/HF T8 2 x 70W 1835 1115 110 158 12

/M3 Emergency (18W not available)

/HFDD Digital Dimming (18W and 70W not available)

/HFDD/M3 Digital Dimming Emergency (18W and 70W not available)

ASEN1/IP65 *IP65 PIR Presence Detector (Maximum Rating 2A)

ASEN3/IP65 *IP65 PIR /Regulating Photocell Detector (Maximum 4 Dimmable Ballasts)

*Presence Detectors for on-site installation via 20mm threaded connection

ADP/SS/CLIP Stainless Steel Clip
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