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BOXES LESS KNOCKOUTS l
                                                                       PACK QTY

1 and 2 gang surface or flush                                10         9201/PBG 

3 and 4 gang surface or flush                                 5          9203/PBG 

6 and 8 gang surface or flush                                 1          9206/PBG 

9 and 12 gang surface or flush                               1          9209/PBG 

18 gang surface or flush                                         1          9209/18PBG

24 gang surface or flush                                         1          9209/24PBG

Note: BG boxes fitted with earth terminal. Spare earth terminal (List No.6989) see
page 106

BOXES l
                                                                       PACK QTY

1 and 2 gang surface or flush                                10         9201/BG

3 and 4 gang surface or flush                                 5          9203/BG

6 and 8 gang surface or flush                                 1          9206/BG

9 and 12 gang surface or flush                               1          9209/BG

18 gang surface or flush                                         1          9209/18BG

24 gang surface or flush                                         1          9209/24BG

1 gang architrave flush only                                   10         9341/GV

2 gang architrave flush only                                   10         9342/GV

16mm knock-outs in 1 and 2 gang box and architrave boxes.
20mm and 25mm knock-outs in 3–24 gang boxes.
Note: BG boxes fitted with earth terminal. Spare earth terminal (List No.6989) see
page 106

GRIDS l
1 gang                                                                  20            6901

2 gang                                                                  20            6902

3 gang                                                                  10            6903

4 gang                                                                  10            6904

6 gang                                                                  10            6906

When required for surface mounting assemblies, the fixing ears should be
removed or bent inwards at 90°.
Complete with earth terminal.

9201/BG 9206/BG

9201/PBG 9206/PBG

6901 6903

For dimensions please see page 151
For material specification please see page 123-124
Authorised by London Underground for use in Rail and Transport applications
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