
NYLON - CONDUIT  PA6L

Technical data:
Polyamide PA6L nylon conduit, halogen free, low toxicity & smoke density. Material : Polyamide PA6L.
Temp. Range : -40°C till +120 °C Isolation: IP 67. Standards conduit: HB acc. UL 94, Crush resistance to
250 N Colour: Black, grey. Standards fittings: IP 65, V0 acc. UL 94, UR listed Black, grey.
Usage: general use machine tool, public buildings, industrial where limited mechanical protection is
required. Note: other grades conduit V0, PA 12 available on request.

NYLON CONDUIT STRAIGHT GLAND 45° GLAND 90° GLAND
REF TRADE SIZE COIL LENGTH REF REF REF ID / OD CONDUIT

NY 12 L 12 mm 50 meter NYF 12 NYB 12 NYA 12 10 / 13 mm
NY 16 L 16 mm 50 meter NYF 16 NYB 16 NYA 16 12 / 16 mm
NY 20 L 20 mm 50 meter NYF 20 NYB 20 NYA 20 16 / 21 mm
NY 25 L 25 mm 50 meter NYF 25 NYB 25 NYA 25 23 / 28 mm
NY 32 L 32 mm 25 meter NYF 32 NYB 32 NYA 32 29 / 35 mm
NY 40 L 40 mm 25 meter NYF 40 NYB 40 NYA 40 36 / 42 mm
NY 50 L 50 mm 25 meter NYF 50 NYB 50 NYA 50 47 / 55 mm

Technical data:
Polyamide PA6S nylon conduit, halogen free, low toxicity & smoke density. Material : Polyamide PA6S.
Temp. Range : -40°C till +120 °C Isolation: IP 67. Standards conduit: HB acc. UL 94, UR listed.
Crush resistance to 400 N Colour: Black, grey. Standards fittings: IP 65, V0 acc. UL 94, UR listed Black,
grey.  Usage: general use machine tool, public buildings, industrial where limited mechanical protection is
required. Note: other grade conduit V0 according UL 94, UR listed, available on request

CONTRACTOR PACK

NYLON CONDUIT                                        STRAIGHT GLAND

REF TRADE SIZE COIL LENGTH REF ID / OD CONDUIT

NY 16 LCP 16 mm 10 meter NYF 16 12 / 16 mm
NY 20 LCP 20 mm 10 meter NYF 20 16 / 21 mm
NY 25 LCP 25 mm 10 meter NYF 25 23 / 28 mm
NY 32 LCP 32 mm 10 meter NYF 32 29 / 35 mm

Technical data:
Each contractor pack consists of 10 meter conduit and 10 straight fittings.

NYLON - CONDUIT  PA6S

NYLON CONDUIT STRAIGHT GLAND 45° GLAND 90° GLAND

REF TRADE SIZE COIL LENGTH REF REF REF ID / OD CONDUIT

NY 12 S 12 mm 50 meter NYF 12 NYB 12 NYA 12   9 / 13 mm
NY 16 S 16 mm 50 meter NYF 16 NYB 16 NYA 16 12 / 16 mm
NY 20 S 20 mm 50 meter NYF 20 NYB 20 NYA 20 15 / 21 mm
NY 25 S 25 mm 50 meter NYF 25 NYB 25 NYA 25 22 / 28 mm
NY 32 S 32 mm 25 meter NYF 32 NYB 32 NYA 32 28 / 35 mm
NY 40 S 40 mm 25 meter NYF 40 NYB 40 NYA 40 36 / 42 mm
NY 50 S 50 mm 25 meter NYF 50 NYB 50 NYA 50 46 / 55 mm
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