
LV Distribution & Control Products

Make The Switch



A & B Distribution Boards (MCB Protection)
A & B distribution board systems, continue to develop to meet customer 
requirements.  Designed and tested to meet BS EN 61439-3.

Easy installation of a basic MCB board through to energy metering, surge 
protection and earth leakage protection options.  (Pages 1 - 14 )

Panel Boards  (MCCB Protection)
The latest evolution of the Contactum circuit protection range is the  
introduction of Panel Boards from 250A to 800A incomer ratings.

A wide range with 4 to 18 outgoing ways caters for a simple installation to 
a comprehensive panel board system.  (Pages 15 - 42 )

Enclosed Switches
The introduction of the enclosed MCCB’s to compliment the Enclosed 
Fuseswitch and Disconnects completes the Contactum range offering.  

Available with a full range of extension enclosures, metering, surge, and 
earth leakage options.  (Pages 43 - 51)

Switchboards
All switchboards are independently type tested and verified in accordance 
with 60439-1 and 61439 parts 1-2 standards. 

Enclosure ingress protection up to IP55 and form of separation up to Form 
4 Type 7.  (Page 52 )

Steel Wall Mount Enclosures
Contactum’s Steel Wall Mount Enclosures are now available in 47 size 
variants with single and double doors.  

Manufactured from galvanised steel and powder coated in RAL7035.
(Pages 53 - 55 )

Factory Built Assembly - FBA
Our Factory Built Assembly centre in Cricklewood, London can provide a 
service to configure and pre-assemble to your requirements.

A valuable service reducing installation time and removing all the 
challenges of on-site configuration.  (Pages 56 - 57 )



Contents

Factory Built Assembly
FBA Service

Other Products
Wiring Accessories & Circuit Protection
Katko

A & B Distribution Boards (MCB Protection)
 Type A Single Phase
 Type B 3 Phase
 MCB Technical Data
 RCBO Technical Data
 Incomer Isolator & RCD Technical Data
 Incomer Technical Data
 Type B Board Dimensions

MCCB Panel Boards
250A Panel Boards
400A Panel Boards
630A Panel Boards
800A Panel Boards
Electrical Performance & Connection Details

Enclosed Switches
Enclosed MCCB Panels
Enclosed Disconnects
Enclosed Fuse Switches
Disconnect & Fuse Switch Technical Data 
Timers & Contactors 

Steel Wall Mount Enclosures
Single Door Steel Wall Mount Enclosures
Transparent Door Steel Wall Mount Enclosures
Double Door Steel Wall Mount Enclosures
Internal Doors
Accessories

2 - 3
4 - 7
8 -  9

10
11

12 - 13
14

16 - 19
20 - 23
24 - 27
28 - 31
32 - 42

54
54
55
55
55

Switchboards
Switchboard 800A - 3200A52

56- 57

44 - 45
46
47

48 -49 
50 -51

Stock Availability - T: 020 8208 7419  E: sales@contactum.co.uk

58
59



Engineered quality, reliability & design

Manufacturing in the UK Since 1936 

For over 75 years Contactum has been manufacturing and designing 
switches, sockets, circuit protection and LV distribution and control 
products; it remains as one of only a few who still manufacture in the UK.

Guaranteed Quality

Our electrical products and enclosures come with a 25 year guarantee 
against faulty materials and workmanship.  Electronic products have a 3 
year guarantee unless stated otherwise.

Bespoke Products and FBA

Contactum offers a bespoke products and design service along with 
factory built assembly (FBA) of panel and distribution boards, from its 
engineering and manufacturing facilities in London, England. 

Winning Customer Service

At Contactum we pride ourselves in ensuring the highest level of 
customer support, from design and specification to distribution, 
installation and right up to the end user application. Our aim is to provide 
products and service to enable you to win and succeed in your projects.

Designing & Manufacturing 
in the UK since 1936



A & B Boards

Contactum’s single-phase and three-phase MCB distribution 
board range has been developed to meet the design and 
installation needs of the UK Market.  

Designed and manufactured in the UK.  Conforming to 
the latest British, European and International standards 
incorporating options for energy metering and surge 
protection.
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	 Extensive range of type A and B boards available  

	 125A and 250A rating on type B boards

	 From 4 to 24 way B type boards 

	 MCCB incomer’s 3 & 4 pole up to 250A

	 Incomer enclosures with metering and surge

	 Removable pan assembly

	 Enclosure to IP3X 

	 Cable spreader and modular service boxes



100A SP & N Distribution Boards c/w 100A 2 Pole Isolator
Outgoing Ways HxWxD (mm)  Code 
8 Way  240 x 265 x 113  CPDA08                       
12 Way  240 x 335 x 113  CPDA12                          
20 Way  240 x 475 x 113  CPDA20                        

SP & N Distribution Boards c/w 80A 2 Pole RCD	

Outgoing Ways HxWxD (mm)  Code 
8 Way  240 x 265 x 113  CPDRA08                     
12 Way  240 x 335 x 113  CPDRA12                         
20 Way  240 x 475 x 113  CPDRA20                           

SP & N Splitload Distribution Boards c/w 100A Isolator & 80A 2 Pole RCD	
Outgoing Ways HxWxD (mm)  Code 
10 Way  240 x 335 x 113  CPDSA10                  
18 Way  240 x 475 x 113  CPDSA18                   
24 Way  480 x 335 x 113  CPDSA24                           

SP & N Dual Splitload Distribution c/w 100A Isolator & 2 x 80A 2 Pole RCD 
Outgoing Ways HxWxD (mm)   Code 
8 Way  240 x 335 x 113  CPDDSA08                      
16 Way  240 x 475 x 113  CPDDSA16                    
22 Way  480 x 335 x 113  CPDDSA22             

2

MCB Distribution Boards - Type ‘A’  Single Phase  
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Single Pole Miniature Circuit Breakers 10kA - IEC 60898
Rated Current              Dolly Colour B Curve     C Curve     D Curve
 In (A)                              Colour                 Code          Code          Code  
6 Amps CPB1006B     CPB1006C     CPB1006D                     
10 Amps CPB1010B     CPB1010C CPB1010D            
16 Amps CPB1016B     CPB1016C CPB1016D                   
20 Amps CPB1020B     CPB1020C CPB1020D               
25 Amps CPB1025B     CPB1025C CPB1025D 
32 Amps CPB1032B     CPB1032C CPB1032D                    
40 Amp CPB1040B     CPB1040C CPB1040D                     
50 Amps CPB1050B     CPB1050C CPB1050D                
63 Amps CPB1063B     CPB1063C CPB1063D                                                                                                                            

Main Incoming Switch 2 Pole
Isolator                            Code
100A Double Pole Isolator 35/50mm Cable Capacity                                CPD100                                        
125A Double Pole Isolator 35/50mm Cable Capacity                                CPD125                  

Manufactured to BS EN 60947-3

RCDs 2 Pole - Type AC 
RCD Devices  Code
80A 30mA 2 Pole RCD 35mm Cable Capacity                                 CPR80 
100A 30mA 2 Pole RCD 35mm Cable Capacity                                 CPR100                         
Manufactured to BS EN 61008 

MCB Distribution Boards - Type ‘A’  Single Phase  

Combined RCD/MCB (RCBO) Single Module (1+ N) B & C Curve IEC /EN 61009
Rated Current              Dolly                      B Curve     C Curve
 In (A)                              Colour                                     Code          Code
6 Amps                        CPBR061 CPBR061C                
10 Amps                        CPBR101 CPBR101C    
16 Amps                        CPBR161 CPBR161C    
20 Amps                        CPBR201 CPBR201C    
32 Amps                        CPBR321 CPBR321C     
40 Amps                        CPBR401 CPBR401C                                                    
50 Amps                        CPBR501 CPBR501C                                                    

	

Accessories                                          Code
Blank (6 Way)                                                                                                            CPA02                                       
Busbar Outgoing Connection Stab Shrouds (10 Pieces x3)                            CPA03                                
Toggle Locking Device                                                                                           CPA10                                        
1 Barrel Key Lock for 3 Phase Enclosures, Includes Key                                    DK301N                            
Blank MCB Module                                         CPMCBBM2                                  
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TP & N Distribution Boards w/o Incomer - 250A Rated Busbar
Outgoing Ways                         HxWxD (mm)       Code
4 Way 502 x 450 x 152 CPDBX04  
6 Way  562 x 450 x 152 CPDBX06 
8 Way 622 x 450 x 152 CPDBX08 
12 Way 742 x 450 x 152 CPDBX12 
16 Way 862 x 450 x 152 CPDBX16 
24 Way 1042 x 450 x 152 CPDBX24                             

TP & N Distribution Boards c/w 125A Incomer - 3 Pole Isolator	
Outgoing Ways                         HxWxD (mm)  Code 
4 Way 502 x 450 x 152 CPDBXI04 
6 Way 562 x 450 x 152 CPDBXI06 
8 Way 622 x 450 x 152 CPDBXI08 
12 Way 742 x 450 x 152 CPDBXI12 
16 Way 862 x 450 x 152 CPDBXI16 
24 Way 1042 x 450 x 152 CPDBXI24         

Single Pole Miniature Circuit Breakers 10kA - IEC 60898
Rated Current          Dolly Colour B Curve     C Curve     D Curve
 In (A)                          Colour                     Code          Code          Code  
6 Amps CPB1006B     CPB1006C     CPB1006D                     
10 Amps CPB1010B     CPB1010C CPB1010D 
16 Amps CPB1016B     CPB1016C CPB1016D 
20 Amps CPB1020B     CPB1020C CPB1020D 
25 Amps CPB1025B     CPB1025C CPB1025D 
32 Amps CPB1032B     CPB1032C CPB1032D 
40 Amp CPB1040B     CPB1040C CPB1040D 
50 Amps CPB1050B     CPB1050C CPB1050D 
63 Amps CPB1063B     CPB1063C CPB1063D                                                                                                                                

Note: 12 way and above are rated at 250A / 8 way and below are rated at 200A

Note: 12 way and above are rated at 250A / 8 way and below are rated at 200A

Triple Pole Miniature Circuit Breakers 10kA - IEC 60898
Rated Current          Dolly Colour B Curve     C Curve     D Curve
 In (A)                          Colour                     Code          Code          Code  
6 Amps CPB1006B3   CPB1006C3   CPB1006D3                    
10 Amps CPB1010B3   CPB1010C3 CPB1010D3 
16 Amps CPB1016B3   CPB1016C3 CPB1016D3 
20 Amps CPB1020B3   CPB1020C3 CPB1020D3 
25 Amps CPB1025B3   CPB1025C3 CPB1025D3 
32 Amps CPB1032B3   CPB1032C3 CPB1032D3 
40 Amp CPB1040B3   CPB1040C3 CPB1040D3 
50 Amps CPB1050B3   CPB1050C3 CPB1050D3 
63 Amps CPB1063B3   CPB1063C3 CPB1063D3                                                                                                                                       

MCB Distribution Boards - Type ‘B’  TP&N 3 Phase  
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Distribution Board Incomer Kits    Code	

125A 2 Pole Isolator Kit     CPD1252K      
125A 3 Pole Isolator Kit     CPD1253K      
125A 4 Pole Isolator Kit     CPD1254K     
100A 30mA 4 Pole RCD Kit     CPR10003K     
100A 100mA 4 Pole RCD Kit     CPR10010K     
100A 300mA 4 Pole RCD Kit     CPR10030K     
Single Phase Kit     CPDB1K                                
200A 3 Pole Direct Connect Isolator Kit     CPD2003K     
200A 4 Pole Direct Connect Isolator Kit     CPD2004K     

MCB Distribution Boards - Type ‘B’  TP&N 3 Phase  

Main Incoming MCCB - 3 & 4 Pole 
Rated Current       Icu                       3 Pole            4 Pole       
In (A)                        KA                       Code   Code 

125         16       Cage Terminals                         1L125CA3    1L125CA4     
125         25       Cage Terminals                         1N125CA3    1N125CA4     
250         16        Lug Terminals                         2L250LA3    2L250LA4                              
250         25        Lug Terminals                         2N250LA3    2N250LA4                              

Incomer                                      Suitable for Incomer                      
Connection Kits                       Codes Below         Code 
3x35mm Lugged/Ferrules Cable     1X160C3, 1L125CA3, 1N125CA3               CS35M3     
4x35mm Lugged/Ferrules Cable     1X160C4, 1L125CA4, 1N125CA4               CS35M4                       
3x70mm Lugged Cables                   2X250L3, 2L250LA3, 2N250LA3                CS70M3                         
4x70mm Lugged Cables                   2X250L4,  2L250LA4, 2N250LA4                CS70M4                                                  
250 Inc Split Load Cable Set             2X250L3,  2L250LA3, 2N250LA3                CSSL35M7     
250 Inc Split Load Cable Set + N     2X250L4,  2L250LA4, 2N250LA4                CSSL35M8                  
3x35mm Lugged/Ferrules Cable    CPD1253                CSSCPD3                            
4x35mm Lugged/Ferrules Cable    CPD1254                CSSCPD4                                         

Main Incoming Switch - 2 ,3 & 4 Pole 
Rated Current 2 Pole        3 Pole          4 Pole       
In (A) Code          Code   Code 
125   CPD125         CPD1253   CPD1254      
160   N/A                1X160C3   1X160C4     
250   N/A                 2X250L3   2X250L4                                        

Combined RCD/MCB (RCBO) Single Module (1+ N) B & C Curve IEC /EN 61009
Rated Current              Dolly                      B Curve     C Curve
 In (A)                              Colour                                     Code          Code
6 Amps                        CPBR061 CPBR061C                
10 Amps                        CPBR101 CPBR101C    
16 Amps                        CPBR161 CPBR161C    
20 Amps                        CPBR201 CPBR201C    
32 Amps                        CPBR321 CPBR321C     
40 Amps                        CPBR401 CPBR401C                                                    
50 Amps                        CPBR501 CPBR501C                                                    



6

Incomer	Enclosure	 																																			Code	

Empty Enclosure Suitable For All        
Incomers & Surge Protection Devices (302 x 450 x 152)                       INCENC                                  

Note: No devices or wiring supplied

Metering Incomer Enclosures                                Code	

Enclosure With Meter &             
125A CT’s Pre Wired (302 x 450 x 152)                                      MET125CT                                  
Enclosure With Meter &             
250A CT’s Pre Wired (302 x 450 x 152)                                      MET250CT                                  

Incomer + Metering Enclosures                                Code 
Incomer + Enclosure With Meter &             
125A CT’s Pre Wired (302 x 450 x 152)                                      INCMET125                                  
Incomer + Enclosure With Meter &             
250A CT’s Pre Wired (302 x 450 x 152)                                      INCMET250                                  
Note:  Incomer not included, select and order required rating from incomer section 
and incomer connection sets

Surge Protection Extension Enclosures                           Code	

Complete with (T2) 3 Phase Surge Protection
Arrestor with Flying Lead Connections (302 x 450 x 152)                     SURGENC-TN/S/C                  
Complete with (T2) 3 Phase Surge Protection
Arrestor with Flying Lead Connections (302 x 450 x 152)                     SURGENC-TT         

Combined Incomer & Surge Enclosures                          Code 
Combined Incomer and Surge 
Protection Enclosure (302 x 450 x 152)                                      INCSURGE-TN/S/C
Combined Incomer and Surge 
Protection Enclosure (302 x 450 x 152)                                                     INCSURGE-TT                                         

Note: Incomer not included, select and order required rating from incomer section and 
incomer connection sets

Surge + Metering Enclosures                                Code	

Surge + Metering With Surge T2 Meter &       
125A CT’s Pre Wired (302 x 450 x 152)                                                      SURGMET125-TN/S/C                                
Surge + Metering With Surge T2 Meter &       
125A CT’s Pre Wired (302 x 450 x 152)                                                      SURGMET125-TT          
Surge + Metering With Surge T2 Meter &       
250A CT’s Pre Wired (302 x 450 x 152)                                                      SURGMET250-TN/S/C                                    
Surge + Metering With Surge T2 Meter &       
250A CT’s Pre Wired (302 x 450 x 152)                                                      SURGMET250-TT                                                                                  

MCB Distribution Boards - Type ‘B’  TP&N 3 Phase  
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Extension Enclosures                                Code 															

200mm Extension Box 200 x 450 x 152               CPDEX200                        
300mm Extension Box 302 x 450 x 152                                                    CPDEX300                  
500mm Extension Box 502 x 450 x 152                                                    CPDEX500                                                                                                        

Modular Service Boxes                               Code	

16 Way Direct Connection to 3 Phase Boards         
Complete With Neutral + Earth Bars 302 x 450 x 152                           MSB16                         
32 Way Direct Connection to 3 Phase Boards         
Complete With Neutral + Earth Bars  502 x 450 x 152                          MSB32                             

Incomer + Surge + Metering                                Code	

Incomer + Surge + Metering With Surge T2 
Meter & 125A CT’s Pre Wired (302 x 450 x 152)                                       INCSET125-TN/S/C                                
Incomer + Surge + Metering With Surge T2 
Meter & 125A CT’s Pre Wired (302 x 450 x 152)                                       INCSET125-TT                                 
Incomer + Surge + Metering With Surge T2
Meter & 250A CT’s Pre Wired (302 x 450 x 152)                                       INCSET250-TN/S/C                     
Incomer + Surge + Metering With Surge T2
Meter & 250A CT’s Pre Wired (302 x 450 x 152)                                       INCSET250-TT                          

Note: Incomer not included, select and order required rating from Incomer section and 
incomer connection sets

Surge Protection Enclosures
Incomer Enclosures                                Code	

Clear Window for 3 Phase Surge (T2)
Protection Unit With Flying Leads  235 x 224 x 178                                3PSURGET2-TN/S/C              
Clear Window for 3 Phase Surge (T2)
Protection Unit With Flying Leads  235 x 224 x 178                                3PSURGET2-TT                                

Factory Assembled Split Load Board for L2 Compliance
Description                                                                       Code 
Split Load Board for L2 Metering         6 + 6 Way             SPLD06-06                       
Compliance: Incomer +2 Metering     8 + 8 Way             SPLD08-08                              
Sections Pre-Cabled from 250A 3P     12 + 12 Way             SPLD12-12                                                   
Incomer to Both Busbar Stacks and    8 + 12 Way             SPLD08-12                             
Pre-wired Meters With 125A Ct’s        12 + 16 Way             SPLD12-16                            

Notes:- This is a complete assembly and factory built to order. Other options can be 
provided on request. To include surge protection add suffix  TNS - TNC or TT. 
MID approved meters are available on request. 

MCB Distribution Boards - Type ‘B’  TP&N 3 Phase  
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Electrical 	 	 	 	 	 	 	 	 	 	
       
Designed according to   IEC/EN 60898       
Rated voltage  1 pole 230/400V AC      
  2,3,4 pole 400V AC      
Frequency  50/60Hz       
Rated breaking capacity  10kA        
Rated peak withstand voltage Uimp 6kV        
Rated insulation voltage Ui  500V        
Selectivity class  3        
Ambient temperature  -5° C to + 40° C in accordance with IEC/EN 60898   
Endurance       Electrical  8000 operations       
                           Mechanical   20000 operations      
Characteristic  B, C, D        
Type of trip  Thermal / magnetic release    
 
         
Mechanical          
       
Terminal type  Lug type and Pin type      
Terminal capacity  Up to 25A ratings      
   - 1-16mm² flexible cable                                 
   - 1-25mm² solid cable      
  32A to 63A ratings      
   - 4-25mm² flexible cable       
   - 4-35mm² solid cable      
Degree of protection  IP20        
Mounting  Quick fastening onto 35mm DIN rail    
Device    Height  81 mm       
                 Width  17.5 mm per pole (1MU)      
Terminal tightening torque  2 Nm        
         
 

MCB Technical Data

MCB Technical Data
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Tripping Characteristics (IEC/EN 60898)
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Electrical  	 	 	 	 	 	 	 	 	
       
Designed according to   IEC/EN 61009       
Rated voltage  230V AC       
Rated current  6,10,16,20,25,32,40      
Frequency  50/60Hz       
Rated breaking capacity  10kA        
Ambient temperature   -25° C to + 40° C 
Endurance       Electrical  10000 operations       
                           Mechanical   20000 operations      
Characteristic  B, C,         
Rated tripping current   30mA
     
         
Mechanical          
       
Terminal type  Lug type and pin type      
Terminal capacity  16mm² flexible cable      
  25mm² solid cable      
Degree of protection  IP20        
Mounting  Quick fastening onto 35mm DIN rail    
Device    Height  118 mm       
                 Width  17.5 mm per pole (1MU)      
Terminal tightening torque  2 Nm        
         
 

RCBO Technical Data

RCBO Technical Data



 & 
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Incomer Isolator & RCD Technical Data

Designed according to    IEC/EN 60947-3      
Rated current (In) (A)   125A       
Number of poles   2,3,4   
Rated voltage   400VAC   
Frequency   50/60Hz 
Utilisation category   AC-22A   
Icw   12le, t=0.1sec  
Rated short-circuit making capacity Icm  20le, t=0.1sec 
Rated making & breaking capacity  3le, 1.05Ue, COS Φ = 0.65    
Rated insulation voltage Ui   690V       
Rated impulse withstand voltage Uimp  4kV       
Endurance  Electrical   1500 operations                        
                     Mechanical   10000 operations     
Type of terminal   Lug type and pin type     
Terminal capacity   Cables up to 50mm²     
Degree of protection   IP20       
Mounting   Quick fastening onto 35mm DIN rail   
Device    Height   81 mm       
                 Width   17.5 mm per pole (1MU)   
Terminal tightening torque   3.5 Nm      
 

Designed according to    IEC / EN 61008      
Rated voltage   230/400VAC      
Rated current   100A       
Rated residual operating current (A)  0.03, 0.1, 0.3      
Frequency   50/60Hz      
Rated conditional short circuit current  10kA       
Ambient temperature   -25° C to + 40° C     
Rated peak withstand voltage Uimp  4kV       
Rated making & breaking capacity = 
rated residual making and breaking capacity  1000A       
Max. back up fuse for SCP gL   100A       
Wave form sensitivity type   Type A sensitive to alternating and dc residual currents 
Suitable for isolation   Yes       
Degree of protection   IP20       
Terminal capacity   1-35mm²      
Terminal tightening torque   2 Nm       
Mounting   Quick fastening onto 35mm DIN rail   
Suitable for isolation   Yes       
   

125A Isolator

4 Pole Incoming RCD
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Incomer Technical Data 

	 	 	 	 	 	 	 	 	 	
Designed according to   IEC/EN 60947-2      
Part number  1L125CA3 / 4 1N125CA3 / 4 2L250LA3 / 4      2N250LA3 /4 
Number of poles  3 & 4  3 & 4  3 & 4  3 & 4 
Rated current (In) [A]  125  125  250  250 
Adjustable thermal  63% to 100% 63% to 100% 63% to 100% 63% to 100% 
Calibrated at (° C)  50° C  50° C  50° C  50° C 
Rated insulation voltage (Ui) [VAC] 690  690  800  800 
Rated impulse withstand voltage (Uimp) [kV] 8  8  8  8 
Utilisation category  A  A  A  A 
Rated breaking capacity [kA sym. rms.]          
Icu/Ics
690VAC           
525VAC  6/3   7.5/4       
500VAC          
440VAC  10/5   15/7.5       
380VAC/415VAC  16/8   25/13       
240VAC  25/13   35/15       

 
Connections and mounting           
Terminal clamp   Yes  Yes  No  No  
Terminal screw for lug connection No  No  Yes  Yes   
 

Standard features           
On-off colour indication  Yes  Yes  Yes  Yes   
Trip button  Yes (Red) Yes (Red) Yes (Red) Yes (Red) 
Suitable for isolation  Yes  Yes  Yes  Yes   
 
           
	 	 	 	 	 	 	 	 	 	 	
	 	 	 	 	 	

Moulded Case Circuit Breakers
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Incomer Technical Data 

          
Designed according to    IEC/EN 60947-3      
Part number   1X160C3 / 4  2X250L3 / 4   
Number of poles   3 & 4   3 & 4    
Rated current (In) [A]   160   250    
Rated insulation voltage (Ui) [VAC]  690  	 690    
Rated impulse withstand voltage (Uimp) [kV]  8   8    
Rated short-circuit making capacity (Icm) [kA peak]  2.8   6    
Rated short time withstand current (lcw) [kA. rms.]  2 (0.3sec)  3 (0.3sec)   
Utilisation category   A   A   
 
Connections and mounting          
Terminal clamp    Yes   No    
Terminal screw for lug connection  No   Yes   
 
Standard features          
On-off colour indication   Yes   Yes    
Trip button   Yes (Red)  Yes (Red)   
Suitable for isolation   Yes   Yes 

MCCB Style Disconnect

MCCB & Disconnect Dimensions 
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A,B,C:         Centres for wall mounting fixing holes 
D,E,H,I:       Hole centre for connection of 2 or more B type boards    
F,G:             Dimensions of side cable knock outs   
J, K:             Gland plate dimensions     
L,M,N,O:     Distribution board dimensions (“O” = depth to wall including mounting feet )

Technical Information  Type B Board Dimensions

Enclosure Plan View Enclosure Side View Enclosure End View

4 WAY 6 WAY 8 WAY 12 WAY 16 WAY 24 WAY
A 44 44 44 44 44 44
B 450 510 570 690 810 990
C 345 345 345 345 345 345
D 90 90 90 90 90 90
E 62.5 62.5 62.5 62.5 62.5 62.5
F 40 40 40 40 40 40
G 65 65 65 65 65 65
H N/A 123 183 303 423 603
I 375 375 375 375 375 375
J 90 90 90 90 90 90
K 398 398 398 398 398 398
L 450 450 450 450 450 450
M 502 562 622 742 862 1042
N 145 145 145 145 145 145
O 152 152 152 152 152 152

HOLE CENTERS (MM)



MCCB Panel Boards

Panel Boards (MCCB Protection)
The latest evolution of the Contactum Circuit Protection 
range.  Panel Boards with incomers and busbars capable of 
250A, through to 800A ratings.

Tested to meet BS EN 61439-2.  ASTA short circuit tested to 
ensure the assembly delivers a technical and electrically safe 
system.  From combinations of 4 outgoing ways  to 18 outgo-
ing ways, they enable power to be delivered to small or more 
complex installations.
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	 Panel boards from 250A to 800A 

	 ASTA tested busbars up to Icw 50kA 1 sec

	 Complies with BS EN 61439-2

	 Enclosure 1.5mm powder coated zintec sheet steel

	 3 & 4 pole incomer options in same enclosure from 4 to 18         
 outgoing ways

	 Tin plated busbars, neutral and earth connections

	 Full range of extension and cable boxes

	 Metering options to meet L2

	 Surge protection options 



Outgoing Ways Rated up to 160A 
Outgoing Ways           Height          Width          Depth           Code  
4 way          750             750    220           PB250-004 
6 way        900             750    220          PB250-006 
8 way        900             750    220           PB250-008 
12 way        1050             750    220           PB250-012 
Note: minimum order requirement - panel board + incomer + incomer connection kit + outgoers 

Incoming Rating up to 250A   Outgoing Rating up to 160A

Specification
- Complies with BS EN 61439-2
- Enclosure degree of protection IP3X door closed
- Enclosure degree of protection IP2X door open
- Form 3B type 2 when using optional terminal shrouds
- Enclosure 1.5 mm painted zintec sheet steel RAL 7035
- Busbar 250A rated ASTA Icw 25kA 1sec
- 3 and 4 pole incomer options

Features	 	 	 	 	 	
-	4, 6, 8, 12 outgoing ways    
- Tin plated busbars   
- Removable top, bottom, side gland plates as 
  standard     
- Full range of extension boxes   
- Metering options      
- Surge protection options    
- 3 and 1 pole outgoing MCCB’s

Incoming Options
3 & 4 Pole Moulded Case Circuit Breaker
Adjustable Magnetic (6x-13x) & Thermal Trip (0.63 to 1 x In)
Poles            Connection Type    Current Rating                  25kA Icu
3 pole           lug                       200                          2N200LA3 
                               250               2N250LA3 
4 pole         lug                       200               2N200LA4 
                    250               2N250LA4         
Note:  for incomer MCCB’s please select incomer connection kit (**250KIT)

Switch Disconnectors (Non-Automatic)
Poles            Connection Type    Current Rating                  Code             
3 pole           lug                        250                          2X250L3 
4 pole         lug                           250               2X250L4 
Note:  for incomer switch disconnector please select incomer connection kit (**250KIT)

Connection Kits
Poles      Current Rating     Description                         Code             
Neutral Link     Neutral link assembly 1 pole  1P250KIT 
3 Pole   250A    Straight extension bars frame 2 MCCB  AEBS3P250 
3 Pole   250A    Spread extension bars frame 2 MCCB  AEBW3P250 
4 Pole   250A    Straight extension bars frame 2 MCCB  AEBS4P250 
4 Pole   250A    Spread extension bars frame 2 MCCB  AEBW4P250 
Note:  AEB****** part numbers are for incoming cable connections where larger connection area required 
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MCCB Panel Boards- Associated Equipment & Devices  
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Incoming Rating up to 250A   Outgoing Rating up to 160A

Accessories                     Code
Wide terminal shroud for incoming cable connection to MCCB 3 pole frame 2      ASW3PF20 
Wide terminal shroud for incoming cable connection to MCCB 4 pole frame 2      ASW4PF20                       
Long busbar shroud incoming MCCB to busbar assembly 3 pole                ASL3PF20                       
Long busbar shroud Incoming MCCB to busbar assembly 4 pole                ASL4PL20                    
Long terminal shroud for outgoing MCCB 3 pole                  ASL3PF10                        
Long terminal cover for outgoing single pole MCCB                  ASL1PF00 
Single pole blank module (1 module per part number) 3 required for 3P                 ABM1PF10  
Auxiliary contact change over switch 1C/O                                 AAUXLF12                     
Alarm auxiliary contact left 1C/O                    AALMLF12 
Shunt trip 200VAC-240VAC                                   AST240ACF12 
Under voltage trip 200VAC - 240VAC                                  AUV240ACF12 
Barrel key lock for door with 2 keys (same key code)                                SBLK2                   
Shroud lock for Frame 1 and Frame 2 shrouds                   ASLCK12                                                    
Toggle lock for Incomer and outgoing MCCB’s                                                      ACBTLK12                        
4 pole replacement incoming shroud MCCB to busbar                                                 ASINC4PF20                            

Single Pole Moulded Case Circuit Breaker - Fixed Magnetic and Fixed Thermal
Poles           Connection      Current                                    25kA Icu 
           Type          Rating                                    Code                        
1 Pole           Cage         16              0N016CF1                      
           20                                   0N020CF1 
                   25                                      0N025CF1 
                   32                           0N032CF1 
           40                           0N040CF1 
           50                           0N050CF1 
           63                           0N063CF1 
           80                           0N080CF1                 
           100              0N100CF1 
           125              0N125CF1                          

Outgoing MCCB

3 Pole Moulded Case Circuit Breaker      
Adjustable Thermal Trip (0.63 to 1 x In)                        16kA and 25kA Option 
Poles           Connection      Current      Adjustable     16kA Icu                 25kA Icu 
           Type          Rating        Thermal          Code          Code                        
3 Pole          Cage         25              16-25        1L025CA3          1N025CA3 
           40              25-40        1L040CA3          1N040CA3 
           63              40-63              1L063CA3          1N063CA3 
           80              50-80        1L080CA3          1N080CA3 
           100              63-100        1L100CA3          1N100CA3 
           125              80-125        1L125CA3          1N125CA3       
           160              100-160        1L160CA3          1N160CA3                    
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Incoming Rating up to 250A   Outgoing Rating up to 160A

Cable Extension Boxes      Code
Side mounted extension box for 12 way panel board  PBC1050  
Side mounted extension box for 6 and 8 way panel boards PBC0900  
Side mounted extension box for 4 way panel boards  PBC0750  
Top/Bottom extension box suitable for all 250A panel boards PBC0750  
Corner section cable extension filler box suitable for all 
four corners            PBC0250  
     

Metering Extension Boxes     Code
Side mounted meter extension box for 
12 way panel board (1 to 6)            PBMC10506                        
Side mounted meter extension box for 
6/8 way panel boards (1 to 4)         PBMC09004                            
Side mounted meter extension box for 
3/4 way panel boards (1 to 2)         PBMC07502                                 
Top/Bottom meter extension box suitable for 
all 250A panel boards (1)      PBMC07501                          
Corner section cable extension filler box 
suitable for all four corners            PBC0250  
Cover plates for spare metering cut-outs    PBMCP                                                                  
Note: metering extension boxes supplied with PBMCP fitted with the exception of top position. 

Surge Protection Enclosure  H x W x D (mm)  Code
Enclosure with clear window for 3  235 x 225 x 179  3PSURGET1- TT                         
phase surge (T1 & T2) protection unit.  235 x 225 x 179  3PSURGET1- TN/S/C                         
supplied with flying leads  235 x 225 x 179  3PSURGET2-TT                 
     235 x 225 x 179  3PSURGET2-TN/S/C                             
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96 x 96 mm Multifunction Meter    Code
Multi function meter for outgoing MCCB’s & incoming supply MFM96   
    

Metering CT’s & Mounting Brackets    Code
Mounting bracket for 75mm (160A frame) outgoing MCCB’s AMBCT075  
CT primary 60A: secondary 330MV    CT75/060/330  
CT primary 100A: secondary 330MV    CT75/100/330  
CT primary 125A: secondary 330MV    CT75/125/330  
CT primary 160A: secondary 330MV    CT75/160/330                       
Mounting bracket for 105mm (250A frame) incoming MCCB AMBINCCT105  
CT primary 200A: secondary 330MV    CT105/200/330  
CT primary 250A: secondary 330MV    CT105/250/330  
     

Metering Connection Cables     Code
Meter voltage supply cable 1.3M length    MVSC/1.3  
Meter to meter voltage linking cable 0.5M length   MVLC/0.5  
Meter to meter voltage linking cable 2.0M length   MVLC/2.0  
Meter to CT RJ45 cable connector 0.3M length   MCTRJ45/0.3  
Meter to CT RJ45 cable connector 0.5M length   MCTRJ45/0.5  
Meter to CT RJ45 cable connector 1.5M length   MCTRJ45/1.5  
Meter to CT RJ45 cable connector 3.0M length   MCTRJ45/3.0  
6 way voltage supply connector for use with meter  VSUPC   
6 way voltage linking connector for use with meter  VLNKC            
Metering voltage supply cable terminal set   MVSCTS  
    

Incoming Rating up to 250A   Outgoing Rating up to 160A
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Outgoing Ways Rated up to 160A 
Outgoing Ways           Height          Width          Depth            Code  
4 way          900             750    220            PB400-004 
6 way        1050             750    220            PB400-006 
8 way        1050             750    220            PB400-008 
12 way        1250             750    220            PB400-012 
16 way        1450             750    220            PB400-016                              

Incoming Rating up to 400A   Outgoing Rating up to 160A

Specification
- Complies with BS EN 61439-2
- Enclosure degree of protection IP3X door closed
- Enclosure degree of protection IP2X door open
- Form 3B type 2 when using optional terminal shrouds
- Enclosure 1.5mm painted zintec sheet steel RAL 7035
- Busbar 400A rated ASTA Icw 35kA 1sec, 35k Icc
- 3 and 4 pole Incomer options

Incoming Options
3 & 4 Pole Moulded Case Circuit Breaker
Adjustable Magnetic (6x-13x) & Thermal Trip (0.63 to 1 x In)
Poles            Connection   Current           25kA Icu                   36kA Icu
                            Type               Rating (A)       Code                 Code                           
3 pole           lug               400          3N400LA3                3H400LA3               
4 pole (switched neutral)      lug               400          3N400LA4                3H400LA4     
Note: must select copper connection kit for MCCB connection to busbar assembly.

Switch Disconnectors (Non-Automatic)
Poles            Connection Type    Current Rating                       Code             
3 pole           lug                       400                               3X400L3 
4 pole         lug                          400                    3X400L4 
Note: must select copper connection kit for MCCB connection to busbar assembly.

Connection Kits
Poles      Current Rating     Description                         Code             
Neutral Link     Neutral link assembly 1 Pole  1P400KIT 
3 Pole   400A    Straight extension bars frame 3 MCCB  AEBS3P400 
3 Pole   400A    Spread extension bars frame 3 MCCB  AEBW3P400 
4 Pole   400A    Straight extension bars frame 3 MCCB  AEBS4P400 
4 Pole   400A    Spread extension bars frame 3 MCCB  AEBW4P400 
Note:  AEB****** part numbers are for incoming cable connections where larger connection area required 
    

Features	 	 	 	 	
-	3, 4, 6 outgoing ways
- Tin Plated Busbars
- Removable side Gland plates as standard
- Full range of extension boxes
- Metering options 
- Surge protection options
- 3 and 1 pole outgoing MCCB’s

MCCB Panel Boards- Associated Equipment & Devices  
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Incoming Rating up to 400A   Outgoing Rating up to 160A

Accessories                      Code
Wide terminal shroud for incoming cable connection to MCCB 3 pole frame 3        ASW3PF30 
Wide terminal shroud for incoming cable connection to MCCB 4 pole frame 3        ASW4PF30                       
Long terminal shroud for incoming cable connection to MCCB 3 Pole frame 3        ASL3PF30                        
Long terminal shroud for incoming cable connection to MCCB 4 Pole frame 3        ASL4PF30                                
Auxiliary contact change over switch  1C/O                     AAUXLF34 
Alarm auxiliary contact left                       AALMLF34 
Shunt trip 200VAC-240VAC                       AST240ACF34 
Undervoltage trip 200VAC - 240VAC                      AUV240ACF34 
4 pole incoming shroud - replacement shroud MCCB to busbar                                  ASINC4PF30         
MCCB Toggle lock, up to 3 padlocks can be fitted                         ACBTLK30                   
Shroud lock for incoming cable shroud optional                    ASLCK30                             
3 pole shroud for incomer copper busbar connections                    ASC3PF30                                                 

Outgoing                       Code    
Long terminal shroud for outgoing MCCB 3 pole frame size 1   ASL3PF10 
Single pole blank module (1 single pole module per part number) frame 1 ABM1PF10 
Single pole shroud for outgoing 1 pole MCCB frame size 0   ASL1PF00 
Auxiliary contact change over switch 1C/O     AAUXLF12 
Alarm auxiliary contact left       AALMLF12 
Shunt trip 200VAC-240VAC       AST240ACF12 
Under voltage trip 200VAC - 240VAC      AUV240ACF12 
Barrel key lock for door with 2 keys (same key code)    SBLK2            
MCCB Toggle lock, up to 3 padlocks can be fitted    ACBTLK12                            
Shroud lock for outgoing terminal shroud frame 1 & 2 optional   ASLCK12                                

Single Pole Moulded Case Circuit Breaker - Fixed Magnetic and Fixed Thermal
Poles           Connection      Current                                    25kA Icu 
           Type          Rating                                    Code                        
1 Pole          Cage         16              0N016CF1                                        
           20                                   0N020CF1 
           25                              0N025CF1 
           32                   0N032CF1 
           40                   0N040CF1 
           50                   0N050CF1 
           63                   0N063CF1 
           80                   0N080CF1                    
           100              0N100CF1 
                   125      0N125CF1                          

Outgoing MCCB

3 Pole Moulded Case Circuit Breaker      
Adjustable Thermal Trip (0.63 to 1 x In)                        16kA and 25kA Option 
Poles           Connection      Current      Adjustable     16kA Icu                 25kA Icu 
           Type          Rating        Thermal          Code          Code                        
3 Pole          Cage         25              16-25        1L025CA3               1N025CA3 
           40              25-40        1L040CA3               1N040CA3 
            63              40-63              1L063CA3               1N063CA3 
           80              50-80        1L080CA3               1N080CA3 
           100              63-100        1L100CA3               1N100CA3 
           125              80-125        1L125CA3               1N125CA3 
           160              100-160        1L160CA3               1N160CA3                       
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Incoming Rating up to 400A   Outgoing Rating up to 160A

Cable Extension Boxes      Code
Side mounted extension box for 16 way panel board  PBC1450  
Side mounted extension box for 12 way panel board  PBC1250  
Side mounted extension box for 6 and 8 way panel boards PBC1050  
Side mounted extension box for 4 way panel boards  PBC0900  
Top/Bottom extension box suitable for all 400A panel boards PBC0750  
Corner section cable extension filler box suitable for all 
four corners            PBC0250                            

Metering Extension Boxes     Code
Side mounted meter extension box for 
16 way panel board (1 to 8)            PBMC14508                        
Side mounted meter extension box for 
12 way panel board (1 to 6)            PBMC12506                        
Side mounted meter extension box for 
6/8 way panel boards (1 to 4)         PBMC10504                            
Side mounted meter extension box for 
4 way panel boards (1 to 2)         PBMC09002                                 
Top/Bottom meter extension box suitable for 
all 400A panel boards (1)      PBMC07501                          
Cover plates for spare metering cut-outs    PBMCP                                    
Note: metering extension boxes supplied with PBMCP fitted with exception of top position. 

Surge Protection Enclosure  H x W x D (mm)  Code
Enclosure with clear window for 3  235 x 225 x 179  3PSURGET1- TT                         
phase surge (T1 & T2) protection unit.  235 x 225 x 179  3PSURGET1- TN/S/C                         
supplied with flying leads  235 x 225 x 179  3PSURGET2-TT                 
     235 x 225 x 179  3PSURGET2-TN/S/C                             
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96 x 96 mm Multifunction Meter    Code
Multi function meter for outgoing MCCB’s & incoming supply MFM96   
    

Metering CT’s & Mounting Brackets    Code
Mounting bracket for 75mm (160A frame) outgoing MCCB’s AMBCT075  
CT primary 60A: secondary 330MV    CT75/060/330  
CT primary 100A: secondary 330MV    CT75/100/330  
CT primary 125A: secondary 330MV    CT75/125/330  
CT primary 160A: secondary 330MV    CT75/160/330                       
Mounting bracket for 140mm (400A incomer MCCB frame 3) AMBINCCT140  
CT primary 300A: secondary 330MV    CT140/300/330  
CT primary 400A: secondary 330MV    CT140/400/330  
     

Metering Connection Cables     Code
Meter voltage supply cable 1.3M length    MVSC/1.3  
Meter to meter voltage linking cable 0.5M length   MVLC/0.5  
Meter to meter voltage linking cable 2.0M length   MVLC/2.0  
Meter to CT RJ45 cable connector 0.3M length   MCTRJ45/0.3  
Meter to CT RJ45 cable connector 0.5M length   MCTRJ45/0.5  
Meter to CT RJ45 cable connector 1.5M length   MCTRJ45/1.5  
Meter to CT RJ45 cable connector 3.0M length   MCTRJ45/3.0  
6 way voltage supply connector for use with meter  VSUPC   
6 way voltage linking connector for use with meter  VLNKC                   
Metering voltage supply cable terminal set   MVSCTS  
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Incoming Rating up to 400A   Outgoing Rating up to 160A



Outgoing Ways Rated up to 160A & 250A   Outgoing
Outgoing Ways  Height   Width   Depth      250    160                    Code  
6 way   1250 900 220   2         4           PB630-204 
8 way   1250 900 220   2         6           PB630-206 
8 way   1250 900 220   4         4           PB630-404 
12 way   1450 900 220   0         12           PB630-012 
12 way   1450 900 220   4         8           PB630-408 
12 way   1450 900 220   2         10           PB630-210 
18 way   1735 900 220   4         14           PB630-414      
18 way   1735 900 220   6         12           PB630-612       

Incoming Rating up to 630A   Outgoing Rating up to 250A

Specification
- Complies with BS EN 61439-2
- Enclosure degree of protection IP3X door closed
- Enclosure degree of protection IP2X door open
- Form 3B when using optional terminal shrouds
- Enclosure 1.5mm painted zintec sheet steel RAL 7035
- Busbar 630A rated ASTA Icw 50kA 1sec, 50kA Icc
- 3 and 4 pole incomer options

Features	 	 	 	 	
-	6, 8, 12, 18 outgoing ways
- Tin plated busbars
- Removable side gland plates as standard
- Full range of extension boxes
- Metering options 
- Surge protection options
- 3 and 1 pole outgoing MCCB’s

Incoming Options
3 & 4 Pole Moulded Case Circuit Breaker
Adjustable Magnetic (6x-13x) & Thermal Trip (0.63 to 1 x In)
Poles            Connection   Current         36kA Icu         50kA Icu
                            Type               Rating (A)     Code            Code                           
3 pole           lug               630        3H630LE3       3W630LE3      
4 pole (switched neutral)      lug               630        3H630LE4       3W630LE4       
Note: must select copper connection kit for MCCB connection to busbar assembly.

Switch Disconnectors (Non-Automatic)
Poles            Connection Type    Current Rating                  Code             
3 pole           lug                       630                          3X630L3 
4 pole         lug                          630               3X630L4 
Note:  must select copper connection kit for MCCB connection to busbar assembly.

Connection Kits
Poles      Current Rating     Description                         Code             
Neutral Link       Neutral link assembly 1 Pole  1P630KIT 
3 Pole   630A    Straight extension bars frame 3 MCCB  AEBS3P630 
3 Pole   630A    Spread extension bars frame 3 MCCB  AEBW3P630 
4 Pole   630A    Straight extension bars frame 3 MCCB  AEBS4P630 
4 Pole   630A    Spread extension bars frame 3 MCCB  AEBW4P630 
Note:  AEB****** part numbers are for incoming cable connections where larger connection area required 
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Incoming Rating up to 630A   Outgoing Rating up to 250A

160A Maximum Rating Triple Pole Moulded Case Circuit Breaker
Adjustable Thermal Trip (0.63 to 1 x In)
Poles           Connection      Current      Adjustable     16kA Icu                25kA Icu 
           Type          Rating        Thermal          Code         Code                        
3 Pole          Cage         25              16-25        1L025CA3         1N025CA3  
           40              25-40        1L040CA3         1N040CA3  
           63              40-63        1L063CA3         1N063CA3                            
           80              50-80        1L080CA3         1N080CA3  
           100              63-100        1L100CA3         1N100CA3  
           125              80-125        1L125CA3         1N125CA3  
           160              102-160        1L160CA3         1N160CA3                            
           

Outgoing MCCB

250A Maximum Rating Triple Pole Moulded Case Circuit Breaker
Adjustable Magnetic (6X-13X) & Thermal Trip (0.63 to 1 x In)
Poles           Connection      Current      Adjustable     16kA Icu                25kA Icu 
           Type          Rating        Thermal          Code         Code                        
3 Pole          lug          100              63-100        2L100LA3         2N100LA3  
           125              80-125        2L125LA3         2N125LA3  
           160              102-160        2L160LA3         2N160LA3                            
           200              126-200        2L200LA3         2N200LA3  
           250              160-250        2L250LA3         2N250LA3                            

Single Pole Moulded Case Circuit Breaker - Fixed Magnetic & Fixed Thermal
Poles           Connection      Current                                25kA Icu 
           Type          Rating                   Code                        
1 Pole          Cage         16             0N016CF1  
           20             0N020CF1  
           25             0N025CF1  
           32             0N032CF1  
           40             0N040CF1  
           50               0N050CF1  
           63             0N063CF1  
           80             0N080CF1  
          100             0N100CF1  
          125             0N125CF1                            
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Incoming Rating up to 630A   Outgoing Rating up to 250A

Cable Extension Boxes                  Code
Side mounted extension box for 18 way panel board              PBC1735                                                                                                                                          
Side mounted extension box for 12 way panel board              PBC1450           
Side mounted extension box for 6 and 8 way panel boards             PBC1250       
Top/Bottom extension box suitable for all 630/800A panel boards             PBTB0900        
Corner section cable extension filler box suitable for all 
four corners                        PBC0250             
    

Accessories                    Code
Wide terminal shroud for incoming cable connection to MCCB 3 pole frame 3     ASW3PF30 
Wide terminal shroud for incoming cable connection to MCCB 4 pole frame 3     ASW4PF30                       
Long terminal shroud for incoming cable connection to MCCB 3 Pole frame 3      ASL3PF30                              
Long terminal shroud for incoming cable connection to MCCB 4 Pole frame 3      ASL4PF30                                
Auxiliary contact change over switch  1C/O                  AAUXLF34 
Alarm auxiliary contact left                    AALMLF34 
Shunt trip 200VAC-240VAC                    AST240ACF34 
Undervoltage trip 200VAC - 240VAC                   AUV240ACF34 
4 pole busbar copper shroud - replacement shroud MCCB to busbar                      ASINC4PF30            
MCCB toggle lock, up to 3 padlocks can be fitted                 ACBTLK30                         
Shroud outgoing top connection (common 400A & 630A main shroud)               ASCPF30                                                  

Outgoing                     Code  
Long terminal shroud for outgoing MCCB 3 pole frame size 1                ASL3PF10                            
Single pole blank module (1 single pole module per part number) frame 1           ABM1PF10                     
Single pole blank module (3 single pole module per part number) frame 2           ABM1PF20             
Single pole shroud for outgoing 1 pole MCCB frame size 0                ASL1PF00                                                                                                                                         
Short shroud for 3 Pole MCCB frame 2 busbar assembly connection                ASS3PF20                               
Auxiliary contact change over switch 1C/O                  AAUXLF12 
Alarm auxiliary contact left                    AALMLF12 
Shunt trip 200VAC-240VAC                    AST240ACF12 
Under voltage trip 200VAC - 240VAC                   AUV240ACF12 
Barrel key lock for door with 2 keys (same key code)                 SBLK2                                       
MCCB toggle lock, up to 3 padlocks can be fitted                 ACBTLK12            
Shroud lock for outgoing terminal shroud frame 1 & 2 optional                ASLCK12                                  

Metering Extension Boxes                  Code
Side mounted meter extension box for 
18 way panel board (1 to 9)                        PBMC17359       
Side mounted meter extension box for 
12 way panel board (1 to 6)                        PBMC14506      
Side mounted meter extension box for 
6/8 way panel boards (1 to 4)                     PBMC12504                              
Top/Bottom meter extension box suitable for 
all 630/800A panel boards                  PBMC09001                               
Cover plates for spare metering cut-outs                PBMCP                                        
Note: metering extension boxes supplied with PBMCP fitted with exception of top position 
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Incoming Rating up to 630A   Outgoing Rating up to 250A

96 x 96 mm Multifunction Meter    Code
Multi function meter for outgoing MCCB’s & incoming supply MFM96   
    

Metering CT’s & Mounting Brackets    Code
Mounting bracket for 75mm (160A frame) outgoing MCCB’s AMBCT075  
CT primary 60A: secondary 330MV    CT75/060/330  
CT primary 100A: secondary 330MV    CT75/100/330  
CT primary 125A: secondary 330MV    CT75/125/330  
CT primary 160A: secondary 330MV    CT75/160/330                       
Mounting bracket for 140mm (630A frame) incoming MCCB AMBINCCT140  
CT primary 200A: secondary 330MV    CT105/200/330  
CT primary 250A: secondary 330MV    CT105/250/330  
CT primary 630A: secondary 330MV    CT140/630/330                  
Mounting bracket for 105mm (250A frame) outgoing MCCB AMBCT105                
   

Metering Connection Cables     Code
Meter voltage supply cable 1.3M length    MVSC/1.3  
Meter to meter voltage linking cable 0.5M length   MVLC/0.5  
Meter to meter voltage linking cable 2.0M length   MVLC/2.0  
Meter to CT RJ45 cable connector 0.3M length   MCTRJ45/0.3  
Meter to CT RJ45 cable connector 0.5M length   MCTRJ45/0.5  
Meter to CT RJ45 cable connector 1.5M length   MCTRJ45/1.5  
Meter to CT RJ45 cable connector 3.0M length   MCTRJ45/3.0  
6 way voltage supply connector for use with meter  VSUPC   
6 way voltage linking connector for use with meter  VLNKC                      
Metering voltage supply cable terminal set   MVSCTS  
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Surge Protection Enclosure  H x W x D (mm)  Code
Enclosure with clear window for 3  235 x 225 x 179  3PSURGET1- TT                         
phase surge (T1 & T2) protection unit.  235 x 225 x 179  3PSURGET1- TN/S/C                         
supplied with flying leads  235 x 225 x 179  3PSURGET2-TT                 
     235 x 225 x 179  3PSURGET2-TN/S/C                             
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Outgoing Ways Rated up to 160A & 250A               Outgoing
Outgoing Ways  Height   Width   Depth      250    160                    Code  
12 way   1550 900 220   4         8           PB800-408 
12 way   1550 900 220   2         10           PB800-210 
18 way   1735 900 220   4         14          PB800-414               
18 way   1735 900 220   6         12           PB800-612                  

Incoming Rating up to 800A   Outgoing Rating up to 250A

Specification
- Complies with BS EN 61439-2
- Enclosure degree of protection IP3X door closed
- Enclosure degree of protection IP2X door open
- Form 3B when using optional terminal shrouds
- Enclosure 1.5mm painted zintec sheet steel RAL 7035
- Busbar 800A rated ASTA Icw 50kA 1sec, 50kA Icc
- 3 and 4 pole incomer options

Features	 	 	 	 	 	
-	12, 18 outgoing ways
- Tin plated busbars
- Removable side gland plates as standard
- Full range of extension boxes
- Metering options 
- Surge protection options
- 3 and 1 pole outgoing MCCB’s

Incoming Options
3 & 4 Pole Moulded Case Circuit Breaker
Adjustable Magnetic (6x-13x) & Thermal Trip (0.63 to 1 x In)
Poles            Connection   Current                       50kA Icu
                           Type                Rating (A)                 Code                           
3 pole          lug                800                         4W800LA3                   
4 pole (switched neutral)     lug                800                         4W800LA               
Note: must select straight connection bars AEBS*P800.

Switch Disconnectors (Non-Automatic)
Poles            Connection Type    Current Rating                  Code             
3 pole           lug                        800                          4X800L3 
4 pole         lug                           800      4X800L4 
Note: must select straight connection bars AEBS*P800.

Connection Kits
Poles      Current Rating     Description                         Code             
Neutral Link     Neutral link assembly 1 Pole  1P800KIT 
3 Pole   800A    Straight extension bars frame 3 MCCB  AEBS3P800 
4 Pole   800A    Straight extension bars frame 3 MCCB  AEBS4P800 
Note:  AEBS*P800 required for connection of cables.      
 



MCCB Panel Boards- Associated Equipment & Devices  

Incoming Rating up to 800A   Outgoing Rating up to 250A

160A Maximum Rating Triple Pole Moulded Case Circuit Breaker
Adjustable Thermal Trip (0.63 to 1 x In)
Poles           Connection      Current      Adjustable     16kA Icu                25kA Icu 
           Type          Rating        Thermal          Code         Code                        
3 Pole          Cage         25              16-25        1L025CA3         1N025CA3  
           40              25-40        1L040CA3         1N040CA3  
           63              40-63        1L063CA3         1N063CA3                            
           80              50-80        1L080CA3         1N080CA3  
           100              63-100        1L100CA3         1N100CA3  
           125              80-125        1L125CA3         1N125CA3  
           160              102-160        1L160CA3         1N160CA3                            
           

Outgoing MCCB

250A Maximum Rating Triple Pole Moulded Case Circuit Breaker
Adjustable Magnetic (6X-13X) & Thermal Trip (0.63 to 1 x In)
Poles           Connection      Current      Adjustable     16kA Icu               25kA Icu 
           Type          Rating        Thermal          Code         Code                        
3 Pole          lug          100              63-100        2L100LA3         2N100LA3  
           125              80-125        2L125LA3         2N125LA3  
           160              102-160        2L160LA3         2N160LA3                            
           200              126-200        2L200LA3         2N200LA3  
           250              160-250        2L250LA3         2N250LA3                            

Single Pole Moulded Case Circuit Breaker - Fixed Magnetic & Fixed Thermal
Poles           Connection      Current                                25kA Icu 
           Type          Rating                   Code                        
1 Pole          Cage         16             0N016CF1  
           20             0N020CF1  
           25             0N025CF1  
           32             0N032CF1  
           40             0N040CF1  
           50               0N050CF1  
           63             0N063CF1  
           80             0N080CF1  
          100             0N100CF1  
          125             0N125CF1                            
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Incoming Rating up to 800A   Outgoing Rating up to 250A

Cable Extension Boxes       Code
Side mounted extension box for 18 way panel board   PBC1735 
Side mounted extension box for 12 way panel board   PBC1550 
Top/Bottom extension box suitable for panel boards   PBTB0900 
Corner section cable extension filler box suitable for all 
four corners             PBC0250 
     

Accessories                     Code
Long terminal shroud for incoming cable connection to MCCB 3 Pole frame 3       ASL3PF30                       
Long terminal shroud for incoming cable connection to MCCB 4 Pole frame 3        ASL4PF30                                
Auxiliary contact change over switch  1C/O                    AAUXLF34 
Alarm auxiliary contact left                      AALMLF34 
Shunt trip 200VAC-240VAC                      AST240ACF34 
Undervoltage trip 200VAC - 240VAC                     AUV240ACF34         
3 pole shroud for incoming copper connections                   ASINC3PF40                         
4 pole busbar copper shroud - replacement shroud MCCB to busbar                        ASINC4PF40            
MCCB Toggle lock, up to 3 padlocks can be fitted                   ACBTLK40                         

Outgoing        Code  
Long terminal shroud for outgoing MCCB 3 pole frame size 1   ASL3PF10                         
Long terminal shroud for outgoing MCCB 3 pole Frame size 2   ASL3PF20                       
Single pole blank module (1 single pole module per part number) frame 1 ABM1PF10                      
Single pole blank module (3 single pole module per part number) frame 2 ABM1PF20                        
Single pole shroud for outgoing 1 pole MCCB frame size 0   ASL1PF00 
Short shroud for 3 Pole MCCB frame 2 busbar assembly connection   ASS3PF20                               
Auxiliary contact change over switch 1C/O     AAUXLF12 
Alarm auxiliary contact left       AALMLF12 
Shunt trip 200VAC-240VAC       AST240ACF12 
Under voltage trip 200VAC - 240VAC      AUV240ACF12 
Barrel key lock for door with 2 keys (same key code)    SBLK2        
MCCB Toggle lock, up to 3 padlocks can be fitted    ACBTLK12                      
Shroud lock for outgoing terminal shroud frame 1 & 2 optional   ASLCK12                                

Metering Extension Boxes      Code
Side mounted meter extension box for 
18 way panel board (1 to 9)             PBMC17359       
Side mounted meter extension box for 
12 way panel board (1 to 6)             PBMC15506          
Top/Bottom meter extension box suitable for 
all panel boards         PBMC09001                          
Cover plates for spare metering cut-outs     PBMCP                                                
Note: metering extension boxes supplied with PBMCP fitted with exception of top position.
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MCCB Panel Boards- Associated Equipment & Devices  

Incoming Rating up to 800A   Outgoing Rating up to 250A

96 x 96 mm Multifunction Meter    Code
Multi function meter for outgoing MCCB’s & incoming supply MFM96   
    

Metering CT’s & Mounting Brackets    Code
Mounting bracket for 75mm (160A frame) outgoing MCCB’s AMBCT075  
CT primary 60A: secondary 330MV    CT75/060/330  
CT primary 100A: secondary 330MV    CT75/100/330  
CT primary 125A: secondary 330MV    CT75/125/330  
CT primary 160A: secondary 330MV    CT75/160/330                       
Mounting bracket for 215mm (800A frame) incoming MCCB AMBINCCT215  
CT primary 200A: secondary 330MV    CT105/200/330  
CT primary 250A: secondary 330MV    CT105/250/330                       
CT primary 800A: secondary 330MV    CT215/800/330                       
Mounting bracket for 105mm (250A frame) outgoing MCCB AMBCT105                       

Metering Connection Cables     Code
Meter voltage supply cable 1.3M length    MVSC/1.3  
Meter to meter voltage linking cable 0.5M length   MVLC/0.5  
Meter to meter voltage linking cable 2.0M length   MVLC/2.0  
Meter to CT RJ45 cable connector 0.3M length   MCTRJ45/0.3  
Meter to CT RJ45 cable connector 0.5M length   MCTRJ45/0.5  
Meter to CT RJ45 cable connector 1.5M length   MCTRJ45/1.5  
Meter to CT RJ45 cable connector 3.0M length   MCTRJ45/3.0  
6 way voltage supply connector for use with meter  VSUPC   
6 way voltage linking connector for use with meter  VLNKC                  
Metering voltage supply cable terminal set   MVSCTS                    
     

Surge Protection Enclosure  H x W x D (mm)  Code
Enclosure with clear window for 3  235 x 225 x 179  3PSURGET1- TT                         
phase surge (T1 & T2) protection unit.  235 x 225 x 179  3PSURGET1- TN/S/C                         
supplied with flying leads  235 x 225 x 179  3PSURGET2-TT                 
     235 x 225 x 179  3PSURGET2-TN/S/C                             
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160A LNV MCCB's Rated Current Magnetic Trip Current li (A)     
MCCB Type Rated Current ln (A)      Magnetic Trip Current li (A)                     
1L160  25. 40       600                                                        
  63, 80       1000                                                      
  100, 125       1500                                                             
  160       1600                                                             
1N160  25. 40       600                                                             
  63, 80       1000                                                        
  100, 125       1500                                                         
  160       1600                                                      
1V160  25. 40       600                                                                
  63, 80       1000                                                         
  100, 125       1500                                                         
  160       1600                                                         

MCCB'S Electrical Performance Details

Frame Size [A]      160   160   160 
Type MCCB      1L160   1N160   1V160                           
Number Of Poles      3 4  3 4  3 4 
Rated Current (In) [A]     25 100   25 100  25 100 
       40 125  40 125  40 125 
       63 160  63 160  63 160 
       80   80   80 
Calibrated At   (45°C )             
Rated Insulation Voltage (Ui) [VAC]    690   690   690  
Rated Impulse Withstand Voltage (Uimp) [kV]   8   8   8  
Utilisation Category     A   A   A  

Rated Breaking Capacity [kA sym. rms.]              
EN IEC 60947-2. Icu/Ics - AC  690V  —   —   6/3  
     525V  6/3   7.5/4   10/7.5  
     440V  10/5   15/7.5   25/13  
     415V  16/8   25/13   40/20  
     380V  16/8   25/13   40/20  
     240V  25/13   35/18   50/25  
    1) DC 250V  13/7   20/10   25/13  
     125V  20/10   30/15   40/20  

Protective Functions             
Thermal-Magnetic Type              
Fixed Thermal & Fixed Magnetic Trips   —   —   —  
Adjustable Thermal & Fixed Magnetic Trips   Yes   Yes   Yes  
Adjustable Thermal & Adjustable Magnetic Trips   —   —   —  

Standard Features              
On•Off Colour Indication     Yes   Yes   Yes  
Trip Button      Yes (Red)  Yes (Red)  Yes (Red)  
Suitable For Isolation     Yes   Yes   Yes  

Operation      
Direct Opening Action     Yes   Yes   Yes  
Toggle Operation      Yes   Yes   Yes  
Endurance:-       —    —    —  
Electrical  Cycles 415VAC    10,000   10,000   10,000  
Mechanical Cycles 415VAC    30,000   30,000   30,000
1) DC rating available on request.  
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MCCB'S Electrical Performance Details

Frame Size [A]      250   250   250 
Type MCCB'S      2L250   2N250   2V250                           
Number Of Poles      3 4  3 4  3 4 
Rated Current (In) [A]     100 200   100 200  160 
       125 250  125 250  200 
       160   160   250 
Calibrated At   (45°C )             
Rated Insulation Voltage (Ui) [VAC]    800   800   800  
Rated Impulse Withstand Voltage (Uimp) [kV]   8   8   8  
Utilisation Category     A   A   A  

Rated Breaking Capacity [kA sym. rms.]              
EN IEC 60947-2. Icu/Ics - AC  690V  —   —   4/2  
     525V  6/3   7.5/6   10/7.5  
     500V
     440V  10/5   15/12   30/15  
     415V  16/8   25/19   40/20  
     380V  16/8   25/19   40/20  
     240V  25/13   35/27   85/43  
    1) DC 250V  13/7   15/12   25/13  
     125V  20/10   25/19   40/20  

Protective Functions             
Thermal-Magnetic Type              
Fixed Thermal & Fixed Magnetic Trips   —   —   —  
Adjustable Thermal & Fixed Magnetic Trips   —   —   —  
Adjustable Thermal & Adjustable Magnetic Trips   Yes   Yes   Yes  

Standard Features              
On•Off Colour Indication     Yes   Yes   Yes  
Trip Button      Yes (Red)  Yes (Red)  Yes (Red)  
Suitable For Isolation     Yes   Yes   Yes  

Operation      
Direct Opening Action     Yes   Yes   Yes  
Toggle Operation      Yes   Yes   Yes  
Endurance:-       —    —    —  
Electrical  Cycles 415VAC    10,000   10,000   10,000  
Mechanical Cycles 415VAC    30,000   30,000   30,000 
1) DC rating available on request.  

250A LNV MCCB’s Rated Current Magnetic Trip Current li (A) 
MCCB Type        Rated Current ln (A)       Magnetic Trip Current li (A)
2L250            100, 125, 160, 200 6 - 13 x ln
            250   6 - 11 x ln
2N250            100, 125, 160, 200 6 - 13 x ln
            250   6 - 11 x ln
2V250            100, 125, 160, 200 6 - 13 x ln
            250   6 - 11 x ln
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Electrical Performance & Connection Details 

125A LNV MCCB’s Rated Current Magnetic Trip Current li (A) 
MCCB Type Rated Current ln (A)         Magnetic Trip Current li (A)
0N125  16, 20, 25, 32, 40, 50         600
  63, 80         1000
  100, 125         1500
                                               

MCCB'S Electrical Performance Details

Frame Size [A]      160    
Type MCCB'S      ON125                           
Number Of Poles      1  
Rated Current (In) [A]     16 40  100  
       20 50  125  
       25 63   
       32 80    
Calibrated At   (45°C )             
Rated Insulation Voltage (Ui) [VAC]    690     
Rated Impulse Withstand Voltage (Uimp) [kV]   8     
Utilisation Category     A     

Rated Breaking Capacity [kA sym. rms.]              
EN IEC 60947-2. Icu/Ics - AC  690V  —     
     525V  —     
     440V  —    
     415V  —     
     380V  —     
     240V  25/13     
    1) DC 250V  —     
     125V  10/5     

Protective Functions             
Thermal-Magnetic Type              
Fixed Thermal & Fixed Magnetic Trips   Yes     
Adjustable Thermal & Fixed Magnetic Trips   —     
Adjustable Thermal & Adjustable Magnetic Trips   —     

Standard Features              
On•Off Colour Indication     Yes     
Trip Button      Yes (Red)  
Suitable For Isolation     Yes     

Operation      
Direct Opening Action     Yes    
Toggle Operation      Yes     
Endurance:-      —      
Electrical  Cycles 415VAC    30,000     
Mechanical Cycles 415VAC    30,000    
1) DC rating available on request. 
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MCCB'S Electrical Performance Details          

Frame Size [A]      400   400    
Type       3H400LA3  3W400LA3    
Number Of Poles      3 4  3 4   
Rated Current (In) [A]     400    400  
         
        
Calibrated At   (50°C )             
Rated Insulation Voltage (Ui) [VAC]    800   800     
Rated Impulse Withstand Voltage (Uimp) [kV]   8   8     
Utilisation Category     A   A     

Rated Breaking Capacity [kA sym. rms.]              
EN IEC 60947-2. Icu/Ics - AC  690V  15   20     
     525V  22   30     
     440V  30   45     
     415V  36   50     
     400V  36   50     
     240V  50   85     
    1) DC 250V  40   40     
     125V         

Protective Functions             
Thermal-Magnetic Type              
Fixed Thermal & Fixed Magnetic Trips   —   —     
Adjustable Thermal & Fixed Magnetic Trips   —   —     
Adjustable Thermal & Adjustable Magnetic Trips   Yes   Yes     

Standard Features              
On•Off Colour Indication     Yes   Yes     
Trip Button      Yes (Red)  Yes (Red)    
Suitable For Isolation     Yes   Yes     

Operation      
Direct Opening Action     Yes   Yes     
Toggle Operation      Yes   Yes     
Endurance:-       —    —     
Electrical  Cycles 415VAC    4,500   4,500     
Mechanical Cycles 415VAC    15,000   15,000
1) DC rating available on request.      

250A LNV MCCB’s Rated Current Magnetic trip current li (A) 
MCCB Type        Rated Current ln (A)       Magnetic trip current li (A)
2L250            100, 125, 160, 200 6 - 13 x ln
            250   6 - 11 x ln
2N250            100, 125, 160, 200 6 - 13 x ln
            250   6 - 11 x ln
2V250            100, 125, 160, 200 6 - 13 x ln
            250   6 - 11 x ln



36

Electrical Performance & Connection Details 

MCCB'S Electrical Performance Details

Frame Size [A]      630   630    
Type       3H630LE3   3W630LE3     
Number Of Poles      3 4  3 4   
Rated Current (In) [A]     630    630    
       

Calibrated At   (50°C )             
Rated Insulation Voltage (Ui) [VAC]    800   800     
Rated Impulse Withstand Voltage (Uimp) [kV]   8   8     
Utilisation Category     A   A     

Rated Breaking Capacity [kA sym. rms.]              
EN IEC 60947-2. Icu/Ics - AC  690V  10   20/15     
     525V  15   30     
     440V  25   45     
     415V  36   50     
     400V  36   50     
     240V  50   85     
    1) DC 250V  —   —     
     125V  —   —     

Protective Functions             
Electronic      —   —      
Microprocessor                            Yes   Yes    
 

Standard Features              
On•Off Colour Indication     Yes   Yes     
Trip Button      Yes (Red)  Yes (Red)    
Suitable For Isolation     Yes   Yes     

Operation      
Direct Opening Action     Yes   Yes     
Toggle Operation      Yes   Yes     
Endurance:-       -    -     
Electrical  Cycles 415VAC    4,500   4,500     
Mechanical Cycles 415VAC    15,000   15,000   
1) DC rating available on request.  
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MCCB'S Electrical Performance Details

Frame Size [A]      800    
Type        4W800LA3      
Number Of Poles      3 4   
Rated Current (In) [A]     800  
       

Calibrated At   (45°C )             
Rated Insulation Voltage (Ui) [VAC]    800     
Rated Impulse Withstand Voltage (Uimp) [kV]   8     
Utilisation Category     A     

Rated Breaking Capacity [kA sym. rms.]              
EN IEC 60947-2. Icu/Ics - AC  690V  20     
     525V  30     
     440V  45     
     415V  50     
     400V  50     
     240V  85     
    1) DC 250V  50     
     125V  —     

Protective Functions             
Thermal-Magnetic Type              
Fixed Thermal & Fixed Magnetic Trips   —     
Adjustable Thermal & Fixed Magnetic Trips   —     
Adjustable Thermal & Adjustable Magnetic Trips   Yes     

Standard Features              
On•Off Colour Indication     Yes     
Trip Button      Yes (Red)       
Suitable For Isolation     Yes     

Operation      
Direct Opening Action     Yes     
Toggle Operation      Yes     
Endurance:-       -      
Electrical  Cycles 415VAC    4,000     
Mechanical Cycles 415VAC    10,000    
1) DC rating available on request.  



38

Electrical Performance & Connection Details  

Disconnect Switches

Frame Size [A]      160  250         400     630        800 
Type Disconnects     1X160  2X250        3X400 3X630           4X800   
Number Of Poles      3        4  3        4        3        4 3        4       3        4
Rated Current (In) [A]     160  250        400     630        800 

Calibrated At (45°C )              
Rated Operation Voltage     690  690         690          690       690 
Rated Insulation Voltage (Ui) [VAC]    690  690         800          800       690 
Rated Impulse Withstand Voltage (Uimp) [kV]   8  8         8          8       15 
Rated Short-circuit Making Capacity (Icm) [kA peak]  2.8  6         9          9       6 
Rated Short Time Withstand Current (lcw) [kA. rms.]  2  (0.3sec.) 3 (0.3sec.)      5 (0.3sec.)        5 (0.3sec.)     9.6 (0.3sec.) 
Utilization Category to IEC 60947-3    AC23  AC23        AC23 AC23       AC23 

Dimensions (mm)               
             
      a 75      100 105      140     140      185 140      185   210      280
      b 130      165         260       260            273   
      c 68  68        103  103       103 
      d 95  95        145  145       145 
      e 45  45         90  90       90 
Weight (kg)      0.7      0.9 1.5      1.9       4.2    5.6  4.4       5.8     8.5  11.5 

Standard Features               
On•Off Colour Indication     Yes  Yes         Yes  Yes       Yes 
Trip Button      Yes (Red) Yes (Red)        Yes (Red) Yes (Red)      Yes (Red) 
Suitable For Isolation     Yes  Yes         Yes  Yes       Yes 

Operation               
Direct Opening Action     Yes  Yes         Yes  Yes       Yes 
Toggle Operation      Yes  Yes         Yes  Yes       Yes 
Endurance:-       —  —         —  —       —   
Electrical  Cycles 415VAC    1,000  6,000         4,500 4,500       4,000 
Mechanical Cycles 415VAC    7,000  18,000         15,000 15,000       10,000
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3P 160A (75mm) Frame & 1P 125A (25mm) Frame

Cable Connection Sizes
3 & 4 Pole: Copper conductors     
Cable Type Minimum Maximum  
Stranded 6 mm2  70 mm2    
Solid  6 mm2  95 mm2    
Torque  6 Nm  8 Nm   
 
        
      
3&4 Pole: Aluminium Conductors     
Cable Type Minimum Maximum   
Stranded 35 mm2  70 mm2    
Torque  10 Nm  10 Nm   
 
        
      
1 Pole: Copper Conductors      
Location  Rating (A) Torque    
J  16A - 50A 2.0 - 6Nm   
J  63A - 125A 3.5 - 8Nm   
 

All MCCB's can be connected as indicated below:  however outgoing MCCB's in the panel board should always be 
connected with toggle on position towards the busbar assembly.  All magnetic and thermal adjustment dials will be 
located closest to load connected cables. This applies to AC240V to AC450V applications.

Incoming and outgoing MCCB’s will generally be con-
nected with line connection "incoming cables" closest to 
magnetic and thermal adjustment dials.

In panel boards all outgoing MCCB’s must be fitted to allow  
cable connection closest to magnetic and thermal 
adjustment disk. 

MCCB's can be supplied from either side without
affecting normal operation or protection capabilities.
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3 & 4 Pole 250A, 400A, 630A MCCB
   
3 & 4 Pole: Maximum Cable Size     
Rating (A) Cable size  
250A  120mm2  
400A  2 x 240mm2  
630A  3 x 240mm2  

       
Direct connection of lugs or cable extension bars onto MCCB
Screw (J) provided with MCCB
Rating (A) Minimum Maximum            Bolt size  
250A  7.8 Nm  12.7 Nm               M8 x 18  
400A  13.7 Nm  22.5Nm               M10 x 25  
630A  13.7 Nm  22.5Nm               M10 x 30  
 

   

Screw (K) connection of lugs onto extension bars
Rating (A) Minimum Maximum            Bolt size  
250A  22.5 Nm  37.2 Nm               M10 x 25  
400A  40.2 Nm  65.7Nm               M12 x 35  
630A  40.2 Nm  65.7Nm               M12 x 40 
 

Preparation of copper extension bars and maximum lug size
 250A  400A              630A              
B ≤22mm  ≤25mm              ≤25mm                 
C ≤11mm  ≤12.5mm          ≤12.5mm  
D 8.4mm  10.5mm            10.5mm   
E ≤25mm  ≤25mm              ≤25mm   
F ≤11mm  ≤12mm              ≤12mm   
G ≤7mm  ≤10mm              ≤12mm   
H 9mm  11mm              11mm   
 

Note: Using reverse  lug connections directly onto MCCB 
consideration of  creepage and clearance distances or 
adequate insulation for exposed conducting parts 



41

Electrical Performance & Connection Details  

 800A    
Y1 9mm    
Y2 ≤40mm    
Y3 ≤25mm    
Y4 ≤11.5mm    
Y5 ≤12mm    
 

Screws (K) connection of lugs onto extension bars
Rating (A) Minimum Maximum            Bolt size  
800A  40.2 Nm  65.7 Nm               M12 x 40  
      
   
 

 800A    
C ≤50.5    
D ≤19    
E 13    
F ≤50.5    
G ≤10    
H 13    
 

Screws (J1 & 2) provided with MCCB
Rating (A) Minimum Maximum            Bolt size  
800A  9.5 Nm  14.5 Nm               M8 x 30  
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Toggle Lock Mechanism 
 
Combination of toggle lock mechanism and padlock enables MCCB 
to be locked in the off position 
Padlocks are not supplied
 
Up to three (3) padlocks can be installed 

Padlock Dimensions     
A   Diameter  
13 min   o5.5-8 



Electrical Performance & Connection Details  
Enclosed Switches

The Enclosed Switch offering has ratings from 16A to 630A as 
standard for MCCB’s Disconnects and Fuse Switches.  Larger 
disconnect and MCCB ratings available on request.  

Enclosed MCCB to BS EN 60947-2, Enclosed Disconnects and 
Fuse-Switch to BS EN 60947-3, Available with full range of 
extension enclosures, metering extension enclosures, surge 
protection and earth leakage options.
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	 IP4X to IP66 enclosures

	 RAL 7035

	 Disconnectable neutral Links

	 Terminal shrouds IP20 line side included

	 All padlockable with up to 3 padlocks

	 Metering, surge and earth leakage protection options  
 available



4 Pole 
Rating at 400/415VAC Enclosure       Toggle                     Code
(A)      Icu/kA Height   Width   Depth      Depth
25A      25  450 302 152      180          CPCBE0254P25
40A      25  450 302 152      180            CPCBE0404P25 
63A      25  450 302 152      180          CPCBE0634P25 
80A      25  450 302 152      180          CPCBE0804P25 
100A      25  450 302 152      180          CPCBE1004P25 
125A      25  450 302 152      180             CPCBE1254P25 
160A      25  450 302 152      180           CPCBE1604P25 
200A      25  502 450 152      180           CPCBE2004P25 
250A      25  502 450 152      180          CPCBE2504P25 
400A      36  742 450 152      186                   CPCBE4004P36            
630A      50  862 450 152      186          CPCBE6304P50          

3 Pole + Disconnectable Neutral
Rating at 400/415VAC Enclosure       Toggle                     Code
(A)      icu/kA Height   Width   Depth      Depth
25A      25  450 302 152      180          CPCBE0253N25
40A      25  450 302 152      180            CPCBE0403N25 
63A      25  450 302 152      180          CPCBE0633N25 
80A      25  450 302 152      180          CPCBE0803N25 
100A      25  450 302 152      180          CPCBE1003N25 
125A      25  450 302 152      180             CPCBE1253N25 
160A      25  450 302 152      180           CPCBE1603N25 
200A      25  502 450 152      180          CPCBE2003N25 
250A      25  502 450 152      180          CPCBE2503N25 
400A      36  742 450 152      186          CPCBE4003N36
630A      50  862 450 152      186          CPCBE6303N50  

3 Pole
Rating at 400/415VAC Enclosure       Toggle                     Code
(A)      Icu/kA Height   Width   Depth      Depth
25A      25  450 302 152      180          CPCBE0253P25
40A      25  450 302 152      180            CPCBE0403P25 
63A      25  450 302 152      180          CPCBE0633P25 
80A      25  450 302 152      180          CPCBE0803P25 
100A      25  450 302 152      180          CPCBE1003P25 
125A      25  450 302 152      180             CPCBE1253P25 
160A      25  450 302 152      180           CPCBE1603P25 
200A      25  502 450 152      180           CPCBE2003P25 
250A      25  502 450 152      180          CPCBE2503P25 
400A      36  742 450 152      186          CPCBE4003P36
630A      50  862 450 152      186          CPCBE6303P50  
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Enclosed Switches  

Enclosed MCCB
- BS EN 60947-2          
- IP4X  rated metal enclosures       - Top & bottom mounted gland plate  - Auxiliary contacts available
- Paint finish RAL 7035        - Terminal shrouds to IP20 line side  - Shunt and under voltage trips available
- Utilisation category A        - Toggle handle operation    
- Disconnectable solid neutral link    - Toggle lock mechanism for up to 3 padlocks     
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Extension Metering Enclosure - With Meter & CT’s Pre Wired
Enclosure       CT                                 Code
Height   Width   Depth      Rating
200 302 152      160                       MET160CT            
302 450 152      125                                 MET125CT                   
302 450 152      250                       MET250CT                      
302 450 152      400                       MET400CT                       
302 450 152      630                       MET630CT                    
Note: can be connected for top or bottom of MCCB enclosure

Enclosed MCCB

Extension Enclosure
Enclosure  Height   Width   Depth                     Code
200mm   200 450 152                     CPDEX200                   
300mm   302 450 152                     CPDEX300                   
500mm   502 450 152            CPDEX500                      

Icu/ka  MCCB Fitted              Enclosed MCCB
  Part Number (* 3 or 4)                                   Code
25  1N025CA*              CPCBE025**25                       
25  1N040CA*              CPCBE040**25                  
25  1N063CA*              CPCBE063**25 
25  1N080CA*                  CPCBE080**25 
25  1N100CA*              CPCBE100**25 
25  1N125CA*              CPCBE125**25 
25  1N160CA*              CPCBE160**25 
25  2N200LA*              CPCBE200**25 
25  2N250LA*              CPCBE250**25 
36  3H400LA*                            CPCBE400**36                           
50  3W630LE*              CPCBE630**50                           
Note: higher fault levels available on request.  For technical data relating to MCCB see pages 32 to 42.
     

For the full range of accessories available for each Frame size of MCCB please consult the Panel Board catalogue pages.  The table above 
provides details of each MCCB used inside Enclosures.  The prefix number for each breaker frame size, 1,2,3  (ie (1)N025CA*) is utilised 
for the accessories as a suffix to ensure correct selection of accessory for each frame size of MCCB (ie Auxilliary contact "AAUXLF (12)" ) 
suitable for frame size 1 and 2 MCCB . 1N025CA3 is frame size 1 MCCB:  2N200LA3 is frame size 2 MCCB    
               
     



Enclosed Disconnect
AC22 (415V)  Enclosure Enclosure                          Code
Rating (A)  Type  Height   Width   Depth      
16  0       200 150 120               DS016                               
20       0  200 150 120                  DS020                              
25       0  200 150 120                DS025                            
32       0  200 150 120                DS032                           
40       0  200 150 120             DS040                               
63       0  200 150 120                  DS063                          
80       0  200 150 120             DS080                            
100       1  300 300 150              DS100                          
125       1  300 300 150             DS125                          
160       1  300 300 150              DS160                          
200       2  400 300 200           DS200                           
250       2  400 300 200           DS250                         
315       4  600 400 250           DS315                          
400       5  600 600 200           DS400                          
630       6  800 600 250           DS630                            
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Enclosed Disconnect
- BS EN 60947-3          
- IP65  rated metal enclosures       - Bottom mounted gland plate  - Paint finish RAL 7035  
- Terminal shrouds to IP20 line side   - Red/Yellow handles available on request - Fully rated AC22 for distribution loads 
- Disconnectable solid neutral link    - 4 pole versions available on request  - Auxiliary contacts available
- Hinged door         - Padlockable using up to 3 padlocks 
- Door interlocked padlockable 
  handle as standard

Insulated	IP65	Rotary	TP	&	N	Switches	 																																								 	 										Code	

AC23 (415V) Rating (A) 20                                                        DX020AC   
AC23 (415V) Rating (A) 25                                                  DX025AC  
AC23 (415V) Rating (A) 32                                                        DX032AC  
AC23 (415V) Rating (A) 63                                                        DX063AC  
AC23 (415V) Rating (A) 100                                                        DX100AC                     

Outgoing Shrouds
      Connects To     Poles          Code
      Switch Rating A         
IP20 Cage Terminals as Standard       16A/160A     N/A          N/A                               
3 Pole IP20 Terminal Shrouds  315A/400A     3          K-LS400/3                            
3 Pole IP20 Terminal Shrouds  630A      3          K-LS630/3                           

Auxilliary Contacts
      Connects To     Enclosure  Code
      Switch Rating A     Type      
1NO/1NC         100A/160A     1          K-VKA1.V                             
2NO/2NC    100A/160A     1          K-VKA2.V                              
1NO/1NC    200A/250A     2          K-VKAC1.V                            
2NO/2NC    200A/250A     2          K-VKAC2.V                          
1NO/1NC    315A/630A     4,5,6          K-KVKE1.V                            
2NO/2NC    315A/630A     4,5,6          K-KVKE2.V                          
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Enclosed Switches  

Fuse Switch 
AC22(415V)     AC23(415V)    Enclosure     Enclosure           Code
Rating (A)         Rating (A)       Type     Height   Width   Depth      
16            16        0           300      150    120          DFS016                               
20            20        0           300      150    120          DFS020                              
25            25        0           300      150    120          DFS025                            
32            32        0           300      150    120          DFS032                           
63            63        1           300      300    150          DFS063                          
80            80        1           300      300    150              DFS080                            
100            100        2      400      300    200              DFS100                          
125            125        2      400      300    200              DFS125                          
160            125        2      400      300    200          DFS160                          
200            200        3       500      400    200          DFS200                           
250            250        4      600      400    250          DFS250                         
315            315        5      600      600    200          DFS315                          
400            400        5      600      600    200          DFS400                          
630            630        6      800      600    250          DFS630                            

Switch Fuse
- BS EN 60947-3          
- IP65  rated metal enclosures       - Bottom mounted gland plate  - Paint finish RAL 7035  
- Terminal shrouds to IP20 line side   - Red/Yellow handles available on request - Fully rated AC22 for distribution loads 
- Disconnectable solid neutral link    -  Switches supplied with nominal rated fuses - Auxiliary contacts available
- Hinged door         - AC22 & AC23 for distribution & motor loads  - Padlockable using up to 3 padlocks 
- 4 pole versions available on 
  request   

Cable Extension Boxes
   Enclosure Enclosure                          Code
   Type  Height   Width   Depth      
IP4X rated 1       275 300 130               DEXT01                               
  2       275 300 180               DEXT02                               
  3  275 400 180                  DEXT03                              
       4  275 400 230                DEXT04                            
       5  275 600 180                DEXT05                           
       6  275 600 230                DEXT06                           
Outgoing Shrouds
      Connects To     Poles          Code
      Switch Rating A         
IP20 Cage Terminals as Standard       20A/32A     N/A          N/A                               
IP20 Cage Terminals (3 Pole Shroud ava.)  63A/160A     3          K-LS125                               
3 Pole IP20 Terminal Shrouds  200A/250A     3          K-LS250                        
3 Pole IP20 Terminal Shrouds  315A/400A     3          K-LS400                            
3 Pole IP20 Terminal Shrouds  630A      3          K-LS630                           

Auxilliary Contacts
      Connects To     Enclosure  Code
      Switch Rating A     Type      
1NO/1NC         100A/160A     1          K-VKA1.V                             
2NO/2NC    100A/160A     1,2,3,4         K-VKA2.V                              
1NO/1NC    200A/250A     1,2,3,4         K-VKAC1.V                            
1NO/1NC    315A/630A     5,6          K-KVKE1.V                            
2NO/2NC    315A/630A     5,6          K-KVKE2.V                          
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Enclosed Switches  

Load Break Switches

315A 400A

185 240

Nominal Current Rating  [A]

690 690 690 690 690 690 690 690 690 690 1000 1000 1000 1000Rated Insulation Voltage U i  [V]

16A 20A 25A 32A 40A 63A 80A 100A 125A 160A 200A 250A

Rated Thermal Current Ith [A]

Nominal Values with Cable Size [mm²]

Rated Operational Current l e [A]

25 36 40 50 63 80 100 125 160 200 200 250 315 400 630

4 10 10 16 16 25 35 70 70 95 95 120

25

Rated Fused Short Circuit Current

Back-up Fuse [A]

400

400

36 40 50 63 80 100 125 160 200 200 250 315 400

16 20 25 32 40 63 80 100 125

25 36 40 50 63 80 100 125 160 200 200 250 315

25 36 40 50 63 80 100 125 160 200 200 250 315

200 250 315 400

16 20 25 32 40 63 80 100 125 160 - - 315 400

160

16 20 25 32 40 63 80 100 125 160 - - 315 400

16 20 25 32 40 40 63 100 100 135 200 250 315 400

16 20 25 32 32 40 40 63 80 125 - - 315 400

7.5 11 15 18 22 30 30 45 55 75 - - 200 250

16 20 25 32 32 40 40 63 80 125 - - 315 400

11 15 22 25 30 37 37 50 55 90 - - 315 355

7.5 9.5 11 15 22 22 30 45 55 75 110 132 160 200

63 63 63 63 63 80 80 125 160 160 250 250 400 400

50 50 50 50 50 50 50 50 50 50 50 50 50 50

22 22 26 26

8 8 8 8 8 8 8 8 8 8 8 8 12 12 12

Rated Short Circuit Making Capacity, Icm [kA]

Impulse Withstand Voltage, U i m p [kV]

690 V

AC21

AC22

AC23

400/415 V

500 V

690 V

400/415 V

500 V

690 V

400/415 V

500 V

690 V

AC23

400/415 V

500 V

690 V

R.M.S Value lk [kA]

Peak Value [kA]

Rated operational power for 3 phase [1500 r.p.m.] squirrel cage induction motors [kW]

7.2 7.2 7.2 7.2 7.2 8.7 8.7 15 15 15

Rated Short Time Withstand Current [1 s], I c w  [kA]

Rated Breaking Capacity Icn [A]

AC23

Electrical Endurance [Operations]

12 17

7 7 10

400/415 V

500 V

690 V

600 640 1000 - - 2520 3200

Terminals / Bolt Size Cu [mm²]

Max Terminal Torque [Nm]

2.5 2.5 2.5 2.5 2.5 3.3 3.3 5.1 5.1 5.1 7* 7* 12690 V

1.7 1.7 1.7 1.7 1.7 2.3 2.3 3.5 3.5 3.5 6* 6*

128 160 200 256 256 320 320

3000 3000 3000 3000 3000 3000

Mechanical Endurance [No. of Operations]

256 320 320 504 720 800 1080 1600 2000 2520 3200 5040128 160 200

4000

128 160 200 256 256 320 320 600 640 1000 - - 2520 3200 4000

50-75

3000 2000 2000 2000 2000 2000 2000 2000 2000

50000 50000 50000 50000 50000 50000 50000 16000 16000 16000 16000 16000 10000 10000 10000

1.5-16 1.5-16 1.5-16 1.5-16 1.5-16 2.5-35 2.5-35  6-70  6-70  6-70 M8 M8 M10 M10

1.8 1.8 1.8 1.8 1.8 2.5 2.5 6 6 6 15-22 15-22 30-44 30-44

DS016 DS020 DS025 DS032 DS040 DS063 DS080 DS100 DS125 DS160 DS200 DS250 DS315 DS400 DS630Load Break Switches            Type

630

630

630

630

630

630

630

2X185

1000

630A

M12

32

50

630

500

355

355

630

630
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Switch Fuse 

Rated Operational Current l e [A]

690 690 1000 1000 1000 1000 1000

Nominal Current Rating  [A] 16A 20A 25A 32A 63 80 100

Rated Thermal Current Ith [A] 16 20 25 32 63 80 100 125 160 200 250 315 400 630

125 160 200 250 315 400 630

Rated Insulation Voltage U i  [V] 690 690 690 690 690 690 690

630

690 V 16 20 25 32 63 80 100 125 160 200 250 315 400

Nominal Values with Cable Size [mm²] 4 10 10 16 16 25 35 50 70 95 120 120 240 2x185

500 V 16 20 25 32 63 80 100 125 160 200 250 315 400 630

400/415 V 16 20 25 32 63 80 100 125 160 200 250 315

630

AC22

400/415 V 16 20 25 32 63 80 100 125 160 200 250 315 400 630

500 V 16 20 25 32 63 80 100 125 160 200

AC21

400

250 315 400 630

690 V 16 20 25 32 63 80 100 125 160 200 250 315 400 630

AC23

400/415 V 16 20 25 32 63 80 100 125 160 200 250 315 400 630

690 V 16 20 25 32 63 80 100 125 160 200 250 315 400

355

500 V 7.5 11 15 18 37 55 55 75 75

500 V 16 20 25 32 63 80 100 125 160 200 250 315 400 630

15 22 30 55 75 90 110 110 160 250 315 355 500

630

AC23

400/415 V 7.5 9.5 11 15 30 45 55 55 55 110 132 160 200

32 63 80 100 125 160 200 250 315 400 630

132 160 200 250 355

7.2 11 11 11 11 11 18 18 26 26 32

R.M.S Value lk [kA] 50 50 50 50 50 50 50 50 25 50 50 50 50 50

2.5 6 6 6 6 6 7 7 12 12 12

Impulse Withstand Voltage, U i m p [kV] 8 8 8 8 8 8 8 8 8 12 12 12 12 12

690 V 1.7 1.7 1.7 1.7 4 4 4 4 4 5 5 7 7 10

690 V 2.5

AC23

400/415 V

500 V

690 V

Electrical Endurance [Operations]

Mechanical Endurance [Operations]

Terminals / Bolt Size Cu [mm²]

Max Terminal Torque [Nm]

IEC 60269 / BS88

 - Size of Screws

 - Fixing Centres [mm]

 - Torque [nM]

2.5 2.5

Peak Value [kA] 7.2 7.2 7.2

Back-up Fuse [A] 16 (63) 20 25

690 V 11

D F S 6 3 0Switch Fuse                        Type D F S 0 16 D F S 0 2 0 D F S 0 2 5 D F S 0 3 2 D F S 0 6 3 D F S 0 8 0 D F S 10 0 D F S 12 5 D F S 16 0 D F S 2 0 0 D F S 2 5 0 D F S 3 15 D F S 4 0 0

640 800 1000 1000 1600 2000 2520 3200 5040

128 160 200 256 504 640 800 1000 1000 1600 2000 2520 3200 5040

50000 20000 20000 20000 20000 20000 20000 16000 16000 16000 16000

128 160 200 256 504 640 800 1000 1000 1600 2000 2520 3200 5040

128 160 200 256 504

1.8 1.8 6 6 6 6 6 30-44 30-44 30-44 30-44 50-75

3000 3000 3000 3000 2000 2000 2000 2000 2000 2001 2002 2003 2004 2005

50000 50000 50000

10x38 10x38 10x3810x38 A2-A3 A2-A3 A2-A3 A2-A3 A2-A3 B1-B2 B1-B3 B1-B4 B1-B4 B1-B4

1.5-16 1.5-16 1.5-16 1.5-16  6-70  6-70  6-70  6-70  6-70 M10 M10 M10 M10 M12

1.8 1.8

N/A N/A N/A N/A 3 3 3 3 3 15 15 15 15 15

Fuse Type
N/A N/A N/A N/A M5 M5 M5 M5 M5 M8 M8 M8 M8 M8

Rated Breaking Capacity Icn [A]

N/A N/A N/A N/A 73 73 73 73 73 111 111 111 111 111

Rated Fused Short Circuit Current

Rated Short Circuit Making Capacity, Icm [kA]

Rated Short Time Withstand Current [1 s], I c w  [kA]

Rated operational power for 3 phase [1500 r.p.m.] squirrel cage induction motors [kW]
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Timers & Contactors 

Day/Hour							Mounting										Channel									Amp										Type													Modules								Battery	Life																																																																																																	
																																																																																																																																																									Hours																	Code				
24 Hour               Din Rail                   2                   16                Resistive         3                        150          TSAQ1
7 Day                   Din Rail                   1                   16                Resistive         3                        150          TSAQ2

Timers Analogue

Day/Hour							Mounting										Channel									Amp										Type													Modules								Battery	Life																																																																																																	
																																																																																																																																																									Hours																	Code				
N/A                     Din Rail                   1                  16                Resistive         1                        N/A          TSSL1

Staircase Timer

Manufactured to IEC 1095, BS EN 947-4-1

Amperage							Mounting										Pole																	Voltage													Type																											Type					 						Code				
20A                       Din Rail                   2                     230                        Normal Open               Coil        COA20-20/230
40A                       Din Rail                   2                     230                        Normal Open               Coil        COA40-20/230
63A                       Din Rail                   2                     230                        Normal Open               Coil        COA63-20/230
20A                       Din Rail                   4                     230                        Normal Open               Coil        COA20-40/230
40A                       Din Rail                   4                     230                        Normal Open               Coil        COA40-40/230
63A                       Din Rail                   4                     230                        Normal Open               Coil        COA63-40/230

Contactors

Day/Hour							Mounting										Channel									Amp										Type													Modules								Battery	Life																																																																																																	
																																																																																																																																																									Hours																	Code				
7-24                      Din Rail                   1                   16                Resistive         2                        150          TSD1T
7-24                      Din Rail                   2                   16                Resistive         2                        150          TSD2T
7-24                      Din Rail                   1                   16                Resistive         1                        150          TSD3

Timers Digital
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Day/Hour							Mounting										Channel									Amp										Type													Modules								Battery	Life																																																																																																	
																																																																																																																																																									Hours																	Code				
N/A                     Din Rail                   2                  10                Resistive         3                        N/A          TSPE1

Photo Electric Switch

Bell	Transformer	 	 	 	 	 									 									Code				
Fail safe fused primary, 8VA 50Hz, 230:-8V/12V/24V                                TSBT2                         
                                 

Bell Transformer

K-KEF	Range	16A	-	40A					 																									 	 	 	 									Code				
Fully rated load break switch                                    K-KEF316A
Breaking capacity of 8 x ACZ3 rating                 K-KEF325A
4 pole version available                            K-KEF340A

Enclosed Fireman Switch (Aluminium) IP66
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Switchboards 800A - 3200A 

Switchboards

Designed, manufactured and tested to IEC 60439 and IEC 61439 parts 1 & 2.  
ACB or MCCB incomers and outgoers 
Short circuit ratings up to 100kA/1s
Forms of separation up to form 4 type 7

Contactum can also supply the main transformer and even package substations. 
Call Contactum and let us help you with your evolving needs 

T: 0208 208 7419  E: fbaquotes@contactum.co.uk

C

Applications from a single enclosed switch to meet the incoming supply needs through to Switchboards with 
3200A ACB incomer.

All switchboards are independently type tested and verified in accordance with 60439-1 and 61439 
parts 1-2 standards. 

Incomer and main busbar ratings from 800A up to 3200A. Busbars tested up to 100kA/1s.  Enclosure ingress 
protection up to IP55 and form of separation up to form 4 type 7. 
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Steel Wall Mount Enclosures

Contactum SB Steel Wall Mount Enclosures are now available 
in 47 size variants with single and double doors.  

Manufactured from galvanised steel and powder coated in 
RAL7035 colour, the SB range offers greater protection against 
corrosion which enables the user to install with confidence.

 

	 Powder coated - RAL7035

	 Fitted earth strip 

	 C/W mounting plate - galvanised steel

	 Injected polyurethane gasket

	 Galvanised steel



Steel Wall Mount Enclosures - Single Door
Height                             Width Depth Code
200                                   200 150 SB202015                                                          
250                                   200 150 SB252015                                                    
250                                   250 150 SB252515                                                 
300                                   200 150 SB302015                                                  
300                                   250 150 SB302515                                                      
300                                   250 200 SB302520                                                      
300                                   300 150 SB303015                                                           
300                                   300 200 SB303020                                                 
400                                   300 150 SB403015                                                         
400                                   300 200 SB403020                                                              
400                                   400 200 SB404020                                                                
400                                   600 200 SB406020                                                         
500                                   400 150 SB504015                                                          
500                                   400 200 SB504020                                                         
500                                   400 250 SB504025                                                        
500                                   400 300 SB504030                                                        
500                                   500 200 SB505020                                                         
500                                   500 250 SB505025                                                    
500                                   500 300 SB505030                                                         
600                                   400 150 SB604015                                                         
600                                   400 200 SB604020                                               
600                                   400 250 SB604025                                               
600                                   400 300 SB604030                                                
600                                   500 150 SB605015                                               
600                                   500 200 SB605020                                                
600                                   500 250 SB605025                                                 
600                                   500 300 SB605030                                                         
600                                   600 200 SB606020                                                
600                                   600 300 SB606030                                               
700                                   500 200 SB705020                                                             
700                                   500 250 SB705025                                                                 
800                                   600 200 SB806020                                                          
800                                   600 250 SB806025                                                
800                                   600 300 SB806030                                                
800                                   800 200 SB808020                                                         
800                                   800 300 SB808030                                               
1000                                600 250 SB1006025                                       
1000                                600 300 SB1006030                                        
1000                                800 250 SB1008025                                       
1000                                800 300 SB1008030                                       
1000                               1000 250 SB10010025                                  
1200                                800 300 SB1208030                                            
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Steel Wall Mount Enclosures  

Single Door Enclosures                                               
   Galvanised steel
   Powder coated – RAL 7035
   Injected polyurethane gasket 
   Bottom gland plate
   IP65
   C/W mounting plate – galvanised steel
   Fitted earth strip
   Durable metal lock
   Material thickness 1.2mm - 1.5mm

Transparent Door Enclosures   
available on request. Please add a 
T to product codes  e.g. SBT202015.
   Polycarbonate window
   UV resistant
   Flame retardant 



Internal Doors
Height                           Width  Code
400                                 400  ID4040                              
500                                 400  ID5040                                                     
600                                 400  ID6040                                             
600                                 500  ID6050                                                        
600                                 600  ID6060                                                       
700                                 500  ID7050                                                         
800                                 600  ID8060                                                    
800                                 800  ID8080                                                                
1000                               600  ID10060                                                        
1000                               800  ID10080                                                

Accessories
Description  Code
Wall Mounting Brackets - Pack of 4                                        CPA27                                                                                                          
IP65 Lock C/W 2 Keys                                        SBLK2                                                                          
Enclosure Spare Key                                        SBK1                                                                          

Steel Wall Mount Enclosures  
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Steel Wall Mount Enclosures - Double Door
Height                            Width Depth Code
1000                               1000 300 SBY10010030                                                       
1200                               1000 300 SBY12010030                       
1200                               1200 300 SBY12012030                                
1200                               1200 400 SBY12012040                      
1400                               1000 300 SBY14010030                      

Wall Mounting Brackets                                             
   Steel Brackets 
   Quick, safe and easy for wall fixing

Internal Doors                                                               
   Steel 
   Powder coated – RAL7035
   Mounting brackets supplied

Double Door Enclosures                                                                
   2 bottom gland plates 
   IP54
   3 point locking mechanism
   Material thickness 1.5mm
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Factory Built Assembly Service  

Factory Built Assembly Service (FBA)

We offer a service to pre-assemble and pre-test customised solutions to reduce installation time and remove all 
the challenges associated with on-site configuration. 

Panel boards and single/three phase distribution boards are assembled from standard products, which are
built, configured and tested in controlled conditions.  Rather than wasting time assembling products on site, 
all boards are assembled within our own quality assured facilities and shipped directly to site. 

UK based manufacturing ability combined with the desire to delight all our customers puts Contactum in the 
unique position to meeting those special requirements that cannot be achieved with standard off the shelf 
products.

The Factory Built Assembly centre in Cricklewood, London can provide adaptations to standard 
products, control panels or special assemblies to meet difficult applications.   

T: 0208 208 7419  E: fbaquotes@contactum.co.uk
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T: 020 8208 7419     
F: 020 8208 7442   
E: sales@contactum.co.uk   
www.contactum.co.uk

3 phase lighting control panels. 

Commercial building control panels. 

Adaptations to standard products of 3 phase MCB boards and panel boards.

Fully assembling and populating boards adding metering and surge protection to deliver a complete 
assembled board for the installer to just add the cables.  

Our technical support team will be pleased to offer advice on all requests.
Call Contactum with your enquiry and we will endeavour to help with a solution.

A Comprehensive range of type A and B boards, panel boards, switch boards and the steel enclosure range 
provide the basis for complete factory built assemblies to meet the needs of most project requirements. 

Examples of some of the assemblies we offer include: 
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Wiring Accessories & Circuit Protection  

Aspire Moulded - 
modern curved edge profile  
with matching Grid range.                       
   

Traditional Moulded - 
square edge classic profile.
   

Ceiling & Auxiliary - 
including; pendants, 
lampholders, junction boxes, 
dry lining boxes & metal box-
es.    
   
Georgian & Edwardian - 
rope & plain edge solid brass 
10mm depth plate. 

Reflect - 
sleek curved edge profile, metal 
9mm depth plate. 

iConic - 
square contemporary profile, 
slim, metal 4.5mm depth plate. 
   

Signature - 
sharp square profile, metal 
7.5mm depth plate. 

Flatplate - 
super slim profile, metal 1.5mm 
depth plate.  

    

Floor Sockets - 
available in five metal finishes. 
 

Lyric - 
screwless easy-clip metal 6mm 
depth plate.  

Media - 
comprehensive modular range 
of plates, media devices & power 
devices.  

Decorative Grid - 
extensive modular range to 
match decorative metal plate 
ranges.      

Splashproof - IP66 
protection against dust & 
water - for use outdoors & 
potentially hazardous areas.       

   
Metal Clad - 
suitable for tougher commercial 
& domestic environments.    
   

Circuit Protection - 
comprehensive range of metal or 
plastic consumer units & 
devices.   
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Full comprehensive Wiring Accessories and Katko catalogue available to download from www.contactum.co.uk 
or contact us on 020 8208 7419 / sales@contactum.co.uk

KATKO has been designing and manufacturing Safety Switches, Load Break Switches, Switch 
Fuses, Disconnectors, Isolators and Terminals for over sixty years. 

Katko

Enclosed Isolators 
(Polycarbonate) IP66

K-KEM Range 10A - 630A 
Good resistance against
many chemicals

Enclosed Isolators 
(Aluminium) IP66

K-KEA Range 16A - 250A
Excellent for hard weather 
conditions

Enclosed Isolators 
(Stainless Steel) IP66

K-KER Range 16 - 630A
Designed for hygienic and 
heavy environment

Enclosed Fireman Switch 
(Aluminium) IP66

K-KEF Range 16A - 40A
Fully rated load break switch
Breaking capacity of 8 x ACZ3 
rating  

Switch Fuses

K-KVKE Range 20A - 630A
Din and BS fuse version available
Compact design

Modular Isolators 

K-VKE Range 125A - 630A
The modular structure enables 
the drive mechanism position
to be varied

Isolators 3P & 4P

K-KU Range 16A - 125A
K-VKA Range 125A - 250A

Accessories

Handles, shafts, auxiliary contacts, 
terminal covers, spreader bars,
terminal blocks and cable glands
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