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High output contemporary LED downlights

LUMENS PER CIRCUIT WATT

90 LPCW
UP TO

LUMENS

1350
UP TO

Nebula™

WARRANTY

10 YEAR
EXTENDED

58MM
M A X .  P R O D U C T 

H E I G H T

Ideal for shallow ceiling voids Slim profile bezel 
for discreet installationNebula™ has been designed for ceilings with shallow voids, with a  

maximum product height of only 58mm.

2.5mm
Bezel depth
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Low profile LED downlights

• Slim profile bezel for discrete installations

• Ultra-efficient, up to 90 lumens per circuit Watt

• Ideal for shallow ceiling voids

• IP44 protection against dust and moisture 

• IP65 sealable gasket available

• Emergency versions available upon request

10 year
Extended warranty*

Dimmable
Options

CODE DESCRIPTION BEAM COL. TEMP. WATT LUMENS

JC95101 Nebula™ LED downlight non-dimmable 40º 3000K 8W 600

JC95101DIM Nebula™ LED downlight dimmable 40º 3000K 8W 600

JC95102 Nebula™ LED downlight non-dimmable 40º 4000K 8W 650

JC95102DIM Nebula™ LED downlight dimmable 40º 4000K 8W 650

JC95111 Nebula™ LED downlight non-dimmable 60º 3000K 12W 900

JC95111DIM Nebula™ LED downlight dimmable 60º 3000K 12W 900

JC95112 Nebula™ LED downlight non-dimmable 60º 4000K 12W 1000

JC95112DIM Nebula™ LED downlight dimmable 60º 4000K 12W 1000

JC95121 Nebula™ LED downlight non-dimmable 60º 3000K 15W 1200

JC95121DIM Nebula™ LED downlight dimmable 60º 3000K 15W 1200

JC95122 Nebula™ LED downlight non-dimmable 60º 4000K 15W 1350

JC95122DIM Nebula™ LED downlight dimmable 60º 4000K 15W 1350

JC95130 IP65 gasket for Nebula™ downlight 12W/15W (5pcs) - - - -
*Requires online registration

CONSTRUCTION
Body – Die-cast aluminium 
Reflector & rim - Aluminium 
Lens - Clear glass

FINISH
White

CLASSIFICATION
Class 2 
IP44  |  IP65 (with sealable gasket) 
240V

LED

3000K  |  CRI:Ra (80) 
4000K  |  CRI: Ra (80)

CUTOUT SIZES
8W - Ø64mm 
12W/15W - Ø91mm

JC95101

Nebula™

More options
See page 45

3000K 4000K

NEW
PRODUCT

72mm

100mm

58m
m

75m
m

12W/15W

8W

COMPATIBLE LED DIMMER
See page 238

Emergency
Versions available



High output contemporary tiltable LED downlights

LUMENS PER CIRCUIT WATT

73 LPCW
UP TO

LUMENS

1100
UP TO

Nebula Darklight™

WARRANTY

10 YEAR
EXTENDED

Darklight bezel for  
low glare installations
The anti-glare baffle design across the JCC range of 8W, 12W 
and 15W downlights, make them more suitable to applications 
which require low glare lighting.

Tiltable as standard to 35º, ensures that the Nebula™  
Darklight range is a versatile downlight for use in highlighting  
and directional lighting

35° tilt for sloped ceilings  
& directional lighting

Use on sloped ceilings to  
provide vertical downlight.

Use on horizontal ceilings to  
direct light and wall wash.

44 jcc.co.uk Downlights
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Low profile tiltable LED downlights

• Recessed LED module for low glare applications

• 35º tiltable downlight

• Slim profile bezel for discrete installations

• Leading and trailing edge dimming

• Ultra-efficient, up to 73 lumens per circuit Watt

• 40º beam angle 

• Emergency versions available upon request

CONSTRUCTION
Body – Die-cast aluminium 
Reflector & rim - Aluminium 
Lens - Clear glass

FINISH
White

CLASSIFICATION
Class 2 
IP20  |  240V 

LED

3000K  |  CRI:Ra (80) 
4000K  |  CRI: Ra (80)

CUTOUT SIZES
8W - Ø75mm 
12W/15W - Ø95mm

JC95201

Nebula Darklight™

3000K 4000K

CODE DESCRIPTION COLOUR TEMP. WATT LUMENS

JC95201 Nebula™ Darklight LED downlight non-dimmable 3000K 8W 525

JC95201DIM Nebula™ Darklight LED downlight dimmable 3000K 8W 525

JC95202 Nebula™ Darklight LED downlight non-dimmable 4000K 8W 575

JC95202DIM Nebula™ Darklight LED downlight dimmable 4000K 8W 575

JC95211 Nebula™ Darklight LED downlight non-dimmable 3000K 12W 800

JC95211DIM Nebula™ Darklight LED downlight dimmable 3000K 12W 800

JC95212 Nebula™ Darklight LED downlight non-dimmable 4000K 12W 850

JC95212DIM Nebula™ Darklight LED downlight dimmable 4000K 12W 850

JC95221 Nebula™ Darklight LED downlight non-dimmable 3000K 15W 1050

JC95221DIM Nebula™ Darklight LED downlight dimmable 3000K 15W 1050

JC95222 Nebula™ Darklight LED downlight non-dimmable 4000K 15W 1100

JC95222DIM Nebula™ Darklight LED downlight dimmable 4000K 15W 1100
*Requires online registration

NEW
PRODUCT

10 year
Extended warranty*

Dimmable
Options

More options
See page 43

80mm

105mm

74m
m

104m
m

12W/15W

8W

COMPATIBLE LED DIMMER
See page 238

Emergency
Versions available
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Over 50% more efficient than CFL

LUMENS PER CIRCUIT WATT

100 LPCW
UP TO

LUMENS

2800
UP TO

Coral LED™

Accessorise your Coral LED™ fittings 
with a number of decorative rims

CHROME  

ALUMINIUM RIM

WHITE RIM  

WITH DROPPED GLASS

WHITE ALUMINIUM RIM  

WITH FROSTED GLASS

WHITE RIM WITH 

HALO DROPPED GLASS

IP65 WHITE RIM  

WITH CLEAR GLASS

Complete the look of your Coral LED™ fittings with a number of different decorative rims. See page 50 for a full list of options.
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Ultra low energy commercial LED downlight

• 2x18W CFL direct replacement

• Over 50% energy saving 

•  Structural heat sink removes the need for noisy and inefficient cooling fans

• Zero maintenance, no need to relamp

• Quick & easy retrofit

•  Ideal for lower level lighting applications such as corridors and walkways

5 year
Extended warranty*

Dimmable
Options

CODE DESCRIPTION WATT LUMENS

JC5421 Coral LED™ non-dimmable 16W 1600

JC5421/1-10V Coral LED™ 1-10V dimmable 16W 1600

JC5421DALI Coral LED™ DALI dimmable 16W 1600

JC5421DSI Coral LED™ DSI dimmable 16W 1600

JC5421EM Coral LED™ non-dimmable emergency 16W 1600

JC5421EM/1-10V Coral LED™ 1-10V dimmable emergency 16W 1600

JC5421EMDALI Coral LED™ DALI dimmable emergency 16W 1600

JC5421EMDSI Coral LED™ DSI dimmable emergency 16W 1600

JC5410 Coral LED™ concealer ring white - -
*Requires online registration

CONSTRUCTION
Body – Die-cast aluminium 
Reflector & rim - Aluminium

FINISH
See rim options on page 50

CLASSIFICATION
Class 1 
Class 2 (dimmable only) 
IP20  |  IP65 with additional rim  |  240V 

LED

4000K  |  CRI: Ra (90)

4000K

CUTOUT SIZES
Ø212mm

JC5421

Rim not included - 
Shown with JC5052N

Coral LED 16W™

Rim options
See page 50

Emergency
Versions available

98mm

Ø
22

2m
m

38
4m

m

28
7.

5m
m

20
0m

m

98mm

Ø212mm

Ø260mm

JC5410

STANDARD & 
STANDARD EMERG.

DIMMABLE &  
DIM EMERG.
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High performance commercial LED downlight

• Market leading performance at up to 92 lpcW

• 2x26W CFL direct replacement

• Over 50% energy saving

• CRI 90, suitable for retail applications

• Zero maintenance, no need to relamp

• Shallow recess depth - standard ceiling cutout size

• Pre-wired with GST plug for quick and easy installation (standard fitting only)

CODE DESCRIPTION WATT LUMENS

JC5420 Coral LED™ non-dimmable 24W 2200

JC5420/1-10V Coral LED™ 1-10V dimmable 24W 2200

JC5420DALI Coral LED™ DALI dimmable 24W 2200

JC5420DSI Coral LED™ DSI dimmable 24W 2200

JC5420EM Coral LED™ non-dimmable emergency 24W 2200

JC5420EM/1-10V Coral LED™ 1-10V dimmable emergency 24W 2200

JC5420EMDALI Coral LED™ DALI dimmable emergency 24W 2200

JC5420EMDSI Coral LED™ DSI dimmable emergency 24W 2200

JC5410 Coral LED™ concealer ring white - -
*Requires online registration

CONSTRUCTION
Body – Die-cast aluminium 

Reflector & rim - Aluminium

FINISH
See rim options on page 50

CLASSIFICATION
Class 1 

Class 2 (dimmable only) 
IP20  |  IP65 with additional rim  |  240V 

LED

4000K  |  CRI: Ra (90)

4000K

CUTOUT SIZES
Ø212mm

98mm

Ø
22

2m
m

38
4m

m

28
7.

5m
m

20
0m

m

98mm

Ø212mm

Ø260mm

JC5410

5 year
Extended warranty*

Dimmable
Options

Rim options
See page 50

Emergency
Versions available

STANDARD & 
STANDARD EMERG.

DIMMABLE &  
DIM EMERG.

Coral LED 24W™

JC5420

Rim not included - 
Shown with JC5052N
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Coral LED 32W™

High output commercial LED downlight

• 2x32W CFL direct replacement

• 50% energy saving

• CRI 90, suitable for retail applications

•  Zero maintenance, no need to relamp

• Quick & easy CFL retrofit

•  Suitable for higher ceiling applications where a greater light output is required

CODE DESCRIPTION WATT LUMENS

JC5422 Coral LED™ non-dimmable 32W 2800

JC5422/1-10V Coral LED™ 1-10V dimmable 32W 2800

JC5422DALI Coral LED™ DALI dimmable 32W 2800

JC5422DSI Coral LED™ DSI dimmable 32W 2800

JC5422EM Coral LED™ non-dimmable emergency 32W 2800

JC5422EM/1-10V Coral LED™ 1-10V dimmable emergency 32W 2800

JC5422EMDALI Coral LED™ DALI dimmable emergency 32W 2800

JC5422EMDSI Coral LED™ DSI dimmable emergency 32W 2800

JC5410 Coral LED™ concealer ring white - -
*Requires online registration

CONSTRUCTION
Body – Die-cast aluminium 
Reflector & rim - Aluminium

FINISH
See rim options on page 50

CLASSIFICATION
Class 1 
Class 2 (dimmable only) 
IP20  |  IP65 with additional rim  |  240V 

LED

4000K  |  CRI: Ra (90)

4000K

CUTOUT SIZES
Ø212mm

98mm

Ø
22

2m
m

38
4m

m

28
7.

5m
m

20
0m

m

98mm

Ø212mm

Ø260mm

JC5410

5 year
Extended warranty*

Dimmable
Options

Rim options
See page 50

Emergency
Versions available

STANDARD & 
STANDARD EMERG.

DIMMABLE &  
DIM EMERG.

JC5422

Rim not included - 
Shown with JC5052N
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Coral LED Rims™

Rim accessories to complement the Coral LED™ range

• Rim options for final colour and decoration of Coral LED downlights

• Dropped glass options

• IP65 rim option

• Simple twist and lock fitting

CODE DESCRIPTION

JC5052 N Coral LED™ white aluminium rim

JC5110 Coral LED™ white rim with dropped glass

JC5118 Coral LED™ white rim with halo dropped glass

JC5054 Coral LED™ chrome aluminium rim

JC5060 Coral LED™ white aluminium rim c/w frosted glass

JC5368 Coral LED™ IP65 rim attachment white rim/clear glass
*Coral LED™ downlight ordered separately

CONSTRUCTION
Body – Die-cast aluminium 

Glass - Tempered

JC5052 N

JC5118

JC5060

JC5110

JC5054

JC5368  - IP65

JC5052 N , 54, 60 & JC5368

JC5110

JC5118

Ø232mm

Ø232mm

Ø232mm

Ø232mm

Ø232mm

Ø232mm
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Ultra slim profile commercial downlights

Skydisc™

LUMENS PER CIRCUIT WATT

96 LPCW
UP TO

LUMENS

2400
UP TO

WARRANTY

5 YEAR
EXTENDED

Designed to compliment Skytile®

Skydisc™ fittings have been designed with high specification LED 
chips to ensure colour consistency.

Skytile® 

See jcc.co.uk/skytile

4700K

Quick & easy installation

Skydisc’s ultra slim profile makes them the ideal solution for 
shallow ceiling voids.

Shallow fitting depth of 22mm
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Slim profile commercial downlights

• 50% energy saving against 18W and 26W CFL downlights

• Up to 75 lumens per circuit Watt

• Designed to compliment Skytile® colour temperatures

• 22mm height for shallow ceiling voids (40mm minimum void)

• Lifelong consistent colour rendering

• Easy to clean wipeable surfaces, ideal for schools and hospitals

•  Ultra secure spring clips

• Dimmable as standard, with both leading edge and trailing edge Triac dimmers 

• 120º Beam angle

5 year
Extended warranty*

Dimmable
As standard

CONSTRUCTION
Body – Die-cast aluminium 
Diffuser - Polycarbonate

FINISH
White

CLASSIFICATION
Class 1 (Emergency versions) 
Class 2 
IP20  |  240V 

LED

4000K  |  CRI: Ra (82) 
4700K  |  CRI: Ra (82)

4000K

CUTOUT SIZES
JC71380/4 - Ø138mm 
JC71381/5 - Ø156mm

JC71380

JC71381

Skydisc™

Emergency
Versions available

JC71381/5

JC71380/4

4700K

CODE DESCRIPTION COLOUR TEMP. WATT LUMENS

JC71380 Skydisc™ LED dimmable circular panel 4000K 10W 700

JC71384 Skydisc™ LED dimmable circular panel 4700K 10W 700

JC71381 Skydisc™ LED dimmable circular panel 4000K 13W 975

JC71385 Skydisc™ LED dimmable circular panel 4700K 13W 975

JC71380EM Skydisc™ LED dimmable circular panel emergency 4000K 10W 700

JC71384EM Skydisc™ LED dimmable circular panel emergency 4700K 10W 700

JC71381EM Skydisc™ LED dimmable circular panel emergency 4000K 13W 975

JC71385EM Skydisc™ LED dimmable circular panel emergency 4700K 13W 975
*Requires online registration.

Ø
150m

m
Ø

170m
m

135mm

155mm
22mm

22mm

COMPATIBLE LED DIMMER
See page 238
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Slim profile commercial downlights

CONSTRUCTION
Body – Die-cast aluminium 

Diffuser - Polycarbonate

FINISH
White

CLASSIFICATION
Class 1 (Emergency versions) 

Class 2 
IP20  |  240V 

LED

4000K  |  CRI: Ra (82) 
4700K  |  CRI: Ra (82)

4000K

CUTOUT SIZES
JC71382/6 - Ø178mm 
JC71383/7 - Ø210mm

Skydisc™

JC71383/7

JC71382/6

4700K

CODE DESCRIPTION COLOUR TEMP. WATT LUMENS

JC71382 Skydisc™ LED dimmable circular panel 4000K 17W 1220

JC71386 Skydisc™ LED dimmable circular panel 4700K 17W 1220

JC71383 Skydisc™ LED dimmable circular panel 4000K 21W 1590

JC71387 Skydisc™ LED dimmable circular panel 4700K 21W 1615

JC71382EM Skydisc™ LED dimmable circular panel emergency 4000K 17W 1220

JC71386EM Skydisc™ LED dimmable circular panel emergency 4700K 17W 1220

JC71383EM Skydisc™ LED dimmable circular panel emergency 4000K 21W 1590

JC71387EM Skydisc™ LED dimmable circular panel emergency 4700K 21W 1615
*Requires online registration.

Ø
22

5m
m

206mm

22mm

22mm

Ø
18

9m
m

175mm

JC71382

JC71383

• Over 50% energy saving against 32W and 2x18W CFL downlights

• Up to 77 lumens per circuit Watt

• Designed to compliment Skytile® colour temperatures

• 22mm height for shallow ceiling voids (40mm minimum void)

• Lifelong consistent colour rendering

• Easy to clean wipeable surfaces, ideal for schools and hospitals

•  Ultra secure spring clips

• Dimmable as standard, with both leading edge and trailing edge Triac dimmers 

• 120º Beam angle

5 year
Extended warranty*

Dimmable
As standard

Emergency
Versions available

COMPATIBLE LED DIMMER
See page 238
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Slim profile commercial downlights

CONSTRUCTION
Body – Die-cast aluminium 
Diffuser - Polycarbonate

FINISH
White

CLASSIFICATION
Class 1 (Emergency versions) 
Class 2 
IP20  |  240V 

LED

4000K  |  CRI: Ra (82) 
4700K  |  CRI: Ra (82)

4000K

CUTOUT SIZES
JC71388/9 - Ø285mm

JC71388

Skydisc™

JC71388/9

4700K • Over 50% energy saving against 2X26W and 2X32W CFL downlights

• Up to 96 lumens per circuit Watt

• Designed to compliment Skytile® colour temperatures

• 22mm height for shallow ceiling voids (40mm minimum void)

• Lifelong consistent colour rendering

• Easy to clean wipeable surfaces, ideal for schools and hospitals

•  Ultra secure spring clips

• Dimmable as standard, with both leading edge and trailing edge Triac dimmers 

• 120º Beam angle

CODE DESCRIPTION COLOUR TEMP. WATT LUMENS

JC71388 Skydisc™ LED dimmable circular panel 4000K 25W 2400

JC71389 Skydisc™ LED dimmable circular panel 4700K 25W 2400

JC71388EM Skydisc™ LED dimmable circular panel emergency 4000K 25W 2400

JC71389EM Skydisc™ LED dimmable circular panel emergency 4700K 25W 2400
*Requires online registration.

Ø
300m

m

285mm

22mm

5 year
Extended warranty*

Dimmable
As standard

Emergency
Versions available

NEW
VARIANT

COMPATIBLE LED DIMMER
See page 238
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High performance 600x300 retail wall washer
5 year
Extended warranty*

CONSTRUCTION
Reflector – White aluminium  

painted sheet 
End caps - Polycarbonate 

T-section - Extruded aluminium

FINISH
White

CLASSIFICATION
Class 2 

IP20  |  240V 

LED

4700K  |  CRI: Ra (82)

JC47051

Wall Washer

4700K
• Direct replacement for TC-L 55W

• Designed for directional wall washing

• Up to 33% energy saving against fluorescent

• Highly efficient, providing 68 lpcW

• No UV, ideal for retail applications

• Smooth and even light distribution

• Designed to compliment Skytile® colour temperatures

CODE DESCRIPTION WATT LUMENS

JC47051 Wall washer LED 600x300mm 41W 2800
*Requires online registration.

59
5.

5m
m

60mm 297.6mm
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High performance LED downlight

• Direct 18W CFL replacement

• Mains driven LED, no driver required

• Over 50% energy saving against CFL

• Discreet light source

• Outstanding lumen maintenance

• Instant start up, flicker free

• Zero UV, no colour fade or bleaching of colour sensitive objects such as clothing or retail 
displays in commercial environments

CODE DESCRIPTION WATT LUMENS

JC5133 Coral LED™ Mini downlight 8.5W 450

JC5133HF3M Coral LED™ Mini downlight emergency 8.5W 450

JC5092 White rim - -
Downlight is supplied without finish rim

*Requires online registration

CONSTRUCTION
Body – Mild steel plated 
Base rim - Aluminium 
Front rim - Aluminium 
Reflector - Aluminium 
Control box - Polycarbonate

FINISH
See rim option

CLASSIFICATION
Class 1 
IP20  |  240V 

LED

4000K  |  CRI: Ra (85)

4000K

CUTOUT SIZES
Ø86mm

JC5133
Shown with JC5092 rim (rim not included)

Coral LED Mini™

97mm

97mm

14
3m

m
5 year
Extended warranty*

Emergency
Versions available
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High output commercial LED downlight

• High output commercial downlight

• Shallow 57mm fixture height

• Suitable for use with movement and daylight sensors for further    
reduction in energy consumption

5 year
Extended warranty*

CODE DESCRIPTION COL TEMP. WATT LUMENS

JC71275 Rakula™ high output LED downlight 3000K 18W 1400

JC71274 Rakula™ high output LED downlight 4000K 18W 1570

JC71807** Rakula™ high output LED downlight emergency 4000K 18W 1570
*Requires online registration

** See classification

CONSTRUCTION
Body – Die-cast aluminium

FINISH
White

CLASSIFICATION
Class 1 (** remote gear only) 

Class 2  
IP20  |  240V 

LED

3000K  |  CRI: Ra (81) 
4000K  |  CRI: Ra (81)

4000K

CUTOUT SIZES
Ø135mm

JC71274

Rakula LED

Ø160mm

57
m

m

Emergency
Versions available

3000K
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High performance commercial LED display light

• 40W provides over 40% energy saving against metal halide

• 45° tiltable and 350° rotatable

• High performance LED chip-on-board (COB)

• 38° beam angle ideal for wall washing in retail and commercial environments

• Stylish multi-faceted reflector provides smooth light distribution

• Zero maintenance, no need to relamp

• Up to 90 LpcW

CONSTRUCTION
Body – Aluminium

FINISH
White

CLASSIFICATION
Class 2 
IP20  |  240V

LED

Cool white (4000K)  |  CRI: Ra (86)

4000K

CUTOUT SIZES
JC47042 - Ø145mm  
JC47045 - Ø170mm

JC47042

JC47045

Starscoop Round™

CODE DESCRIPTION WATT LUMENS

JC47042 Starscoop™ LED circular retail scoop 22W 1600

JC47045 Starscoop™ LED circular retail scoop 40W 3940
*Requires online registration.

5 year
Extended warranty*

Ø
158m

m
Ø

188m
m

45°

45°

JC47042

JC47045

Ø
158m

m
Ø

159m
m
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High performance retail LED display light

• Outperforms traditional 35W CDM

• 100° beam angle for wider light distribution

• 60° tiltable rectangle scoop

• High performance LED chip-on-board (COB), providing up to 94 lpcW

• Lifelong consistent colour temperature and rendering

5 year
Extended warranty*

CODE DESCRIPTION WATT LUMENS

JC47041 Starscoop™ LED rectangular retail scoop 35W 3285
*Requires online registration

CONSTRUCTION
Body – Aluminium

FINISH
White

CLASSIFICATION
Class 2  

IP20  |  240V 

LED

4000K  |  CRI: Ra (75)

4000K

CUTOUT SIZES
219x134mm

JC47041

Starscoop Linear™

14
4m

m

235mm

116m
m
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IP65 mains downlight

• Mains halogen downlight

• IP65 rated downlight, suitable for use in bathrooms

• Lamp not included

CODE DESCRIPTION LAMP

JC2107 IP65 mains downlight QPAR16 50W
*Always use forward heat lamps

CONSTRUCTION
Cover - Tempered clear glass 
Main body - Mild steel 
Front rim - Die-cast aluminium

FINISH
Brushed nickel, chrome, white

CLASSIFICATION
Class 1 
IP65  |  240V  |  Zone 1 

LAMP (NOT INCLUDED)
QPAR16 50W GU10

CUTOUT SIZES
Ø74mm

JC2107WH

83mm

11
6m

m

4mm

LED equivalents
See page 25

IP65
Suitable for bathrooms

Mains Downlight

2 year
Product guarantee
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Twist and lock mains downlight

• Mains halogen downlights with twist and lock lamp retaining ring for  
easy lamp replacement

• No transformer required

• Lamp not included

CODE DESCRIPTION LAMP

JC2033 Twist & Lock downlight QPAR16 50W

JC2034 Twist & Lock 15º tiltable downlight QPAR16 50W

CONSTRUCTION
Body - Die-cast aluminium

FINISH
Brushed nickel, chrome, white

CLASSIFICATION
Class 2 

IP20  |  240V 

LAMP (NOT INCLUDED)
QPAR16 50W GU10

CUTOUT SIZES
JC2033 - Ø71mm 
JC2034 - Ø83mm

JC2034WH

JC2033BN

Twist & Lock Mains

LED equivalents
See pages 25 & 27

JC2033

JC2034

10
0m

m
10

0m
m

2mm
15°

2mm

Ø94mm

77.5mm

2 year
Product guarantee
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Standard halogen downlight

• Downlights for 50W halogen lamps, with tiltable versions for spotlighting 

• No transformer required

• Lamp not included

CODE DESCRIPTION LAMP

JC2007 Standard downlight QPAR16 50W

JC2009 Standard 11º tiltable downlight QPAR16 50W

CONSTRUCTION
Body - Pressed steel

FINISH
Brushed nickel, chrome, white

CLASSIFICATION
Class 2 
IP20  |  240V 

LAMP (NOT INCLUDED)
QPAR16 50W GU10

CUTOUT SIZES
JC2007 - Ø62mm 
JC2009 - Ø85mm

JC2009

JC2007

Standard Halogen

LED equivalents
See pages 25 & 27

Ø80mm

13
0m

m
92

m
m

11°
Ø100mm

5mm

5mm

JC2007

JC2009

2 year
Product guarantee
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High output retail spotlights

• Up to 87 lumens per circuit Watt

• No UV, with virtually no radiated heat

• Consistent colour temperature and rendering

• 35,000 hours life to L70

• 38° beam angle

• Multi pivot positioning

• Fitted as standard with GST fast fix connector

5 year
Extended warranty*

CODE DESCRIPTION WATT LUMENS

JC6600 Retail light box - Single 1x15W 1300

JC6601** Retail light box - Double 2x15W 2600
*Requires online registration

**Total Wattage = 30W

CONSTRUCTION
Body – Aluminium 
Bezel - Aluminium 

Reflector - Polycarbonate

FINISH
White

CLASSIFICATION
Class 2  

IP20  |  240V 

LED

4000K  |  CRI: Ra (83)

4000K

CUTOUT SIZES
JC6600 - 115mm (W) x 115mm (H) 
JC6601 - 220mm (W) x 115mm (H)

Minimum void - 200mm

JC6600

JC6601

Retail Light Box

112mm

213mm

15
5m

m

15
5m

m

135mm

240mm

135mm112mm

108mm

15
5m

m

JC6600

JC6601

IMAGES TO BE RESHOT



65Downlights+44 (0)1243 838999

High output retail spotlights

•  Up to 87 lumens per circuit Watt

• No UV, with virtually no radiated heat

• Consistent colour temperature and rendering

• 35,000 hours life to L70

• 38° beam angle

• Multi pivot positioning

• Fitted as standard with GST fast fix connector

5 year
Extended warranty*

CODE DESCRIPTION WATT LUMENS

JC6602** Retail light box - Triple 3x15W 3970
*Requires online registration

**Total Wattage = 45W

CONSTRUCTION
Body – Aluminium 
Bezel - Aluminium 
Reflector - Polycarbonate

FINISH
White

CLASSIFICATION
Class 2 
IP20  |  240V 

LED

4000K  |  CRI: Ra (83)

4000K

CUTOUT SIZES
JC6602 - 325mm (W) x 115mm (H)

Minimum void - 200mm

JC6602

Retail Light Box

112mm

318mm

135m
m

155m
m

345mm

JC6602


