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Junction box systems

THINK CONNECTED.
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Junction box systems

  

Thermoplast A series 4
Terminal strip 5

  

6T series, plug-in seal

  

8T series, closed

  

Plug-in seal, T series 10
Mounting plate, T series 11
Terminal strip, T series 12

  

Hat profile rail 13
  

T series, strain relief 14
14
19

  

FireBox FireBox 22

  

B 9/T 23
Mounting plate 23
Terminal strip 23

  

Duroplast B series, without thread 24
Plug-in seal 25

  

B series, with thread 26
Cable connection sleeve 27

  

Aquasit cold casting compound Cartridge 28
Mixer pipe 28
Cartridge pistol 28
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Without terminal strip Light grey 100
Without terminal strip Pure white 100
Without terminal strip Red 100

Type

A 6
A 6 HF RW
A 6 HF RO

Accessories Colour Shipping
box
pcs

Item No.

2000 00 1
2000 00 5
2000 00 3

kg/100 pcs.

Weight

2,560
2,560
2,560

pcs

Pack.

10
10
10

Protection rating IP55, nominal voltage 400 V, nominal cross-section 2,5 mm², 6 entries for
cable diameter 7-14 mm and 4 entries for cable diameter 7-9 mm.
Clamshell.
Dimensions: 80 x 43 x 34 mm
Clear internal dimensions: 70 x 32 x 31 mm
2 penetration mandrels for every 10 boxes

PE Polyethylene /100 pc.

Junction box A 6

   

1 terminal strip Light grey 150
Without terminal strip Light grey 150
Without terminal strip Red 150
Without terminal strip Pure white 150

Type

A 8 5
A 8
A 8 HF RO
A 8 HF RW

Accessories Colour Shipping
box
pcs

Item No.

2000 02 4
2000 01 6
2000 05 9
2000 07 5

kg/100 pcs.

Weight

6,500
5,140
5,140
5,140

pcs

Pack.

10
10
10
10

Protection rating IP55, nominal voltage 400 V, nominal cross-section 2,5 mm², 7 entries for
cable diameter 8–14 mm.
Clamshell.
Dimensions: 75 x 75 x 36.2 mm
Clear internal dimensions: 65 x 65 x 32 mm
2 penetration mandrels for every 10 boxes

PE Polyethylene /100 pc.

Junction box A 8

   

1 terminal strip Light grey 80
Without terminal strip Light grey 80
Without terminal strip Red 80
Without terminal strip Pure white 80

Type

A 11 5
A 11
A 11 HF RO
A 11 HF RW

Accessories Colour Shipping
box
pcs

Item No.

2000 32 6
2000 34 2
2000 16 4
2000 18 0

kg/100 pcs.

Weight

7,640
6,200
6,200
6,200

pcs

Pack.

10
10
10
10

Protection rating IP55, nominal voltage 400 V, nominal cross section 2,5 mm², 12 entries for
cable diameter 8–14 mm.
Clamshell.
Dimension: 85 x 85 x 40 mm.
Clear internal dimensions: 75 x 75 x 35 mm.
Two penetration pins for every 10 sockets.

PE Polyethylene /100 pc.

Junction box A 11

   

1 terminal strip Light grey 100
Without terminal strip Light grey 100
Without terminal strip Red 100
Without terminal strip Pure white 100

Type

A 14 5
A 14
A 14 HF RO
A 14 HF RW

Accessories Colour Shipping
box
pcs

Item No.

2000 38 2
2000 37 8
2000 38 6
2000 39 0

kg/100 pcs.

Weight

5,855
5,855
5,855
5,855

pcs

Pack.

10
10
10
10

Protection rating IP55, nominal voltage 400 V, nominal cross-section 2,5 mm², 14 entry nipples
for cable diameters 7–14 mm.
Clamshell.
Dimensions: 100 x 100 x 40 mm
Clear internal dimensions: 90 x 90 x 35 mm
2 penetration mandrels for every 10 boxes

PE Polyethylene /100 pc.

Junction box A 14

Thermoplastic cable junction box, A series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421002&OID=1_V_405805&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421002&OID=1_V_405807&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421002&OID=1_V_405806&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421002&OID=1_V_405805&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421002&OID=1_V_405807&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421002&OID=1_V_405806&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_786&OID=1_V_787&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_786&OID=1_V_9888&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_786&OID=1_V_792&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_786&OID=1_V_791&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_786&OID=1_V_787&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_786&OID=1_V_9888&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_786&OID=1_V_792&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_786&OID=1_V_791&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_797&OID=1_V_798&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_797&OID=1_V_9889&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_797&OID=1_V_803&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_797&OID=1_V_802&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_797&OID=1_V_798&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_797&OID=1_V_9889&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_797&OID=1_V_803&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_797&OID=1_V_802&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421009&OID=1_V_405809&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421009&OID=1_V_405808&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421009&OID=1_V_405810&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421009&OID=1_V_405811&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421009&OID=1_V_405809&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421009&OID=1_V_405808&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421009&OID=1_V_405810&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421009&OID=1_V_405811&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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1 terminal strip Light grey 80
Without terminal strip Light grey 80
Without terminal strip Red 80
Without terminal strip Pure white 80

Type

A 18 5
A 18
A 18 HF RO
A 18 HF RW

Accessories Colour Shipping
box
pcs

Item No.

2000 41 4
2000 41 0
2000 41 8
2000 42 2

kg/100 pcs.

Weight

6,957
6,957
6,957
6,957

pcs

Pack.

10
10
10
10

Protection rating IP55, nominal voltage 400 V, nominal cross-section 2,5 mm², 18 entry nipples
for cable diameters 7–14 mm.
Clamshell.
Dimensions: 125 x 100 x 40  mm
Clear internal dimensions: 115 x 90 x 35 mm
2 penetration mandrels for every 10 boxes

PE Polyethylene /100 pc.

Junction box A 18

    

Light grey 5 0.8-2.5 660 500

Type

689

Colour No. of screw-
less terminals

Nominal
cross 

section

Nominal 
voltage

Shipping
box

mm² V pcs

Item No.

2017 34 2

kg/100 pcs.

Weight

1,420

pcs

Pack.

50

System accessories for junction boxes A 8; A 11; ECO 12; ECO 14; ECO 18

Terminal strip, nickel-plated brass, steel screws, galvanised and transparently passivated, nomin-
al cross-section 0,8 - 2,5 mm², nominal voltage 660 V, 5-pole, with terminal sockets, max. con-
nectable cross-sections per terminal: 4 x 2.5 mm², 5 x 1.5 mm² or 
6 x 1 mm², unnecessary poles can be cut off and used as individual terminals.

PA Polyamide /100 pc.

Terminal strip, junction box, A series

11

61.75

21
.85

6.
95

ø8
ø11

11

61.75

21
.85

6.
95

ø8
ø11

Thermoplastic cable junction box, A series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421010&OID=1_V_405813&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421010&OID=1_V_405812&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421010&OID=1_V_405814&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421010&OID=1_V_405815&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421010&OID=1_V_405813&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421010&OID=1_V_405812&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421010&OID=1_V_405814&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421010&OID=1_V_405815&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_947&OID=1_V_948&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_947&OID=1_V_948&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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Standard 4 x M25 Light grey 125
— 4 x M25 Pure white 125
960 °C flame-resistant 4 x M25 Light grey 125
With red lid. 4 x M25 Red grey 125
— 4 x M25 Light ivory 125
With terminal strip 4 x M25 Light grey 125

Type

T 25
T 25 RW
T 25 F
T 25 RO-LGR
T 25 HEB
T 25 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 02 9
2007 50 9
2007 31 2
2007 62 2
2007 58 1
2007 43 0

kg/100 pcs.

Weight

4,190
4,190
4,190
4,190
4,190
6,400

pcs

Pack.

5
5
5
5
5
5

Standard version: flame-resistant, testing temperature 650 °C.
F version: highly flame-resistant, testing temperature 960 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This plastic is soft, which means that it is malleable. This allows
installation of cables either directly through the 4 x M25 seals, or the seals can be cut with a
knife at the pre-marked points, in order to create an insertion opening for cables or pipes. In ad-
dition, cable glands can be inserted through the openings instead of the seals and locked with a
locknut from inside.
The cable junction boxes can be screwed onto an M6 thread or mounted on mounting plates in
the openings on the floor using steel bolts 3.5 x 9.5. 
Clear internal dimensions: Ø63 x 45 mm.
Cover with labelling panel.

PP Polypropylene /100 pc.

Junction box T 25, plug-in seal

   

Standard 7 x M25 Light grey 80
— 7 x M25 Pure white 80
960 °C flame-resistant 7 x M25 Light grey 80
With red lid 7 x M25 Red grey 80
— 7 x M25 Light ivory 80
With terminal strip 7 x M25 Light grey 80

Type

T 40
T 40 RW
T 40 F
T 40 RO-LGR
T 40 HEB
T 40 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 04 5
2007 51 7
2007 32 0
2007 63 0
2007 58 4
2007 43 2

kg/100 pcs.

Weight

6,700
6,700
6,700
6,700
6,700
8,900

pcs

Pack.

5
5
5
5
5
5

Standard version: flame-resistant, testing temperature 650 °C.
F version: highly flame-resistant, testing temperature 960 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This allows installation of cables either directly through the 7 x
M25 seals, or the seals can be cut with a knife at the pre-marked points, in order to create an
insertion opening for cables or pipes. Alternatively, cable glands can be pushed through the
openings instead of the seals and locked with a locknut from the inside.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 77 x 77 x 46 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /100 pc.

Junction box T 40, plug-in seal

   

Standard 7 x M25 Light grey 60
— 7 x M25 Pure white 60
960 °C flame-resistant 7 x M25 Light grey 60
With red cover 7 x M25 Red grey 60
— 7 x M25 Light ivory 60
With terminal strip 7 x M25 Light grey 60

Type

T 60
T 60 RW
T 60 F
T 60 RO-LGR
T 60 HEB
T 60 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 06 1
2007 52 5
2007 33 9
2007 63 8
2007 58 7
2007 43 4

kg/100 pcs.

Weight

12,300
12,300
12,300
12,300
12,300
16,700

pcs

Pack.

5
5
5
5
5
5

Standard version: flame-resistant, testing temperature 650 °C.
F version: highly flame-resistant, testing temperature 960 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This allows installation of cables either directly through the 7 x
M25 seals, or the seals can be cut with a knife at the pre-marked points, in order to create an
insertion opening for cables or pipes. Alternatively, cable glands can be pushed through the
openings instead of the seals and locked with a locknut from the inside.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 100 x 100 x 48 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /100 pc.

Junction box T 60, plug-in seal

Thermoplastic junction box, T series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_174566&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_177559&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_177552&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_184405&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_205685&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_222560&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_174566&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_177559&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_177552&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_184405&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_205685&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177790&OID=1_V_222560&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_174571&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_177560&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_177553&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_184406&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_205686&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_222562&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_174571&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_177560&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_177553&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_184406&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_205686&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177791&OID=1_V_222562&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_174572&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_177561&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_177554&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_184407&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_205687&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_222561&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_174572&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_177561&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_177554&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_184407&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_205687&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177792&OID=1_V_222561&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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Standard 10 x M25 Light grey 40
— 10 x M25 Pure white 40

Large entry 8 x M25
2 x M32 Light grey 40

960 °C flame-resistant 10 x M25 Light grey 40
With red lid 10 x M25 Red grey 40
— 10 x M25 Light ivory 40
With terminal strip 10 x M25 Light grey 40

Type

T 100
T 100 RW
T 100 M25-M32

T 100 F
T 100 RO-LGR
T 100 HEB
T 100 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 07 7
2007 53 3
2007 08 1

2007 34 7
2007 64 4
2007 59 0
2007 43 6

kg/100 pcs.

Weight

16,270
16,270
16,300

16,270
16,270
16,270
40,000

pcs

Pack.

1
1
1

1
1
1
1

Standard version: flame-resistant, testing temperature 650 °C.
F version: highly flame-resistant, testing temperature 960 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This allows installation of cables either directly through the 10 x
M25 seals, or the seals can be cut with a knife at the pre-marked points, in order to create an
insertion opening for cables or pipes. Alternatively, cable glands can be pushed through the
openings instead of the seals and locked with a locknut from the inside.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 136 x 102 x 57 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /100 pc.

Junction box T 100, plug-in seal

    

Standard 7 x M25
5 x M32 Light grey 20

— 7 x M25
5 x M32 Pure white 20

Large entry 10 x M32 Light grey 20

960 °C flame-resistant 7 x M25
5 x M32 Light grey 20

With red lid 7 x M25
5 x M32 Red grey 20

— 7 x M25
5 x M32 Light ivory 20

With terminal strip 7 x M25
5 x M32 Light grey 20

Type

T 160

T 160 RW

T 160 M32
T 160 F

T 160 RO-LGR

T 160 HEB

T 160 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 09 3

2007 54 1

2007 09 7
2007 35 5

2007 64 9

2007 59 3

2007 44 0

kg/100 pcs.

Weight

30,000

30,000

30,000
30,000

30,000

30,000

64,200

pcs

Pack.

1

1

1
1

1

1

1

Standard version: flame-resistant, testing temperature 650 °C.
F version: highly flame-resistant, testing temperature 960 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This allows installation of cables either directly through the 7x
M25 + 5x M32 seals, or the seals can be cut with a knife at the pre-marked points, in order to
create an insertion opening for cables or pipes. Alternatively, cable glands can be pushed
through the openings instead of the seals and locked with a locknut from the inside.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 176 x 135 x 67 mm
Cover with labelling panel and lead-sealed.

PP/GF Polypropylene, Glass-fibre reinforced /100 pc.

Junction box T 160, plug-in seal

Thermoplastic junction box, T series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_174573&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_177562&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_235000&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_177555&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_184408&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_205688&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_222563&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_174573&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_177562&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_235000&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_177555&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_184408&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_205688&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177793&OID=1_V_222563&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_174574&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_177563&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_235001&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_177556&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_184409&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_205689&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_287888&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_174574&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_177563&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_235001&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_177556&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_184409&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_205689&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177794&OID=1_V_287888&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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Standard 9 x M25
7 x M32 Light grey 8

— 9 x M25
7 x M32 Pure white 8

960 °C flame-resistant 9 x M25
7 x M32 Light grey 8

With red lid 9 x M25
7 x M32 Red grey 8

— 9 x M25
7 x M32 Light ivory 8

With terminal strip 9 x M25
7 x M32 Light grey 8

Type

T 250

T 250 RW

T 250 F

T 250 RO-LGR

T 250 HEB

T 250 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 10 9

2007 55 4

2007 36 3

2007 65 7

2007 59 6

2007 44 4

kg/100 pcs.

Weight

50,000

50,000

50,000

50,000

50,000

79,500

pcs

Pack.

1

1

1

1

1

1

Standard version: flame-resistant, testing temperature 650 °C.
F version: highly flame-resistant, testing temperature 960 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This allows installation of cables either directly through the 9x
M25 + 7x M32 seals, or the seals can be cut with a knife at the pre-marked points, in order to
create an insertion opening for cables or pipes. Alternatively, cable glands can be pushed
through the openings instead of the seals and locked with a locknut from the inside.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 225 x 173 x 86 mm
Cover with labelling panel and lead-sealed.

PP/GF Polypropylene, Glass-fibre reinforced /100 pc.

Junction box T 250, plug-in seal

   

Standard 16 x M32
8 x M40 Light grey 5

— 16 x M32
8 x M40 Pure white 5

960 °C flame-resistant 16 x M32
8 x M40 Light grey 5

With red lid 16 x M32
8 x M40 Red grey 5

— 16 x M32
8 x M40 Light ivory 5

With terminal strip 16 x M32
8 x M40 Light grey 5

Type

T 350

T 350 RW

T 350 F

T 350 RO-LGR

T 350 HEB

T 350 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 12 5

2007 56 8

2007 37 1

2007 66 5

2007 59 9

2007 44 8

kg/100 pcs.

Weight

63,000

63,000

63,000

63,000

63,000

120,000

pcs

Pack.

1

1

1

1

1

1

Standard version: flame-resistant, testing temperature 650 °C.
F version: highly flame-resistant, testing temperature 960 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This allows installation of cables either directly through the 16x
M32 + 8x M40 seals, or the seals can be cut with a knife at the pre-marked points, in order to
create an insertion opening for cables or pipes. Alternatively, cable glands can be pushed
through the openings instead of the seals and locked with a locknut from the inside.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 267 x 182 x 110 mm
Cover with labelling panel and lead-sealed.

PP/GF Polypropylene, Glass-fibre reinforced /100 pc.

Junction box T 350, plug-in seal

   

Closed None Light grey 80

Type

T 40 OE

Version Entries Colour Shipping
box
pcs

Item No.

2007 22 3
kg/100 pcs.

Weight

6,300
pcs

Pack.

5

Standard version: flame-resistant, testing temperature 650 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with closed side walls.
This means that the required openings can be made wherever they are required. EDK plug-in
seals or cable glands with locknuts can be inserted in these openings, to allow cable insertion.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 77 x 77 x 46 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /100 pc.

Junction box T 40, closed

Thermoplastic junction box, T series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_174575&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_177564&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_177557&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_184410&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_205690&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_287889&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_174575&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_177564&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_177557&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_184410&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_205690&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177795&OID=1_V_287889&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_174576&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_177565&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_177558&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_184411&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_205691&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_287890&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_174576&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_177565&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_177558&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_184411&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_205691&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177796&OID=1_V_287890&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177797&OID=1_V_174577&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177797&OID=1_V_174577&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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Closed None Light grey 60

Type

T 60 OE

Version Entries Colour Shipping
box
pcs

Item No.

2007 23 9
kg/100 pcs.

Weight

12,000
pcs

Pack.

5

Standard version: flame-resistant, testing temperature 650 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with closed side walls.
This means that the required openings can be made wherever they are required. EDK plug-in
seals or cable glands with locknuts can be inserted in these openings, to allow cable insertion.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 100 x 100 x 46 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /100 pc.

Junction box T 60, closed

    

Closed None Light grey 40

Type

T 100 OE

Version Entries Colour Shipping
box
pcs

Item No.

2007 25 5
kg/100 pcs.

Weight

16,200
pcs

Pack.

1

Standard version: flame-resistant, testing temperature 650 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with closed side walls.
This means that the required openings can be made wherever they are required. EDK plug-in
seals or cable glands with locknuts can be inserted in these openings, to allow cable insertion.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 136 x 102 x 57 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /100 pc.

Junction box T 100, closed

    

Closed None Light grey 20

Type

T 160 OE

Version Entries Colour Shipping
box
pcs

Item No.

2007 27 1
kg/100 pcs.

Weight

30,000
pcs

Pack.

1

Standard version: flame-resistant, testing temperature 650 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with closed side walls.
This means that the required openings can be made wherever they are required. EDK plug-in
seals or cable glands with locknuts can be inserted in these openings, to allow cable insertion.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 176 x 135 x 67 mm
Cover with labelling panel and lead-sealed.

PP/GF Polypropylene, Glass-fibre reinforced /100 pc.

Junction box T 160, closed

    

Closed None Light grey 8

Type

T 250 OE

Version Entries Colour Shipping
box
pcs

Item No.

2007 28 7
kg/100 pcs.

Weight

48,300
pcs

Pack.

1

Standard version: flame-resistant, testing temperature 650 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with closed side walls.
This means that the required openings can be made wherever they are required. EDK plug-in
seals or cable glands with locknuts can be inserted in these openings, to allow cable insertion.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 225 x 173 x 86 mm
Cover with labelling panel and lead-sealed.

PP/GF Polypropylene, Glass-fibre reinforced /100 pc.

Junction box T 250, closed

Thermoplastic junction box, T series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177798&OID=1_V_174581&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177798&OID=1_V_174581&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177799&OID=1_V_174582&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177799&OID=1_V_174582&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177800&OID=1_V_174583&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177800&OID=1_V_174583&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177801&OID=1_V_174584&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177801&OID=1_V_174584&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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Closed None Light grey 5

Type

T 350 OE

Version Entries Colour Shipping
box
pcs

Item No.

2007 30 3
kg/100 pcs.

Weight

58,800
pcs

Pack.

1

Standard version: flame-resistant, testing temperature 650 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with closed side walls.
This means that the required openings can be made wherever they are required. EDK plug-in
seals or cable glands with locknuts can be inserted in these openings, to allow cable insertion.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 267 x 182 x 110 mm
Cover with labelling panel and lead-sealed.

PP/GF Polypropylene, Glass-fibre reinforced /100 pc.

Junction box T 350, closed

   

Closed 7 x Ø20 Light grey 80
With terminal strip 7 x Ø20 Light grey 80

Type

T 40 M20
T 40 M20 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 90 0
2007 90 4

kg/100 pcs.

Weight

6,100
8,200

pcs

Pack.

5
5

Standard version: flame-resistant, testing temperature 650 °C.
F version: highly flame-resistant, testing temperature 960 °C.

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This allows installation of cables either directly through the 7 x
Ø20 seals, or the seals can be cut with a knife at the pre-marked points, in order to create an in-
sertion opening for cables or pipes. Alternatively, cable glands can be pushed through the open-
ings instead of the seals and locked with a locknut from the inside.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 77 x 77 x 46 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /100 pc.

Junction box with premarking

   

Closed 7 x Ø20 Light grey 60
With terminal strip 7 x Ø20 Light grey 60

Type

T 60 M20
T 60 M20 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 91 0
2007 91 4

kg/100 pcs.

Weight

12,100
16,500

pcs

Pack.

5
5

flame resistant to VDE 0471/DIN 695 Part 2-1, test temperature 650° C

The junction boxes are made from polypropylene (a thermoplastic material) and the plug-in
seals are made from ethylene vinyl acetate (EVA). Cables can be directly installed through the 7
x Ø20 seals or the seals can be cut with a knife in specific places in order to create an insertion
opening for cables or pipes. Alternatively, instead of seals, cable glands can be inserted through
the openings and be countered internally with a locknut.
The junction boxes can be mounted in openings in the base onto mounting plates with self-tap-
ping screws 3.5 x 9.5. Clear internal dimensions: 100 x 100 x 48 mm
Cover sealable, with labelling field

PP Polypropylene /100 pc.

Junction box with premarking

   

M25 0-22 Light grey 1000
M32 0-27 Light grey 300
M40 0-34 Light grey 300
M25 0-22 Pure white 1000
M32 0-27 Pure white 300
M40 0-34 Pure white 300

Type

EDK 25 LGR
EDK 32 LGR
EDK 40 LGR
EDK 25 RW
EDK 32 RW
EDK 40 RW

Size For Ø Colour Shipping
box

mm pcs

Item No.

2011 63 8
2011 64 6
2011 65 4
2011 68 9
2011 69 7
2011 70 0

kg/100 pcs.

Weight

0,175
0,260
0,425
0,175
0,260
0,425

pcs

Pack.

100
50
25

100
50
25

The plug-in seal can be cut back to suit the relevant cable diameter.

EVA Ethylene vinyl acetate /100 pc.

Plug-in seal for cables, T-series junction box

M25 10.1 2.2 29.5 25.4 0–5 4–10 9–15 14.5–18 18.5–22
M32 11.4 2.2 36.4 32.3 0–5 4–10 9–15 14.5–18 18.5–22 24–27
M40 13.4 2.2 44.1 40.2 0–5 4–10 9–15 14.5–18 18.5–22 24–27 31–34

mm mm mm mm mm mm mm mm mm mm mm

G L A D1 D2 D3 D4 D5 D6 D7 D8 D9

Important dimensions, plug-in seal

Thermoplastic junction box, T series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177802&OID=1_V_174585&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_177802&OID=1_V_174585&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_386655&OID=1_V_374046&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_386655&OID=1_V_374047&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_386655&OID=1_V_374046&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_386655&OID=1_V_374047&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_386656&OID=1_V_374048&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_386656&OID=1_V_374049&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_386656&OID=1_V_374048&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_386656&OID=1_V_374049&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_174596&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_174597&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_174598&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_184412&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_184413&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_184414&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_174596&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_174597&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_174598&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_184412&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_184413&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174982&OID=1_V_184414&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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M25 16 & 20 Light grey 50
M25 20 & 25 Light grey 50
M32 20 & 25 Light grey 50
M32 25 & 32 Light grey 50
M40 32 & 40 Light grey 25

Type

EDR 25 16-20 LGR
EDR 25 20-25 LGR
EDR 32 20-25 LGR
EDR 32 25-32 LGR
EDR 40 32-40 LGR

Size For Ø Colour Shipping
box

mm pcs

Item No.

2011 50 6
2011 51 4
2011 52 2
2011 53 0
2011 54 6

kg/100 pcs.

Weight

0,520
0,680
1,020
1,170
2,200

pcs

Pack.

50
50
50
50
25

Plug-in seal for junction boxes

PVC Polyvinylchloride /100 pc.

Plug-in seal for pipes, T-series junction box

M25 30 2.2 29.5 25.3 15.0 18.4
M25 30 2.2 29.5 25.3 18.5 24.2
M32 36 2.2 36.4 32.3 18.5 24.2
M32 36 2.2 37 32.3 24 31.2
M40 49 2.2 46 42.3 31 39.2

mm mm mm mm mm mm

G L A D1 D2 D3 D4

Important dimensions, plug-in seal

    

210 120

Type

MP WI KL. FS

Height Width

mm mm

Item No.

7084 76 5
kg/100 pcs.

Weight

20,200
pcs

Pack.

20

210 120MP WI KL. DD 7085 11 120,20020

Please order the truss-head bolt, type FRS B6 x 12, separately.
Angled mounting plate, for fastening on the side rail of the cable tray.

St Steel FS Strip-galvanised DD Zinc-aluminium coated, double-dip /pc.

Mounting plate, angled

  

    

115 170

Type

MP UNI FS

Height Width

mm mm

Item No.

7084 77 3
kg/100 pcs.

Weight

13,300
pcs

Pack.

40

Please order the truss-head bolt, type FRSB 6 x 12, separately.
Mounting plate, for fastening on the side rail of cable support systems.

St Steel FS Strip-galvanised /pc.

Mounting plate for cable tray

    

81 65 45 15

Type

MPG 65 FT

Dimen-
sion A

Dimen-
sion B

Dimen-
sion x

Dimen-
sion y

mm mm mm mm

Item No.

6006 48 6
kg/100 pcs.

Weight

9,200
pcs

Pack.

30

Mounting for screwless fastening on mesh cable trays.

St Steel FT Hot-dip galvanised /pc.

Mounting plate for mesh cable tray

Thermoplastic junction box, T series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174983&OID=1_V_174586&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174983&OID=1_V_174591&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174983&OID=1_V_174592&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174983&OID=1_V_174593&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174983&OID=1_V_174595&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174983&OID=1_V_174586&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174983&OID=1_V_174591&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174983&OID=1_V_174592&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174983&OID=1_V_174593&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_174983&OID=1_V_174595&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_66855&OID=1_V_63138&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_66855&OID=1_V_63138&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_170598&OID=1_V_166066&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_170598&OID=1_V_166066&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_66853&OID=1_V_63139&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_66853&OID=1_V_63139&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_62236&OID=1_V_49330&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_62236&OID=1_V_49330&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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10

Type

BE TS KR

Shipping
box
pcs

Item No.

2007 83 5
kg/100 pcs.

Weight

2,800
pcs

Pack.

10

The fastening element BE TS KR can be used to attach OBO junction boxes, type T60 and
T100, to all standard cable trays in a few actions, quickly and without tools.
This keeps the junction box securely in position. However, it can be quickly dismantled as ne-
cessary. This is all done without using tools.

PC Polycarbonate /100 pc.

Fastening element for cable tray

   

10

Type

BE TS GR

Shipping
box
pcs

Item No.

2007 83 3
kg/100 pcs.

Weight

2,300
pcs

Pack.

10

The fastening element BE TS GR can be used to attach OBO junction boxes, type T60 and
T100, to all standard mesh cable trays quickly and in a few actions. This is all done without us-
ing tools.
This keeps the junction box securely in position. However, it can be quickly dismantled as ne-
cessary.

PC Polycarbonate /100 pc.

Fastening element for mesh cable tray

   

Light grey 5 1-4 450 100

Type

KL-T 01-04

Colour No. of screw-
less terminals

Nominal
cross 

section

Nominal 
voltage

Shipping
box

mm² V pcs

Item No.

2016 18 0

kg/100 pcs.

Weight

2,100

pcs

Pack.

10

Steel terminal block and bolts, galvanised and transparently passivated, nominal 1 - 4 mm²,
nominal voltage 450 V, 5-pole, with terminal sockets, Max. connectable cross-sections per ter-
minal max. 4 x 2.5 mm², 5 x 1.5 mm² or 6 x 1 mm² .

PA Polyamide /100 pc.

Terminal strip, junction box, T series

18

8.
7

2.4

3.
5

28
20

37.5

18

8.
7

2.4

3.
5

28
20

37.5

   

Light grey 5 1.5-6 400 120

Type

KL-T 02-06

Colour No. of screw-
less terminals

Nominal
cross 

section

Nominal 
voltage

Shipping
box

mm² V pcs

Item No.

2016 18 5

kg/100 pcs.

Weight

4,380

pcs

Pack.

10

System accessories for junction boxes B9/T M; T 60

Steel terminal block and bolts, galvanised and transparently passivated, nominal 1,5 - 6 mm²,
nominal voltage 450 V, 5-pole, with terminal sockets, Max. connectable cross-sections per ter-
minal: 3 x 6 mm², 4 x 4 mm² or 6 x 2.5 mm² .

PA Polyamide /100 pc.

Terminal strip, junction box, T series

62

25
35

4

5.4

11
.5

ø23.7

62

25
35

4

5.4

11
.5

ø23.7

   

Light grey 4 6-16 400 120

Type

KL-T 06-16

Colour No. of screw-
less terminals

Nominal
cross 

section

Nominal 
voltage

Shipping
box

mm² V pcs

Item No.

2016 19 0

kg/100 pcs.

Weight

1,970

pcs

Pack.

10

Brass terminals, steel screws, electrogalvanised and transparently passivated, nominal cross-
section 6 - 16 mm², nominal voltage 400 V, 1-pole, with terminal sockets, max. connectable
conductors per terminal max. 4 x 16 mm², 4 x 10 mm², 8 x 6 mm² or 12 x 4 mm².

PA Polyamide /100 pc.

Terminal strip, junction box, T series

Thermoplastic junction box, T series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_346908&OID=1_V_344471&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_346908&OID=1_V_344471&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_345854&OID=1_V_344470&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_345854&OID=1_V_344470&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_439140&OID=1_V_458948&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_439140&OID=1_V_458948&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_468512&OID=1_V_458949&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_468512&OID=1_V_458949&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_468531&OID=1_V_395310&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_468531&OID=1_V_395310&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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Light grey 4 16-35 400 120

Type

KL-T 16-35

Colour No. of screw-
less terminals

Nominal
cross 

section

Nominal 
voltage

Shipping
box

mm² V pcs

Item No.

2016 19 5

kg/100 pcs.

Weight

5,630

pcs

Pack.

10

Brass terminals, steel screws, electrogalvanised and transparently passivated, nominal cross-
section 16 - 35 mm², nominal voltage 400 V, 1-pole, with terminal sockets, Max. connectable
conductors per terminal max. 4 x 35 mm², 4 x 25 mm², 8 x 16 mm² or 12 x 10 mm².

PA Polyamide /100 pc.

Terminal strip, junction box, T series

    

For T 160 lengthwise + T 100 crosswise 99
For T 250 lengthwise + T 160 crosswise 139
For T 250 lengthwise 189
For T 350 crosswise 161
For T 350 lengthwise 168

Type

46277 T160 Q GTP
46277 T250 Q GTP
46277 T250 L GTP
46277 T350 Q GTP
46277 T350 L GTP

Version Length

mm

Item No.

1115 27 0
1115 27 4
1115 27 8
1115 28 2
1115 28 6

kg/100 pcs.

Weight

9,641
13,520
17,900
15,670
16,370

pcs

Pack.

10
10
10
10
10

Hat profile rail 15 x 5 mm to DIN EN 60715 (formerly DIN EN 50045).

St Steel GTP Electrogalvanised, transparently passivated /100 pc.

Hat profile rail, junction box T series

    

For T 60 lengthwise + T 00 crosswise 89
For T 100 lengthwise + T 160 crosswise 118
For T 160 lengthwise + T 250, T350 crosswise 157
For T 250 lengthwise 206
For T 350 lengthwise 245

Type

2069 T60 GTP
2069 T100 GTP
2069 T160 GTP
2069 T250 GTP
2069 T350 GTP

Version Length

mm

Item No.

1115 38 0
1115 38 2
1115 38 4
1115 38 6
1115 38 8

kg/100 pcs.

Weight

3,070
4,070
5,520
7,110
8,450

pcs

Pack.

10
10
10
10
10

Hat profile rail 35 x 7.5 mm to DIN EN 60715 (formerly DIN EN 50022).

St Steel GTP Electrogalvanised, transparently passivated /100 pc.

Hat profile rail, junction box T series

    

M 20 0-17 Light grey 1200

Type

EDVS M20 LGR

Size For Ø Colour Shipping
box

mm pcs

Item No.

2012 37 5
kg/100 pcs.

Weight

0,125
pcs

Pack.

100

The push-in nipple can be cut back to suit the relevant cable diameter.

PE Polyethylene /100 pc.

Plug-in seal EDVS
M

M20 12.8 3.4 24.8 20.3 0–6 5–10 9–15 14–17
mm mm mm mm mm mm mm mm mm mm

G L A D1 D2 D3 D4 D5 D6 D7 D8

Important dimensions, plug-in seal

Thermoplastic junction box, T series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_468532&OID=1_V_395311&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_468532&OID=1_V_395311&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421757&OID=1_V_395827&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421757&OID=1_V_395828&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421757&OID=1_V_395829&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421757&OID=1_V_395830&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421757&OID=1_V_395831&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421757&OID=1_V_395827&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421757&OID=1_V_395828&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421757&OID=1_V_395829&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421757&OID=1_V_395830&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_421757&OID=1_V_395831&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_222640&OID=1_V_222548&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_222640&OID=1_V_222549&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_222640&OID=1_V_222550&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_222640&OID=1_V_222551&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_222640&OID=1_V_222552&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_222640&OID=1_V_222548&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_222640&OID=1_V_222549&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_222640&OID=1_V_222550&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_222640&OID=1_V_222551&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_222640&OID=1_V_222552&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_917&OID=1_V_918&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_917&OID=1_V_918&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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7 Light grey 80

Type

T 40 ZE IP30

Entries Colour Shipping
box
pcs

Item No.

2007 80 1
kg/100 pcs.

Weight

5,600
pcs

Pack.

5

The junction boxes are made of a thermoplastic polypropylene polymer and are equipped with
special strain relief entries. These entries can be penetrated directly with the cables. The special
structure of the opening means that the cables cannot be removed unintentionally. Suitable for
cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 77 x 77 x 46 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /pc.

Junction box T 40 ZE, strain relief entry

   

7 Light grey 60

Type

T 60 ZE IP30

Entries Colour Shipping
box
pcs

Item No.

2007 80 3
kg/100 pcs.

Weight

11,200
pcs

Pack.

5

The junction boxes are made of a thermoplastic polypropylene polymer and are equipped with
special strain relief entries. These entries can be penetrated directly with the cables. The special
structure of the opening means that the cables cannot be removed unintentionally. Suitable for
cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 100 x 100 x 48 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /pc.

Junction box T 60 ZE, strain relief entry

   

10 Light grey 40

Type

T 100 ZE IP30

Entries Colour Shipping
box
pcs

Item No.

2007 80 5
kg/100 pcs.

Weight

14,600
pcs

Pack.

1

The junction boxes are made of a thermoplastic polypropylene polymer and are equipped with
special strain relief entries. These entries can be penetrated directly with the cables. The special
structure of the opening means that the cables cannot be removed unintentionally. Suitable for
cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 136 x 102 x 57 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /pc.

Junction box T 100 ZE, strain relief entry

   

Without Wieland sockets 4 Light grey 40

Type

T 100 WB3

Version Entries Colour Shipping
box
pcs

Item No.

2007 80 7
kg/100 pcs.

Weight

14,600
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB3, Wieland socket

Thermoplastic junction box, T series with strain relief

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252794&OID=1_V_252774&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252794&OID=1_V_252774&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252795&OID=1_V_252775&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252795&OID=1_V_252775&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252796&OID=1_V_252776&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252796&OID=1_V_252776&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252797&OID=1_V_252777&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252797&OID=1_V_252777&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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— 4 Light grey 40

Type

T 100 WB5

Version Entries Colour Shipping
box
pcs

Item No.

2007 84 0
kg/100 pcs.

Weight

14,600
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB5, Wieland socket

    

Wieland socket 2 s 4 Light grey 40

Type

T 100 WB 2S3

Version Entries Colour Shipping
box
pcs

Item No.

2007 80 9
kg/100 pcs.

Weight

20,500
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 2S3, Wieland socket

    

Wieland socket 4 s 4 Light grey 40

Type

T 100 WB 4S3

Version Entries Colour Shipping
box
pcs

Item No.

2007 81 1
kg/100 pcs.

Weight

25,400
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 4S3, Wieland socket

    

Wieland socket 3 s 4 Light grey 40

Type

T 100 WB 3S3

Version Entries Colour Shipping
box
pcs

Item No.

2007 81 3
kg/100 pcs.

Weight

22,300
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 3S3, Wieland socket

Thermoplastic junction box, T series with strain relief

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_347397&OID=1_V_346642&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_347397&OID=1_V_346642&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307789&OID=1_V_252778&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307789&OID=1_V_252778&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307803&OID=1_V_252779&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307803&OID=1_V_252779&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307817&OID=1_V_252780&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307817&OID=1_V_252780&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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W socket 3x2 ((white; black; red) 4 Light grey 40

Type

T 100 WB 6S 3x2

Version Entries Colour Shipping
box
pcs

Item No.

2007 81 4
kg/100 pcs.

Weight

29,500
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB6S 3x2, Wieland socket

   

W socket 1w+1s 4 Light grey 40

Type

T 100 WB 1W3 1S3

Version Entries Colour Shipping
box
pcs

Item No.

2007 81 5
kg/100 pcs.

Weight

21,600
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 1W3 1S3, Wieland socket

   

W socket 1w+2s 4 Light grey 40

Type

T 100 WB 1W3 2S3

Version Entries Colour Shipping
box
pcs

Item No.

2007 81 7
kg/100 pcs.

Weight

23,600
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 1W3 2S3, Wieland socket

Thermoplastic junction box, T series with strain relief

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_353097&OID=1_V_352550&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_353097&OID=1_V_352550&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307828&OID=1_V_252781&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307828&OID=1_V_252781&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307842&OID=1_V_252782&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307842&OID=1_V_252782&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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W socket 2w+2s 4 Light grey 40

Type

T 100 WB 2W3 2S3

Version Entries Colour Shipping
box
pcs

Item No.

2007 81 9
kg/100 pcs.

Weight

25,500
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 2W3 2S3, Wieland socket

    

W socket 2w+4s 4 Light grey 40

Type

T 100 WB 2W3 4S3

Version Entries Colour Shipping
box
pcs

Item No.

2007 82 0
kg/100 pcs.

Weight

29,400
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 2W3 4S3, Wieland socket

    

W socket 6s 4 Light grey 40

Type

T 100 WB 6S3

Version Entries Colour Shipping
box
pcs

Item No.

2007 82 2
kg/100 pcs.

Weight

29,400
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 6S3, Wieland socket

Thermoplastic junction box, T series with strain relief

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307860&OID=1_V_252783&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307860&OID=1_V_252783&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307873&OID=1_V_275422&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307873&OID=1_V_275422&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307884&OID=1_V_275423&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307884&OID=1_V_275423&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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— 4 Light grey 40

Type

T 100 WB 3S3 1S4

Version Entries Colour Shipping
box
pcs

Item No.

2007 84 4
kg/100 pcs.

Weight

25,500
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 3S3 1S4, Wieland socket

   

— 4 Light grey 40

Type

T 100 WB 2s4

Version Entries Colour Shipping
box
pcs

Item No.

2007 84 8
kg/100 pcs.

Weight

24,000
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 2S4, Wieland socket

   

— 4 Light grey 40

Type

T 100 WB 2s5

Version Entries Colour Shipping
box
pcs

Item No.

2007 85 2
kg/100 pcs.

Weight

25,000
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 2S5, Wieland socket

Thermoplastic junction box, T series with strain relief

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_347398&OID=1_V_346643&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_347398&OID=1_V_346643&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_347399&OID=1_V_346644&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_347399&OID=1_V_346644&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_347400&OID=1_V_346645&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_347400&OID=1_V_346645&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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— 4 Light grey 40

Type

T 100 WB 4s5

Version Entries Colour Shipping
box
pcs

Item No.

2007 85 6
kg/100 pcs.

Weight

28,000
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WB 4S5, Wieland socket

    

— 4 Light grey 40

Type

T100 WS 1S3 3S3A

Version Entries Colour Shipping
box
pcs

Item No.

2007 87 0
kg/100 pcs.

Weight

22,600
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WS 1S3 3S3A, Wieland connector and socket

    

— 4 Light grey 40

Type

T100 WS 1S3 2S3D

Version Entries Colour Shipping
box
pcs

Item No.

2007 87 6
kg/100 pcs.

Weight

20,700
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WS 1S3 2S3D, Wieland connector and socket

    

— 4 Light grey 40

Type

T100 WS 1S4 2S3C

Version Entries Colour Shipping
box
pcs

Item No.

2007 87 4
kg/100 pcs.

Weight

24,500
pcs

Pack.

1

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PP Polypropylene /pc.

Junction box T 100 WS 1S4 2S3C, Wieland connector and socket

Thermoplastic junction box, T series with strain relief

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_347405&OID=1_V_346646&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_347405&OID=1_V_346646&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_405170&OID=1_V_400633&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_405170&OID=1_V_400633&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_405178&OID=1_V_400636&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_405178&OID=1_V_400636&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_405177&OID=1_V_400635&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_405177&OID=1_V_400635&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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Black
White

Type

TV WB SW
TV WB WS

Colour Item No.

2007 86 0
2007 86 5

kg/100 pcs.

Weight

0,048
0,048

pcs

Pack.

100
100

All the T series junction boxes are UV-resistant. They are made of polypropylene (a thermo-
plastic polymer) and are equipped with strain relief entries and pre-terminated Wieland connec-
tion sockets, type GST-18-i3 (s = black, w = white, r = red). The strain relief entries can be penet-
rated directly with the cables. The special structure of the opening means that the cables cannot
be removed unintentionally. Suitable for cable diameters of between 7 and 21 mm.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
bolts 3.5 x 9.5. Cover with labelling panel and lead seal.
Caution:
According to the standard VDE 0620-1: Installation only be people with the relevant electrical
knowledge and experience. Improper installation poses a danger of death.

PA Polyamide /100 pc.

Locking, junction boxes T100 Wieland

   

2 sockets, 33° white 10 Light grey 5
2 sockets, 33° red 10 Light grey 5

Type

T 100 2MSD WS
T 100 2MSD RO

Version Entries Colour Shipping
box
pcs

Item No.

2007 82 1
2007 82 3

kg/100 pcs.

Weight

25,850
25,000

pcs

Pack.

1
1

The junction boxes are made of a thermoplastic polypropylene polymer and are equipped with
strain relief entries. These entries can be penetrated directly with the cables.  The special struc-
ture of the opening means that the cables cannot be removed unintentionally. Suitable for cable
diameters of between 7 and 21 mm.
Depending on the type, the cover contains two or four Modul 45 protective contact sockets in
red or white.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Cover can be lead-sealed, with labelling panel for double sockets.

PP Polypropylene /pc.

Junction box, T 100 MSD, 2 Modul 45 sockets in lid

   

4 sockets, 33° white 10 Light grey 5

Type

T 100 4MSD WS

Version Entries Colour Shipping
box
pcs

Item No.

2007 82 5
kg/100 pcs.

Weight

35,200
pcs

Pack.

1

The junction boxes are made of a thermoplastic polypropylene polymer and are equipped with
strain relief entries. These entries can be penetrated directly with the cables.  The special struc-
ture of the opening means that the cables cannot be removed unintentionally. Suitable for cable
diameters of between 7 and 21 mm.
Depending on the type, the cover contains two or four Modul 45 protective contact sockets in
red or white.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Cover can be lead-sealed, with labelling panel for double sockets.

PP Polypropylene /pc.

Junction box, T 100 MSD, 4 Modul 45 sockets in lid

Thermoplastic junction box, T series with strain relief

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_329012&OID=1_V_329006&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_329012&OID=1_V_329010&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_329012&OID=1_V_329006&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_329012&OID=1_V_329010&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252798&OID=1_V_252784&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252798&OID=1_V_252785&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252798&OID=1_V_252784&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_252798&OID=1_V_252785&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307899&OID=1_V_252786&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_307899&OID=1_V_252786&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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Pastel orange 17

Type

T 100 E 4-5

Colour Shipping
box
pcs

Item No.

7205 51 0
kg/100 pcs.

Weight

27,400
pcs

Pack.

1

Number of terminals including protective conductor terminal
Internal clearance: 136 x 102 x 57 mm

Halogen-free junction box, approved for electrical function maintenance
according to DIN 4102 Part 12. Function maintenance classes E30 to E90

Including premounted connection unit made of high temperature-resistant special ceramic and
labelled protective conductor terminal. Supplied with fire protection screw ties for anchorless
fastening.
Power cable nominal cross-sections: 1.5 to 4 mm², data cables with 0.8 mm wire Ø. Maximum
of 2 1.5 mm² rigid copper cables per terminal (remove wire protection).
High protection rating IP65, impact resistance class IK07. VDE-tested.

Details on the cable types and manufacturers can be found in the general construction test certi-
ficate of the material testing institute MPA NRW, Erwitte.

PP Polypropylene /pc.

Junction box, FireBox T 100

    

Pastel orange 5
Pastel orange 5

Type

T 160 E 10-5
T 160 E 16-5

Colour Shipping
box
pcs

Item No.

7205 52 4
7205 52 8

kg/100 pcs.

Weight

48,700
53,800

pcs

Pack.

1
1

Number of terminals including protective conductor terminal
Internal clearance: 176 x 135 x 67 mm

Halogen-free junction box, approved for electrical function maintenance
according to DIN 4102 Part 12. Function maintenance classes E30 to E90.

Including pre-mounted connection unit made of high temperature-resistant special ceramic and
labelled protective conductor terminal. Supplied with fire protection screw ties for anchorless
fastening.
Power cable nominal cross-sections: 10 mm², data cables with 0.8 mm wire Ø. Maximum of two
4 mm² rigid copper cables per terminal (remove wire protection).
High protection rating IP65, impact resistance class IK07. VDE-tested.

Details on the cable types and manufacturers can be found in the general construction test certi-
ficate of the material testing institute MPA NRW, Erwitte.

PP Polypropylene /pc.

Junction box, FireBox T 160

    

Pastel orange 5

Type

T 160 E 4-8D

Colour Shipping
box
pcs

Item No.

7205 52 0
kg/100 pcs.

Weight

46,500
pcs

Pack.

1

Number of terminals without protective conductor terminal
Internal clearance: 176 x 135 x 67 mm

Halogen-free junction box, approved for electrical function maintenance
according to DIN 4102 Part 12. Function maintenance classes E30 to E90

Including premounted connection unit made of high temperature-resistant special ceramic with
fire protection screw ties for anchorless fastening.
Nominal cross-section: data cables with 0.8 mm wire Ø.
High protection rating IP65, impact resistance class IK06. VDE-tested.

Details on the cable types and manufacturers can be found in the general construction test certi-
ficate of the material testing institute MPA NRW, Erwitte.

PP Polypropylene /pc.

Junction box, FireBox T 160 D

T series FireBox thermoplastic junction box

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_452528&OID=1_V_438609&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_452528&OID=1_V_438609&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_452529&OID=1_V_438611&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_452529&OID=1_V_438612&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_452529&OID=1_V_438611&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_452529&OID=1_V_438612&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_456892&OID=1_V_438610&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_456892&OID=1_V_438610&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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1 terminal strip Light grey 40
— Light grey 40
3 cable glands Light grey 40
— Red grey 40

Type

B 9 T M 5
B 9 T M
B 9 T M NL
B 9 T M RO

Accessories Colour Shipping
box
pcs

Item No.

2001 84 5
2001 85 3
2001 86 1
2001 88 8

kg/100 pcs.

Weight

17,500
13,100
17,100
13,100

pcs

Pack.

5
5
5
5

The wet-room junction box comprises two halogen-free plastic components, 7 threaded entries
(M20 x 1.5), 1 additional entry in base with perforation membrane (for cable diameter up to 15
mm).
Where cable glands are used (giving additional strain relief) there is no need to remove the
membrane (this saves time). Protection IP 67 with cable gland and for the perforation mem-
brane.
Rated voltage 400 V; nominal cross-section 4 - 6 mm².
The lid is sealed with 4 pre-fitted rapid fastenings (180°). The fastening holes are additionally
moulded with a soft plastic component for bolt ø 5 mm (spacing 75 mm).
2 fastening bolt caps and 1 fastening bolt.
Clear internal dimensions: 98 x 98 x 40 mm

PP Polypropylene /100 pc.

Junction box B 9/T, with perforation membrane

M

   

— Light grey 40

Type

B 9 T 5

Accessories Colour Shipping
box
pcs

Item No.

2001 80 2
kg/100 pcs.

Weight

17,500
pcs

Pack.

5

B9/T...: Comprises 2 halogen-free plastics components, 8 threaded entries (PG16) with push-
through membrane (for cable diameter up to 15 mm)
including one in base. Where cable glands are used (giving additional strain
relief) there is no need to remove the membrane (this saves time).
Protection  IP67. Rated voltage 400 V; Nominal cross section 4 - 6 mm². The lid is secured with
4 pre-fitted rapid fixings (180°). The fixing holes are additionally moulded with a soft plastics
component for screw ø 5 mm (spacing 75 mm).
Clear internal dimensions: 98 x 98 x 40

PP Polypropylene /100 pc.

Junction box B 9/T, without perforation membrane

   

210 120

Type

MP WI KL. FS

Height Width

mm mm

Item No.

7084 76 5
kg/100 pcs.

Weight

20,200
pcs

Pack.

20

210 120MP WI KL. DD 7085 11 120,20020

Please order the truss-head bolt, type FRS B6 x 12, separately.
Angled mounting plate, for fastening on the side rail of the cable tray.

St Steel FS Strip-galvanised DD Zinc-aluminium coated, double-dip /pc.

Mounting plate, junction box B 9/T

  

   

Light grey 5 1.5-6 400 120

Type

KL-T 02-06

Colour No. of screw-
less terminals

Nominal
cross 

section

Nominal 
voltage

Shipping
box

mm² V pcs

Item No.

2016 18 5

kg/100 pcs.

Weight

4,380

pcs

Pack.

10

System accessories for junction boxes B9/T M; T 60

Steel terminal block and bolts, galvanised and transparently passivated, nominal 1,5 - 6 mm²,
nominal voltage 450 V, 5-pole, with terminal sockets, Max. connectable cross-sections per ter-
minal: 3 x 6 mm², 4 x 4 mm² or 6 x 2.5 mm² .

PA Polyamide /100 pc.

Terminal strip, junction box, B 9/T

62

25
35

4

5.4

11
.5

ø23.7

62

25
35

4

5.4

11
.5

ø23.7

B9/T thermoplastic cable junction box

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_745&OID=1_V_9875&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_745&OID=1_V_9893&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_745&OID=1_V_9894&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_745&OID=1_V_9895&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_745&OID=1_V_9875&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_745&OID=1_V_9893&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_745&OID=1_V_9894&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_745&OID=1_V_9895&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_9868&OID=1_V_9871&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_9868&OID=1_V_9871&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_66855&OID=1_V_63138&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_66855&OID=1_V_63138&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_170598&OID=1_V_166066&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_170598&OID=1_V_166066&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_468512&OID=1_V_458949&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_468512&OID=1_V_458949&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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— Light grey 80

Type

B 25 M

Accessories Colour Shipping
box
pcs

Item No.

2001 13 6
kg/100 pcs.

Weight

10,400
pcs

Pack.

5

Protection rating IP54, rated voltage 660 V, nominal cross-section 2,5 mm², two fastening holes
for bolts of up to 4.5 mm Ø in the interior of the box (seals and covers included), M6 fastening
thread and adhesive area under the base, 1 cover bolt, 7 break-out entries Ø 21 mm (M 20),
with 4 cable entries EDVS 20 for cable diameters 7.5–14 mm.
Clear internal dimensions: 73 x 73 x 35 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 25 M, without thread

M

    

— Light grey 80

Type

B 40 M

Accessories Colour Shipping
box
pcs

Item No.

2001 17 9
kg/100 pcs.

Weight

12,000
pcs

Pack.

5

Protection rating IP54, nominal voltage 660 V, nominal cross-section 4 mm², two fastening holes
for bolts up to 4.5 mm Ø on the inside of the box, but outside the terminals. M6 fastening thread
and adhesive area under the base. Two cover bolts, 7 break-out entries Ø 20 mm (M20), with 4
cable entries EDVS 20 for cable diameters 20–15 mm.
Clear internal dimensions: 78 x 78 x 43 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 40 M, without thread

M

    

— Light grey 80

Type

B 60 M

Accessories Colour Shipping
box
pcs

Item No.

2001 21 7
kg/100 pcs.

Weight

14,700
pcs

Pack.

5

Protection rating IP54, rated voltage 660 V, nominal cross-section 6 mm², two fastening holes
for bolts of up to 4.5 mm Ø in the interior of the box (seals and covers included), M6 fastening
thread and adhesive area under the base, four cover bolts, 7 break-out entries Ø 20.5 mm (M
20), with 4 cable entries EDVS 20 for cable diameters 7.5–15 mm.
Clear internal dimensions: 83 x 83 x 47 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 60 M, without thread

M

    

1 terminal strip Light grey 30
— Light grey 30

Type

B 100 M 5
B 100 M

Accessories Colour Shipping
box
pcs

Item No.

2001 24 1
2001 26 8

kg/100 pcs.

Weight

38,000
31,000

pcs

Pack.

5
5

Protection rating IP54, nominal voltage 660 V, nominal cross-section 10 mm², four fastening
holes for bolts up to 5 mm Ø on the inside of the box, but outside the terminals. Four cover
bolts, sealable with sealing caps supplied, 6 break-out entries Ø 25.5 mm (M25), with 4 push-in
seals EDVS 25 for cable diameters 7.5–22 mm.
Clear internal dimensions: 108 x 108 x 51 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 100 M, without thread

M

    

— Light grey 10

Type

B 160 M

Accessories Colour Shipping
box
pcs

Item No.

2001 30 6
kg/100 pcs.

Weight

55,000
pcs

Pack.

1

Protection rating IP54, nominal voltage 660 V, nominal cross-section 16 mm², four fastening
holes for bolts up to 5.5 mm Ø on the inside of the box, but outside the terminals.
Four cover bolts, sealable with sealing caps supplied, 8 break-out entries Ø 32.5 mm (M 32),
with 4 cable entries EDVS 32 for cable diameters 12–30 mm.
Clear internal dimensions: 150 x 125 x 61 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 160 M, without thread

M

Junction box, Duroplast, B series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_809&OID=1_V_9901&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_809&OID=1_V_9901&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_817&OID=1_V_9903&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_817&OID=1_V_9903&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_825&OID=1_V_9905&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_825&OID=1_V_9905&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_833&OID=1_V_834&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_833&OID=1_V_9907&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_833&OID=1_V_834&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_833&OID=1_V_9907&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_841&OID=1_V_9909&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_841&OID=1_V_9909&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V


24 OBO VBS

13
_1

_V
B

S
_M

ar
kt

sp
ez

ifi
sc

he
r K

at
al

og
au

sz
ug

_U
K

_K
ab

el
ab

zw
ei

gk
äs

te
n-

S
ys

te
m

e 
 / 

en
 / 

13
/0

3/
20

14
 (L

LE
xp

or
t_

01
64

6)
 / 

13
/0

3/
20

14

   

— Light grey 6

Type

B 250 M

Accessories Colour Shipping
box
pcs

Item No.

2001 34 9
kg/100 pcs.

Weight

85,000
pcs

Pack.

1

Protection rating IP54, nominal voltage 660 V, nominal cross-section 25 mm², four fastening
holes for bolts up to 5.5 mm Ø on the inside of the box, but outside the terminals.
Four cover bolts, sealable with sealing caps supplied, 12 break-out entries Ø 32.5 mm (M 32),
with 4 push-in seals EDVS 32 for cable diameters 12–30 mm.
Clear internal dimensions: 224 x 149 x 75 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 250 M, without thread

M

   

M 20 0-17 Light grey 1200
M 25 0-22 Light grey 1200
M 32 0-28 Light grey 600

Type

EDVS M20 LGR
EDVS M25 LGR
EDVS M32 LGR

Size For Ø Colour Shipping
box

mm pcs

Item No.

2012 37 5
2012 38 3
2012 39 1

kg/100 pcs.

Weight

0,125
0,185
0,295

pcs

Pack.

100
100

50

The push-in nipple can be cut back to suit the relevant cable diameter.

PE Polyethylene /100 pc.

Plug-in seal, B-series junction box
M

M20 12.8 3.4 24.8 20.3 0–6 5–10 9–15 14–17
M25 14.5 4.3 29.5 25.3 0–6 5–10 9–15 14–20 19–22
M32 17.8 4.4 36.3 32.3 0–6 5–10 9–15 14–20 19–25 24–28

mm mm mm mm mm mm mm mm mm mm

G L A D1 D2 D3 D4 D5 D6 D7 D8

Important dimensions, plug-in seal

Junction box, Duroplast, B series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_849&OID=1_V_9911&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_849&OID=1_V_9911&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_917&OID=1_V_918&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_917&OID=1_V_9920&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_917&OID=1_V_9921&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_917&OID=1_V_918&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_917&OID=1_V_9920&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_917&OID=1_V_9921&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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3 cable glands Light grey 60

Type

B 9 K M

Accessories Colour Shipping
box
pcs

Item No.

2001 94 2
kg/100 pcs.

Weight

13,500
pcs

Pack.

5

Protection rating IP54, empty box for use with individual terminals, four plastic cover bolts, thus
absolute corrosion-protection, two fastening bases for bolts of up to 5 mm Ø, 7 break-out
entries with thread M20 x 1.5. 3 polyamide cable glands for cable diameters of 9–12 mm, type
106 M.
Clear internal dimensions: 84 x 84 x 34 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 9/K M empty, with thread

M
94

39

45

19
.3

102 (Bef.--Loecher)

94

39

45

19
.3

102 (Bef.--Loecher)

    

— Light grey 80

Type

B 9 B M

Accessories Colour Shipping
box
pcs

Item No.

2001 63 2
kg/100 pcs.

Weight

9,960
pcs

Pack.

5

Protection rating IP54, nominal voltage 660 V, nominal cross-section 2,5 mm², two fastening
holes for bolts up to 5 mm Ø on the outside of the box, four cover bolts, 7 break-out entries with
thread M20 x 1.5, primarily for cable glands with short connecting thread.
Clear internal dimensions: 73 x 73 x 35 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 9/B M, with thread

M

    

1 terminal strip Light grey 80
— Light grey 80

Type

B 10 M 5
B 10 M

Accessories Colour Shipping
box
pcs

Item No.

2002 14 0
2002 16 7

kg/100 pcs.

Weight

22,480
17,360

pcs

Pack.

5
5

Protection rating IP54, rated voltage 660 V, nominal cross-section 2,5 - 4, in combination with
the earthing terminal 700/6 M, the box has the nominal cross-section 4 mm², two fastening
holes for bolts of up to 5 mm Ø on the outer side of the box. Four cover lids, 7 break-out entries
with thread M20 x 1.5, primarily for cable glands with short connecting thread.
Clear internal dimensions: 80 x 80 x 39 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 10 M, with thread

M

    

1 terminal strip Light grey 24
— Light grey 24

Type

B 11 M 5
B 11 M

Accessories Colour Shipping
box
pcs

Item No.

2002 32 9
2002 34 5

kg/100 pcs.

Weight

39,700
32,200

pcs

Pack.

1
1

Protection rating IP54, nominal voltage 660 V, nominal cross-section 10 mm², two fastening
holes for bolts up to 6 mm Ø on the outside of the box, four cover bolts, 10 break-out entries
with thread M20 x 1.5, primarily for cable glands with short connecting thread.
Clear internal dimensions: 125 x 100 x 44 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 11 M, with thread

M

Junction box, Duroplast, B series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10279&OID=1_V_10280&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10279&OID=1_V_10280&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10274&OID=1_V_10276&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10274&OID=1_V_10276&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10284&OID=1_V_10285&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10284&OID=1_V_10286&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10284&OID=1_V_10285&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10284&OID=1_V_10286&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10290&OID=1_V_10291&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10290&OID=1_V_10292&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10290&OID=1_V_10291&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10290&OID=1_V_10292&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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1 terminal strip Light grey 12
— Light grey 12

Type

B 12 M 5
B 12 M

Accessories Colour Shipping
box
pcs

Item No.

2002 50 7
2002 52 3

kg/100 pcs.

Weight

96,700
65,500

pcs

Pack.

1
1

Protection rating IP54, nominal voltage 660 V, nominal cross-section 16 mm², two fastening
holes for bolts up to 6 mm Ø on the outside of the box. Four cover bolts, 10 break-out entries
with thread M25 x 1.5.
Clear internal dimensions: 178 x 126 x 57 mm.

UF Duroplast, Aminoplast, type 131.5 /100 pc.

Junction box, B 12 M, with thread

M

   

Pg 16 28 64 Light grey 100
Pg 21 33.5 82 Light grey 60

Type

117 5x2.5
117 5x6

Entries Dimen-
sion D

Dimen-
sion L

Colour Shipping
box

mm mm pcs

Item No.

2022 02 8
2022 06 0

kg/100 pcs.

Weight

5,310
14,600

pcs

Pack.

10
5

117/2.5 VDE / PG 16: nominal cross-section 2.5 mm², with 5-pole terminal insert 2.5 mm² and
cable entries with strain relief for cable diameter 9–14 mm.
117/6 VDE / PG 21: nominal cross-section 6 mm², with 5-pole terminal insert 6 mm² and cable
entries with strain relief for cable diameter 12–18 mm.

Protection rating IP54, nominal voltage 660 V. VDE specifications state that connection sleeves
are only intended for local routing.

PS Polystyrene /100 pc.

Cable connection sleeve

Junction box, Duroplast, B series

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10296&OID=1_V_10297&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10296&OID=1_V_10298&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10296&OID=1_V_10297&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_10296&OID=1_V_10298&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_895&OID=1_V_896&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_895&OID=1_V_9915&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_895&OID=1_V_896&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_895&OID=1_V_9915&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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250

Type

KVM

Contents

ml

Item No.

2363 01 0
kg/100 pcs.

Weight

42,000
pcs

Pack.

1

Aquasit is a two-component casting compound in a cartridge for applications in areas with ex-
tremely high, continuous moisture. It can also be used for mechanical shock and vibrations.
The cartridge is suitable for use in standard cartridge pistols. The unopened aluminium pack-
aging can be stored for up to a year at room temperature. After opening the cartridge, the ma-
terial must be used within 24 hours.
Aquasit properties:
Protection rating: IP68 at 1,8 bar/1,000 h
Rated voltage: 400 V
Penetration resistance: >20 kv/mm to VDE 0291 Part 2
Operating temperature: –40 to +90 °C 
Processing temperature: 0 to +40 °C    
Halogen-free, silicon-free, isocyanite-free
Environmentally friendly and without the need to be labelled

/pc.

Aquasit cartridge

Quantity Cartridges
per junction box 0.3 0.5 0.8 1.1 1.4 0.7 1.0 1.7 2.9 1.6

Type A6 A8 A11 A14 A18 T25 T40 T60 T100 B9/T

Aquasit material consumption

    

Type

KVM-M

Item No.

2363 01 5
kg/100 PUs

Weight

17,000
PU

Pack.

1

10 mixer pipes in the set. 
Simple, automatic mixing of OBO AQUASIT when pressing out the compound from the cart-
ridge.

/VPE

AQUASIT mixer pipe

    

Type

KVM-P

Item No.

2363 01 9
kg/100 pcs.

Weight

100,000
pcs

Pack.

2

High-quality one-component cartridge pistol for use with the AQUASIT cold casting compound.
The cartridge pistol can also be used with normal 300 ml cartridges.

/pc.

Aquasit cartridge pistol

Aquasit cold casting compound

http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_250189&OID=1_V_246814&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_250189&OID=1_V_246814&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_292737&OID=1_V_291921&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_292737&OID=1_V_291921&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_293601&OID=1_V_293569&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
http://catalog1.obo-bettermann.com/catalogue/catalogue.do?favOid=1_V_293601&OID=1_V_293569&act=showIO&lang=de&forward=showProductGroupView&action=showOneProduct&catId=1_V
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	Junction box systems
	Thermoplastic cable junction box, A series
	Junction box A 6
	2000 00 1
	2000 00 5
	2000 00 3

	Junction box A 8
	2000 02 4
	2000 01 6
	2000 05 9
	2000 07 5

	Junction box A 11
	2000 32 6
	2000 34 2
	2000 16 4
	2000 18 0

	Junction box A 14
	2000 38 2
	2000 37 8
	2000 38 6
	2000 39 0

	Junction box A 18
	2000 41 4
	2000 41 0
	2000 41 8
	2000 42 2

	Terminal strip, junction box, A series
	2017 34 2


	Thermoplastic junction box, T series
	Junction box T 25, plug-in seal
	2007 02 9
	2007 50 9
	2007 31 2
	2007 62 2
	2007 58 1
	2007 43 0

	Junction box T 40, plug-in seal
	2007 04 5
	2007 51 7
	2007 32 0
	2007 63 0
	2007 58 4
	2007 43 2

	Junction box T 60, plug-in seal
	2007 06 1
	2007 52 5
	2007 33 9
	2007 63 8
	2007 58 7
	2007 43 4

	Junction box T 100, plug-in seal
	2007 07 7
	2007 53 3
	2007 08 1
	2007 34 7
	2007 64 4
	2007 59 0
	2007 43 6

	Junction box T 160, plug-in seal
	2007 09 3
	2007 54 1
	2007 09 7
	2007 35 5
	2007 64 9
	2007 59 3
	2007 44 0

	Junction box T 250, plug-in seal
	2007 10 9
	2007 55 4
	2007 36 3
	2007 65 7
	2007 59 6
	2007 44 4

	Junction box T 350, plug-in seal
	2007 12 5
	2007 56 8
	2007 37 1
	2007 66 5
	2007 59 9
	2007 44 8

	Junction box T 40, closed
	2007 22 3

	Junction box T 60, closed
	2007 23 9

	Junction box T 100, closed
	2007 25 5

	Junction box T 160, closed
	2007 27 1

	Junction box T 250, closed
	2007 28 7

	Junction box T 350, closed
	2007 30 3

	Junction box with premarking
	2007 90 0
	2007 90 4
	2007 91 0
	2007 91 4

	Plug-in seal for cables, T-series junction box
	2011 63 8
	2011 64 6
	2011 65 4
	2011 68 9
	2011 69 7
	2011 70 0

	Plug-in seal for pipes, T-series junction box
	2011 50 6
	2011 51 4
	2011 52 2
	2011 53 0
	2011 54 6

	Mounting plate, angled
	7084 76 5
	7085 11 1

	Mounting plate for cable tray
	7084 77 3

	Mounting plate for mesh cable tray
	6006 48 6

	Fastening element for cable tray
	2007 83 5

	Fastening element for mesh cable tray
	2007 83 3

	Terminal strip, junction box, T series
	2016 18 0
	2016 18 5
	2016 19 0
	2016 19 5

	Hat profile rail, junction box T series
	1115 27 0
	1115 27 4
	1115 27 8
	1115 28 2
	1115 28 6
	1115 38 0
	1115 38 2
	1115 38 4
	1115 38 6
	1115 38 8

	Plug-in seal EDVS
	2012 37 5


	Thermoplastic junction box, T series with strain relief
	Junction box T 40 ZE, strain relief entry
	2007 80 1

	Junction box T 60 ZE, strain relief entry
	2007 80 3

	Junction box T 100 ZE, strain relief entry
	2007 80 5

	Junction box T 100 WB3, Wieland socket
	2007 80 7

	Junction box T 100 WB5, Wieland socket
	2007 84 0

	Junction box T 100 WB 2S3, Wieland socket
	2007 80 9

	Junction box T 100 WB 4S3, Wieland socket
	2007 81 1

	Junction box T 100 WB 3S3, Wieland socket
	2007 81 3

	Junction box T 100 WB6S 3x2, Wieland socket
	2007 81 4

	Junction box T 100 WB 1W3 1S3, Wieland socket
	2007 81 5

	Junction box T 100 WB 1W3 2S3, Wieland socket
	2007 81 7

	Junction box T 100 WB 2W3 2S3, Wieland socket
	2007 81 9

	Junction box T 100 WB 2W3 4S3, Wieland socket
	2007 82 0

	Junction box T 100 WB 6S3, Wieland socket
	2007 82 2

	Junction box T 100 WB 3S3 1S4, Wieland socket
	2007 84 4

	Junction box T 100 WB 2S4, Wieland socket
	2007 84 8

	Junction box T 100 WB 2S5, Wieland socket
	2007 85 2

	Junction box T 100 WB 4S5, Wieland socket
	2007 85 6

	Junction box T 100 WS 1S3 3S3A, Wieland connector and socket
	2007 87 0

	Junction box T 100 WS 1S3 2S3D, Wieland connector and socket
	2007 87 6

	Junction box T 100 WS 1S4 2S3C, Wieland connector and socket
	2007 87 4

	Locking, junction boxes T100 Wieland
	2007 86 0
	2007 86 5

	Junction box, T 100 MSD, 2 Modul 45 sockets in lid
	2007 82 1
	2007 82 3

	Junction box, T 100 MSD, 4 Modul 45 sockets in lid
	2007 82 5


	T series FireBox thermoplastic junction box
	Junction box, FireBox T 100
	7205 51 0

	Junction box, FireBox T 160
	7205 52 4
	7205 52 8

	Junction box, FireBox T 160 D
	7205 52 0


	B9/T thermoplastic cable junction box
	Junction box B 9/T, with perforation membrane
	2001 84 5
	2001 85 3
	2001 86 1
	2001 88 8

	Junction box B 9/T, without perforation membrane
	2001 80 2

	Mounting plate, junction box B 9/T
	7084 76 5
	7085 11 1

	Terminal strip, junction box, B 9/T
	2016 18 5


	Junction box, Duroplast, B series
	Junction box, B 25 M, without thread
	2001 13 6

	Junction box, B 40 M, without thread
	2001 17 9

	Junction box, B 60 M, without thread
	2001 21 7

	Junction box, B 100 M, without thread
	2001 24 1
	2001 26 8

	Junction box, B 160 M, without thread
	2001 30 6

	Junction box, B 250 M, without thread
	2001 34 9

	Plug-in seal, B-series junction box
	2012 37 5
	2012 38 3
	2012 39 1

	Junction box, B 9/K M empty, with thread
	2001 94 2

	Junction box, B 9/B M, with thread
	2001 63 2

	Junction box, B 10 M, with thread
	2002 14 0
	2002 16 7

	Junction box, B 11 M, with thread
	2002 32 9
	2002 34 5

	Junction box, B 12 M, with thread
	2002 50 7
	2002 52 3

	Cable connection sleeve
	2022 02 8
	2022 06 0


	Aquasit cold casting compound
	Aquasit cartridge
	2363 01 0

	AQUASIT mixer pipe
	2363 01 5

	Aquasit cartridge pistol
	2363 01 9




