
Certification
fire-smoke for SES-STERLING products

A7 - Protection tubing, cable glands and
accessories (0630)

Type EN 45545-2 NF F16-101 & 102

PLIOWELL 
PWR

R22 HL3 
R23 HL3

I2 F2
(PV expired)

PLIOLOCK
R22 HL3 
R23 HL3

I3 F2
(PV expired)

A20/A21/A22 - Polychloroprene rub-
ber moulded parts HELAVIA, in TPE
thermoplastic rubber and plastic
Plioprène.

By previously checking with the instal-
ler the product location and its envi-
ronment, our moulded parts and
grommets, whose mass is usually less
than 10g, should be accepted without
special approval according to para-
graph 4.3 of the "grouping rules" of
the standard.

C1 - Cable trunking with slot punching

Type EN 45545-2 NF F16-101 & 102 DIN 5510-2

Trunking
GN (0839)

SR1/ST2/S3 

Trunking
GF-DIN-SH
(0848)

R22 HL3 
R23 HL3

I3 F2 S4/SR2/ST2 

C12 - Cable ties SES-QUICK and fixing
accessories (0186)

Type EN 45545-2 NF F16-101 & 102

SE-HT
R22 HL3 
R23 HL3

I3 F1

SE
R22 HL2 
R23 HL2

I3 F2 

SL-V0 & SE-V0 
R22 HL3 
R23 HL3

I3 F2

A6 - Braided sleevins PLIOSIL (0624)

Type EN 45545-2 NF F16-101 & 102 DIN 5510-2

PLIOSIL
PET

R22 HL3 
R23 HL3

I2F1 black
I3F1 grey

SR2/ST2/S4
(PV expired)

PLIOSIL 
PA

I3 F2
SR2/ST2/S4
(PV expired)

PLIOSIL
PET-V0

SR2/ST2/S4
(PV expired)


