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 GUV16070 16-70 5,1-10,7
 GUV70185 70-185 10,7-17,6
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  SP58 158185 12.7 mm - 16.0 mm 10 mm 6 mm2 - 25 mm2 33.9 N/M 50

SP58 Stainless Steel Ground Rod Clamp

 Reference  Part No. Electrodes  Conductor Min. Torque
 code  Ground Rod Sizes Rebar Sizes Withstand

Conductor to Ground Rod Clamp

 Reference  Part No. Description   Conductor Size Ground Rod
 code   Tape  Wire/Cable Size
  MPSC404SS 120319 Conductor to  up to from 35 5/8” and 3/4” 5 
   ground rod clamp 40 mm to 50 mm2

 EGRD58 158500 1,5 m driver body with insert
   for up to 14,2 mm   1 10,420
 EGRD58L 158510 Replacement insert for
   14,2 mm (5/8”)   1 2,720
 EGRD34 158520 Driver body with insert for
   up to 17,2   1 10,420
 EGRD34L 158530 Replacement insert for
   17,2 mm (3/4”)   1 2,720

 Reference code Part No. Description     Unit
       weight kg

Ground Rod Driver

Saddle and Rod Clamps

 Reference code Part No. Nominal    Unit
   Rod ø mm   weight kg

 UB16 710370 16   10 0,200
 UB20 710380 20   10 0,200
 UB25 710390 25   10 0,210
 GUV16070 710400 10-20  5 0,390
 GUV70185 710410 16-20  5 0,440

 • • •  Gunmetal + Copper U bolt

 Reference code Conductor range
 area (mm2) ø mm

Rod to Tape Disconnect Clamp (Type A)

 Reference code  Part No.              Clamp capacity    Unit
   A mm B mm   weight kg

 RTC1626 158410 26x12 16   10 0,160
 RTC2030 710345 31x10 20   10 -
 RTC2051 710350 51x12 20   10 0,310
 RTC2526 710360 26x10 25   10 0,230

 • • •  Gunmetal 

GROUNDING & BONDING

Connecting Clamp For Cable to  
Ground Rods SG & SS

 Reference code Part No. Rod ø    Unit
   mm   weight kg

 S13620 158440 20   5 0,070
 • • •  Copper/Steel - Cable capacity 70mm2

Rod to Cable Clamps (Type C)

 Reference code Part No. Rod     Unit
   ø in mm    weight kg

 C12 158260 12,5-12,7   5 0,040
 C58 158160 12,5-15,0   5 0,084
 C34 158170 14,2-17,2   5 0,086
 C19 156900 14,2-19,0   5 0,085
 C20 156910 14,2-20,0   5 0,125
 C1 158250    5 0,110

 CP38 158155 Max 16 sq mm   100 0,022
 CP58 158165 Max 25 sq mm   50 0,059
 CP34 158175 Max 25 sq mm   50 0,077

 • • •  Gunmetal

 • • •  Bronze      Cond. size cross section

Type C Type CP

Conductor Capacity
Type C: Max 70 sq mm
Type CP: Max 25 sq mm
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