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WALLL LIGHTSS SPECIFICATION SHEET

400000K 118° / 4000K 38°
Additional diagrams available at collingwoodlighting.com

Equivalent to 20W halogen

Complete with wall fixings

Adjustable angle to direct light

Copper for antique effect (WL320A)

Suitable for indoor and outdoor use

LED DRIVERS Bathroom zone applicable to fitting only

Product coode mA SELV Dimming Bathrroom zone Min Max

PLU/350 1-9 350 Yes No 1 1 3

PLR/350 1-5 350 Yes No 1 1 1

PLD UNI-DRIVE 350MA 350 Yes Yes (1-10V) 2 1 3

For LED driver bathroom zone & additional LED drivers see page 290-295

GENERAL

Construction material WL220A / WL020A:  Anodised aluminium     WL320A:  Copper

WIRING

Cable / flying lead 0.05  (0.205mm2 red & black PTFE)

Type of wiring required Series

ACCESSORIES

Product coode Descriptiion

PDC/GRID DIMMER Grid dimmer kit for multiple fitting types 296

PHOTOMETRICS @ 25°C

Colour Product code CRI lm lm/W lx at 1m

4000K 38° WL220A F NW >70Ra 310 103 705

18° WL220A S NW >70Ra 310 103 2823

38° WL020A BLK F NW >70Ra 310 103 705

18° WL020A BLK S NW >70Ra 310 103 2823

38° WL320A F NW >70Ra 310 103 705

3000K 38° WL220A F WW >80Ra 265 88 602

18° WL220A S WW >80Ra 265 88 2413

38° WL020A BLK F WW >80Ra 265 88 602

18° WL020A BLK S WW >80Ra 265 88 2413

38° WL320A F WW >80Ra 265 88 602

IP65 Suitable for use

outdoors

3-year extended 

warranty available

3SDCML70, B10ZONEWL320AWL220A / WL020A

40°C
38°18 1.4kg1kg3W
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WL220A    WL020A BLK    WL320A
LED wall light

330°90°

Patent information: collingwoodlighting.com/patent

Also available in RGB (WL220A / WL020A)

See page 266

WL020A BLK

This luminaire 
contains built-in 

LED lamps.

The lamps cannot be changed 
in the luminaire.
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WL220A WL320A

7500

5000

cd / klm10000

2500
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