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MOULDED	IEC	60309	SURfaCE	appLIaNCE	INLETS

ip44 splashproof compact - angled

ip44 splashproof - angled
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110 PM16/780
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110 PM32/780
230 PM32/781
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16 400 PM16/785N PM16/788N
32 400 PM32/785N PM32/788N

(A) Poles
mm.

A B C D E F G h 

16 2P+E 86 103 69 69 37 35 M20 18
32 2P+E 89 125 85 65 32 51 M25 21

(A) Poles
mm.

A B C 

16
3P+E 70.5 76 121

3P+N+E 70.5 79 123

32
3P+E 70.5 83 131

3P+N+E 70.5 86 132

sURFACE APPLIANCE INLETs

Conformity to Standards: BS EN 60309-1  IEC 60309-1 
 BS EN 60309-2  IEC 60309-2 
 BS EN 60529  IEC 60529 
Impact resistance:  >IK 06   
Glow wire test: 850°C   
Temperature resistance: Operating  -25 to +50°C
 Storage   -30 to +70°C

Cable entry  16A 2P+E & 3P+E  M20 Threaded
  3P+N+E  M25 Threaded
 32A   M25 Threaded
Connecting sections 16A  min:   1 max:   2.5 mm2

of the wires 32A  min:   2.5 max:   6 mm2




