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Features & Benefits
2x32W CFL direct replacement

Structural heat sink removes the need for noisy and inefficient cooling fans

CRI 90, ideal for retail applications

General Information
Product Group LED- 3M Recessed

Product Range Commercial

Trade Name Coral LED

Light Source LED

Light Source Features Neutral White

Lighting Product Type Emergency Lighting
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Lighting Product Type Downlight

Product Shape Round

Trim Trimless

Additional Information See luminaire accessories for rim finishes available(IP65 rim optional)

Mounting Recessed

Product Weight 2.2kg

Recommended Product Location Ceiling application indoors only

Minimum Void Requirement 150mm

Method Of Fix Use the ceiling clips provided

Product Aperture Size 212mm

IP Rating IP20

Environment Indoor

Suitable For Zones Outside of zone 2

Recommended Fire Hood JC93008

Luminaire Accessories JC5052N / JC5054 / JC5060 / JC5068 / JC5110 / JC5118

Dimming Protocol Compatibility DALI

Driver Manufacturer Tridonic

LED Manufacturer/Type SLE G5 17MM 3000LM 900MA/TRIDONIC

Electrical
Voltage Rating 220-240

Secondary Running Current <70V DC

Primary Running Current 800mA

Operating Frequency (Hz) 50/60Hz

CC or CV CC

Luminaire Circuit Wattage 32W
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Class Class I, Must be earthed

Output Voltage (V) 120V DC Max

EMC Compliant (EN55015) yes

Input Electrical Connections Neutral/Switched Live/Earth/Un-switched Live

Dimmable Yes, using compatible DALI system only (off/1%-100%)

Emergency Data
Load Voltage 6-55V 40-320ma

Nominal Battery Current 1.1 Amp

Recharge Time 24 Hours

Battery Specification 3 cell C type Ni-MH 3.6V 4500 mAh(Parallel)

Charge Current 200mA

DDP Protection yes

LOR In Emergency Mode 12%

Inverter PFC 0.88

Thermals
Max Luminaire Ambient Temp. -25°C to + 50°C

Max Driver/Ballast Ambient Temp. 26°C

Thermal Cut Out 110°C

Insulation Coverage Do not cover

Minimum Free Air Space 100mm

Performance Data
Energy Rating A

Actual Lumen Output 2800
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Lumen Output 2001-3000

Lumens Per Circuit Watt 88

LED Life (Hours) 30,000

Color Rendering Index 90-100

CRI: Ra 90

Correlated Color Temperature 4000K

Light Distribution Detail 110-degree

LOR (Light Output Ratio) % 90%

Photometry Available yes

Construction
Primary Material Aluminum

Heat Sink Die-cast Aluminium

Driver Housing Polycarbonate

Rim Or Attachment Available to order

Packaging
Luminaire Carton Dimensions 420mm x 237mm x 120mm

Quantity Per Outer Carton 4

Bar Code EAN Number 5052544052323

Packaged Weight 2.5kg

Standards & Approvals
Listings CE

Manufactured In Accordance To BS EN 60598-2-1

CE Marked yes
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Batch Coded yes

Certificate Of Conformity yes

Accredited Members LIA, ISO9001:2015, ISO14001:2015
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