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CP0413 

 

Features 

. Tough resilient plastic 

. Patented Technology for friction free winding 

. Compact design 

. High visibility cable 

. 13AMP 

. 4 Sockets 

. 4 Metres of cable 

. Thermal Cut Out 

 

Dimensions (Product Only) 
 

 
Weight 

(g) 

Height 

(mm) 

Width 

(mm) 

Length 

(mm) 

CP0413 820 60 210 210 

 

Technical Specification 

. 3120 watts unwound 

. 13 AMP rating 

. BS EN 61242 

 

Description 

The SMJ CP0413 is made from tough resilient 

plastic with patented technology to ensure 

friction free winding for complete comfort 

and easy use. Encloses a high visibility yellow 

cable in its compact design to ensure it is 

easily transported. Rated at 13AMP with 4 

child safety sockets and 4 metres of cable, it is 

perfect for outdoor use.  

 

 Range 

ReelPro Cassette 

CP0510 

CP0813 

CP1010 

CP1013 
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Features 

. Tough resilient plastic 

. Patented Technology for friction free winding 

. Compact design 

. High visibility cable 

. 13AMP 

. 4 Sockets 

. 8 Metres of cable 

. Thermal Cut Out 

 

Dimensions (Product Only) 
 

 
Weight 

(g) 

Height 

(mm) 

Width 

(mm) 

Length 

(mm) 

CP0813 1368 105 210 210 

 

Range 

ReelPro Cassette 

CP0413 

CP0510 

CP1010 

CP1013 

 

Technical Specification 

. 3120 watts unwound 

. 13 AMP rating 

. BS EN 61242 

 

Description 

The SMJ CP0813 is made from tough resilient 

plastic with patented technology to ensure 

friction free winding for complete comfort 

and easy use. Encloses a high visibility yellow 

cable in its compact design to ensure it is 

easily transported. Rated at 13AMP with 4 

child safety sockets and 8 metres of cable, it is 

perfect for outdoor use.  
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CP1013 

 

Features 

. Tough resilient plastic 

. Patented Technology for friction free winding 

. Compact design 

. High visibility cable 

. 13AMP 

. 4 Sockets 

. 10 Metres of cable 

. Thermal Cut Out 

 
Dimensions (Product Only) 
 

 
Weight 

(g) 

Height 

(mm) 

Width 

(mm) 

Length 

(mm) 

CP1013 1570 110 235 208 

 

Description 

The SMJ CP1013 is made from tough resilient 

plastic with patented technology to ensure 

friction free winding for complete comfort 

and easy use. Encloses a high visibility yellow 

cable in its compact design to ensure it is 

easily transported. Rated at 13AMP with 4 

child safety sockets and 10 metres of cable, it 

is perfect for outdoor use.  

 

 

Technical Specification 

. 3120 watts unwound 

. 13 AMP rating 

. BS EN 61242 

 

Range 

ReelPro Cassette 

CP0413 

CP0510 

CP0813 

CP1010 

 

 

*This is an image of the CP0813. 

The CP1013 is the same style with 

10 metres of cable.  


