
Code Duct Size Description Connection Material Colour Fire Standards Manufactured to

494 Ø100mm Straight Connector with Damper Male HIPS (High Impact Polystyrene) White UL94HB ISO9001

594 Ø125mm Straight Connector with Damper Male HIPS (High Impact Polystyrene) White UL94HB ISO9001

694 Ø150mm Straight Connector with Damper Male HIPS (High Impact Polystyrene) White UL94HB ISO9001

Code Duct Size Description Connection Material Colour Fire Standards Manufactured to

495 Ø100mm Straight Connector  
with Damper and Wall Plate

Male HIPS (High Impact Polystyrene) White UL94HB ISO9001

595 Ø125mm Straight Connector  
with Damper and Wall Plate

Male HIPS (High Impact Polystyrene) White UL94HB ISO9001

695 Ø150mm Straight Connector  
with Damper and Wall Plate

Male HIPS (High Impact Polystyrene) White UL94HB ISO9001

Straight Connector with Damper Straight Connector with Damper and Wall Plate
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Ø100mm EasyPipe 100
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Ø125mm EasyPipe 125
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Ø125mm EasyPipe 125
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Resistance data in Pascals (Pa)

Size @5l/s @10l/s @15l/s @20l/s @25l/s @30l/s @35l/s @40l/s

Ø100mm 5.5 7.7 9.9 12.1 14.8 18 20.8 24.9

Size @10l/s @20l/s @30l/s @40l/s @50l/s @60l/s @70l/s @80l/s

Ø125mm 10.1 14.5 18.3 23.5 27.5 32.5 38.6 41.3

Ø150mm 7.7 11.5 14.8 18.4 21.4 25 28.9 31.5

Resistance data in Pascals (Pa)

Size @5l/s @10l/s @15l/s @20l/s @25l/s @30l/s @35l/s @40l/s

Ø100mm 5.5 7.7 9.9 12.1 14.8 18 20.8 24.9

Size @10l/s @20l/s @30l/s @40l/s @50l/s @60l/s @70l/s @80l/s

Ø125mm 10.1 14.5 18.3 23.5 27.5 32.5 38.6 41.3

Ø150mm 7.7 11.5 14.8 18.4 21.4 25 28.9 31.5
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