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LV Resin Cable Joints

Standard of Compliance - BS EN 50393:2006-11 
VDE 0278:393 (where applicable), IEC 60455-3-8:2013
Specifications - Polyurethane Resin >1Kv 
• �Suitable for most cable types; PVC,PILC,XLPE,EPR,

List No. Max. 4 core Type Pack  
Qty

NCM0C 1.5-6mm2 Straight through 1

NCM1C 10-16mm2 Straight through 1

NCM2C 25mm2 Straight through 1

NCM3C 35-95mm2 Straight through 1

NCM4C 120mm2 Straight through 1

NCS185C 150-185mm2 Straight through 1

NCS300C 240-300mm2 Straight through 1

NCB1C 6-16mm2 Branch joint 1

NCB2C 16-35mm2 Branch joint 1

6mm Belled Entry - Copper

10mm Belled Entry - Copper 25mm Belled Entry - Copper

16mm Belled Entry - Copper

Standard of Compliance - BS EN 61238

Standard of Compliance - BS EN 61238 Standard of Compliance - BS EN 61238

Standard of Compliance - BS EN 61238

List No. Nominal  
Conductor

Stud Size Pack  
Qty

NT6-5 6mm2 5 100

NT6-8 6mm2 8 100

List No. Nominal  
Conductor

Stud Size Pack  
Qty

NT10-6 10mm2 6 100

NT10-8 10mm2 8 100

NT10-10 10mm2 10 100

List No. Nominal  
Conductor

Stud Size Pack  
Qty

NT25-8 25mm2 8 50

NT25-10 25mm2 10 50

NT25-12 25mm2 12 50

List No. Nominal  
Conductor

Stud Size Pack  
Qty

NT16-8 16mm2 8 100

NT16-10 16mm2 10 100
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35mm Belled Entry - Copper

50mm Belled Entry - Copper

70mm Belled Entry - Copper

95mm Belled Entry - Copper

Standard of Compliance - BS EN 61238

Standard of Compliance - BS EN 61238

Standard of Compliance - BS EN 61238

Standard of Compliance - BS EN 61238

List No. Nominal  
Conductor

Stud Size Pack  
Qty

NT35-8 35mm2 8 20

NT35-10 35mm2 10 20

NT35-12 35mm2 12 20

List No. Nominal  
Conductor

Stud Size Pack  
Qty

NT50-8 50mm2 8 20

NT50-12 50mm2 12 20

List No. Nominal  
Conductor

Stud Size Pack  
Qty

NT70-8 70mm2 8 20

NT70-12 70mm2 12 20

NT70-14 70mm2 14 20

List No. Nominal  
Conductor

Stud Size Pack  
Qty

NT95-10 95mm2 10 20

NT95-12 95mm2 12 20

NT95-14 95mm2 14 20

Standard of Compliance - IEC 600529 SABS 2333
Specifications -  UV resistant glass reinforced Polyester 
• Earthing continuity ring provided • IP66 
• �IP68 (When used with Correct IP68 Glands - AJG type)

List No. Description Pack  
Qty

AJBS20 M20 Box lid Spanner 1

AJBS25 M25 Box lid Spanner 1

4-Way Junction Box

Lid Spanners

List No. Entry Size Internal 
Dia.

Internal
 Height

Pack  
Qty

AJB20 M20 80mm 49mm 1

AJB25 M25 110mm 53mm 1

Standard of Compliance - BS 6121-1:2005
Specifications -  IP68 (when fitted with seal)

List No. Description Pack  
Qty

AJG20S M20S SWA gland 1

AJG20 M20 SWA gland 1

AJG25 M25 SWA gland 1

IP68 Glands




