White Moulded Double Pole Switches

Double Pole Switches (20A) (Continued)

20A Double Pole Switches with LED Indicator \& Flex Outlet - Printed Text

| Printed 'Dishwasher' | WMDP84FON/DW |  |
| :--- | :--- | :--- |
| Printed 'Fan' | WMDP84FON/FAN |  |
| Printed 'Freezer' | WMDP84FON/FRE |  |
| Printed 'Fridge' | WMDP84FON/FRI |  |
| Printed 'Tumble Dryer' | WMDP84FON/TD |  |
| Printed 'Washing Machine' | WMDP84FON/WM |  |
| Printed 'Waterheater' | WMDP85FON |  |

20A Double Pole Switches with LED Indicator - Printed Text

| Printed 'Dishwasher' | WMDP84N/DW |
| :--- | :--- |
| Printed 'Fan' | WMDP84N/FAN |
| Printed 'Freezer' | WMDP84N/FRE |
| Printed 'Fridge' | WMDP84N/FRI |
| Printed 'Tumble Dryer' | WMDP84N/TD |
| Printed 'Washing Machine' | WMDP84N/WM |
| Printed 'Waterheater' | WMDP85N |

## Double Pole Switches (50A)

## Characteristics:

- Complies with BS EN 60669-2-4.
- Rated conditional short circuit current (Inc) 1500A tested with Hager MTN150 6kA B curve MCB.
- All terminal screws upward facing for ease of installation.
- Clearly printed terminal marking.
- Capacity of each terminal: $2 \times 6 \mathrm{~mm}^{2}, 1 \times 10 \mathrm{~mm}^{2}$.
- For mounting boxes see selection chart on page 5.47.
- Supplied with M3.5 x 30mm long fixing screws.
- We also offer a bespoke printing service for your individual requirements. Please contact our Estimation Team on 01952675594 for further details.
Description
50A Double Pole Switches
With LED Indicator (1 Gang) WMDP50N

Vertical with LED Indicator (2 Gang) WMDP50VN

50A Double Pole Switches with LED Indicator - Printed Text

| Printed 'Cooker' | WMDP50N/CK |
| :--- | :--- |
| Printed 'Hob' | WMDP50N/HB |
| Printed 'Oven' | WMDP50N/OV |
| Printed 'Shower' | WMDP50N/SH |

50A Double Pole Vertical Switches with LED Indicator - Printed Text

| Printed 'Cooker' (2 Gang) | WMDP50VN/CK |
| :--- | :--- |
| Printed 'Hob' (2 Gang) | WMDP50VN/HB |
| Printed 'Oven' (2 Gang) | WMDP50VN/OV |

