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E/ME/M3F -  Meteor 
fluorescent

E/LEG/ME/AD -  
Meteor fluorescent 
with drop down 
legend showing 
arrow down

PRODUCT CODE DESCRIPTION
E/ME/M3F Meteor Fluorescent 8W maintained luminaire
E/ME/NM3F Meteor Fluorescent 8W non-maintained luminaire
E/LEG/ME/AD Meteor drop down exit legend arrow down
E/LEG/ME/ALR Meteor drop down exit legend arrow left/ right 
E/PIC/ME/PACK Meteor pictogram pack - AD/AL/AR/AU
E/BEZ/ME Bezel for Meteor 
E/BRACKET/ME Bracket for Meteor bezel
C/ME/8/110 Meteor 110V Slace Luminaire 
C/ME/8/230 Meteor 230V Slace Luminaire
C/ME/8/24 Meteor 24V Slace Luminaire
C/ME/8/50 Meteor 50V Slace Luminaire
REPLACEMENT PARTS
B/BATT/METEOR 2 .4V 4AH NiCd SBS battery complete with connector

PHOTOMETRIC SPACING DATA (1 lux)

Mounting height

2 .5m 1 .6 4 .6 4 .3 1 .4
4m N/A 3 .6 3 .4 N/A

T5 
Tube 8W 108 lm IP65 18m 0 .8Kg

PRODUCT FEATURES 
•	 Dimensions: 75mm (D) 350mm (L) 90mm(W)
•	 Cut out dimensions: 338mm -  84mm 
•	 Light source: T5 fluorescent tube
•	 Power consumption: 8W
•	 Lumen output: 108 lm (emergency mode)
•	 Material: Polycarbonate
•	 IP Rating: IP65
•	 Maintained or non-maintained 3 hour emergency backup
•	 Viewing distance: 18m with drop down legend
•	 Weight: 0 .8Kg
•	 Compliance: BS EN 60598-2-22
•	 Other accessories: Pictograms or drop down legends available

Meteor™ Fluorescent

PRODUCT CODE DESCRIPTION
E/ME/M3F/110 Meteor 8W maintained luminaire 110V yellow base
E/LEG/ME/AD Meteor drop down exit legend arrow down
E/LEG/ME/ALR Meteor drop down exit legend arrow left/right
E/PIC/ME/PACK Meteor pictogram pack - AD/AL/AR/AU
REPLACEMENT PARTS
B/BATT/METEOR 2 .4V 4AH NiCd SBS battery complete with connector

E/ME/M3F/110  Meteor 110V

T5 
Tube 8W 108 lm IP65 18m 0 .8Kg

PRODUCT FEATURES 
•	 Dimensions: 75mm (D) 350mm(L) 90mm(W)
•	 Cut out dimensions: 335mm(L) 80mm(W) 30mm(D)
•	 Light source: T5 Fluorescent tube
•	 Power consumption: 8W
•	 Lumen output: 108 lm (emergency mode)
•	 IP Rating: IP65
•	 Maintained 3 hour emergency backup
•	 Viewing distance: 18m with drop down legend
•	 Weight: 0 .8Kg
•	 Compliance: BS EN 60598-2-22
•	 Other accessories: Pictograms or drop down legends available

Meteor™ 110V AC


