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• Converts a single socket to a double with no alteration to the wall box
• Minimum mounting box depth 25mm
• Terminal capacity 3 x 2.5mm², 3 x 4.0mm² & 2 x 6.0mm²
• Manufactured to BS 1362 Part 2

822CON

13 Amp Converter Switched Socket Outlet
Round 
Edge

Square 
Edge

822CON - 1 gang to 2 gang, SP 5 50

Cat No. Description
Inner 

Carton
Outer 
Carton

13 Amp Socket Outlets
Round 
Edge

Square 
Edge

821 921 1 gang SP 10 100
821DP 921DP 1 gang DP 10 100
822 922 2 gang SP 5 50
822DP 922DP 2 gang DP 5 50
822DPOB - 2 gang DP, switched, outboard rockers 5 50
823 923 1 gang unswitched 10 100
824 924 2 gang unswitched 5 50
825 925 1 gang switched with indicator 10 100
826 926 2 gang switched with indicators 5 50

821 822 822DPOB825

• Twin earth fitted as standard to allow a double earth facility for 
installations requiring high integrity protective connection Ref. 
BS 7671:2008

• Manufactured to BS 1363-2

• Minimum mounting box depth 25mm
• Terminal capacity 3 x 2.5mm², 3 x 4.0mm² & 2 x 

6.0mm²

925921 923 922DP

Easy to Install

Step 1

Switch off electricity supply & remove 
the old socket

Step 2

Connect the new converter socket

Step 3

Fix to wall box & fit  
screw cover caps
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