NEW

BT EVO IP65 IK10 ADJUSTABLE
WATTAGE AND CCT LED BULKHEADS
* 3000K/ 4000K/5700K adjustable

* YW/ 14W/ 18W adjustable

o UV-stabilised body and diffuser

* Push-fit terminals with loop-in-loop-out capabilities,
hinged gear tray, twist lock diffuser and a clip-on bezel

e 20mm conduit entry points on four sides plus rear BESA o
mounting points
¢ Options available: standard, emergency, microwave
sensor, emergency with a microwave sensor, corridor =
function, corridor function with emergency, daylight WARRANTY
sensor, daylight sensor with emergency. [
 Offered standard as white with optional bezels in Matt "ng
Black, Chrome, Eyelid Matt Black and Eyelid Grey. -
* 9W - 930lm at 4000K
e 14W - 1,400lm at 4000K
e 18W - 1,750lm at 4000K
Construction: Polycarbonate & ABS
Driver: Integral
Lamp type: LED
Code Wattage Model ccT Lumens Dimensions (mm)
BTEV 9/14/18W  Standard 3000/4000/5700K  Up to 1750lm  @: 300 P: 65 NEW
BTEVEM 9/14/18W Emergency 3000/4000/5700K  Up to 1750lm  @: 300 P: 65 NEW
BTEVCF 9/14/18W  Corridor Sensor 3000/4000/5700K  Up to 1750lm  @: 300 P: 65 NEW
BTEVCFEM 9/14/18W Emergency Corridor Sensor 3000/4000/5700K  Up to 1750lm  @: 300 P: 65 NEW
BTEVP 9/14/18W  Daylight Sensor 3000/4000/5700K  Up to 1750lm  @: 300 P: 65 NEW
BTEVPEM 9/14/18W Emergency Daylight Sensor 3000/4000/5700K  Up to 1750lm  @: 300 P: 65 NEW
BTEVMW 9/14/18W Microwave Sensor 3000/4000/5700K  Up to 1750lm  @: 300 P: 65 NEW
BTEVMWEM  9/14/18W Emergency Microwave Sensor  3000/4000/5700K  Up to 1750lm  @: 300 P: 65 NEW

350 BULKHEADS & WALL PACKS





