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Linear

Bulkhead

Linear range is designed specifically for use in new 
hazardous area installations or to retrofit existing 
fluorescent installations which require high 
performance, reliable, white light illumination. 
Overall dimensions, fixing centres and gland 
entries are all compatible with traditional 
luminaires so end users can upgrade to LED easily. 
Range is available in standard or with intelligent 
emergency which self-tests the emergency 
battery to proactively monitor and maintain the 
overall health of the luminaire and provides class 
leading to emergency performance.

Bulkhead range is designed specifically for 
hazardous environments which require low-level 
white-light illumination. Ideal for applications 
where space is restricted with its compact, robust 
and low-profile designs, the bulkhead range 
is housed in marine grade aluminium and can 
survive the most extreme environments. Range is 
available in standard or with intelligent emergency 
which self-tests the emergency battery to 
proactively monitor and maintain the overall 
health of the luminaire and provide class leading 
to emergency performance.
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C E R T I F I C AT I O N  T Y P E S

L U M I N A I R E  C AT E G O R I E S

CAT  N O. P E R F O R M A N C E

SPX-WL84 24W, 3065lm – 2ft

SPX-WL84-EMX25 32W, 3065lm – 2ft – Emergency back-up @ 25% output

SPX-WL168 49W, 6130lm – 4ft

SPX-WL168-EMX25 56W, 6130lm – 4ft – Emergency back-up @ 25% output

High Output

SPX-WL84-HO 48W, 6130lm – 2ft

SPX-WL84-HO-EMX25 56W, 6130lm – 2ft – Emergency back-up @ 25% output

SPX-WL168-HO 96W, 12260lm – 4ft

CAT  N O. P E R F O R M A N C E

SPZ-WL84 24W, 3524lm – 2ft

SPZ-WL84-EMX25 32W, 3524lm – 2ft – Emergency back-up @ 25% output

SPZ-WL168 49W, 7048lm – 4ft

SPZ-WL168-EMX25 56W, 7048lm – 4ft – Emergency back-up @ 25% output

High Output

SPZ-WL84-HO 48W, 7048lm – 2ft

SPZ-WL84-HO-EMX25 56W, 7048lm – 2ft – Emergency back-up @ 25% output

SPZ-WL168-HO 96W, 14096lm – 4ft

CAT  N O. P E R F O R M A N C E

SPX-BL24-W-120120 20W, up to 2500lm

SPX-BL24-W-120120-EMX25 24W, up to 2500lm – Emergency  
back-up @ 25%

SPX-BL24-HO-W-120120 34W, up to 4250lm

SPX-BL24-HO-W-120120-EMX25 37W, up to 4250lm – Emergency  
back-up @ 25%

SPX-BL24-W-12050-EMX100-LO-EXIT 13W, 810lm – Complete with emergency 
exit legend kit

CAT  N O. P E R F O R M A N C E

SPZ-BL24-W-120120 20W, up to 2750lm

SPZ-BL24-W-120120-EMX25 24W, up to 2750lm – Emergency  
back-up @ 25%

SPZ-BL24-HO-W-120120  34W, up to 4650lm

SPZ-BL24-HO-W-120120-EMX25 37W, up to 4650lm – Emergency  
back-up @ 25%

SPZ-BL24-W-12050-EMX100-LO-EXIT 13W, 810lm – Complete with emergency 
exit legend kit

ATEX
H A Z A R D O U S  A R E A  L U M I N A I R E S

Luceco offer a full range of globally certified ATEX rated LED luminaires  
to provide a lighting solution for any hazardous area application, covering 
Zones 1/21, 2/22 and industrial use.

Zones cannot be determined by Luceco with sole responsibility lying  
with the end user.
For full ATEX rated luminaire ranges across Flood, Linear, Bulkhead, Bays and Crane categories please  
contact Luceco.
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Zone 1/21 is classified as a place in which 
an explosive atmosphere consisting  
of a mixture with air or flammable 
substances in the form of gas, vapour  
or mist (Zone 1), or in the form of a powder 
or dust (Zone 21), or is likely to occur in 
normal operation occasionally.

F L O O D L I N E A R B U L K H E A D B AY C R A N E
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Zone 2/22 is a hazardous area classified 
as an atmosphere where a mixture of air 
and flammable substances in the form of 
gas, vapour or mist (Zone 2) or in the form 
of powder or dust (Zone 22) is not likely to 
occur in normal operation, but if it does 
occur, will persist for a short period only.

I N D U S T R I A L

Industrial applications are classified 
as safe areas and although similar to 
general industrial uses a heavy duty 
luminaire which is designed for extreme 
environments should be preferred.
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