


WARNING – This is designed for installation by a qualified 
electrician, in accordance with the current IEE regulations for 
Electrical Installations (BS7671). Failure to install correctly 
may result in a fatal shock or fire hazard.

The circuit used to power the smoke alarm must be a 
dedicated permanent supply that cannot be switched off 
accidentally by the normal user. Before installing ensure the 
electrical supply is isolated. (Refer to manufacturer literature / 
manual of smoke alarm) 

Secure the pattress box to the ceiling using the screws and 
wall plugs supplied. 

Electricity must be turned off at system supply before 
beginning installation to prevent electrical shock or 
equipment damage. 
Having established the mounting location ensures that 
there in no electrical wiring or pipe work in the area adjacent to 
the mounting surface.
Confirm the fixing position by checking the installation 
details of the smoke alarm or heat alarm.
Connect the wiring to the as detailed above. Ensure that all 
connections are secure and no “whiskers” or bare wires are 
left free of the terminals. The live wire can only connect 
either Normal Open or Normal Closed. 

Fit your smoke alarm or heat alarm to your pattress box. 
Connect the AC Quick Connector (with the smoke alarm or 
heat alarm). See wiring diagram below. 

Waste electrical products should not be disposed of with 
normal household waste. Please recycle where facilities exist. 
Check with your Local Authority or retailer for recycling advice. 
New regulation will encourage the recycling of Waste from 
Electrical and Electronic Equipment (European “WEEE 
Directive” effective August 2005) 
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Installation Guide

Connecting AC Quick Connector with Pattress Terminal

Connect AC Quick Connector with the Smoke / Heat Alarm.


