
ispot Frameless | 30W with PIR
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FEATURES AND USES

ispot Frameless | 30W

Product 
Code

Wattage
Lumen 
Output

IK Rating IP Rating CCT (K)
Colour
Temp

Voltage Beam Angle Rated Life

I2032B 30W 2700lm IK07 IP65 4000K Cool White
AC220V-240V/

50-60Hz
110° 30,000hrs

I2032W 30W 2700lm IK07 IP65 4000K Cool White
AC220V-240V/

50-60Hz
110° 30,000hrs
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FEATURES AND USES

LED ECO ENERGY
SAVING

OUTDOORINDOOR
YEAR

WARRANTY

3

Product 
Code

Wattage
Lumen 
Output

IK Rating IP Rating CCT (K)
Colour
Temp

Voltage Beam Angle Rated Life

I2033B 30W 2700lm IK07 IP65 4000K Cool White
AC220V-240V/

50-60Hz
110° 30,000hrs

I2033W 30W 2700lm IK07 IP65 4000K Cool White
AC220V-240V/

50-60Hz
110° 30,000hrs

LED ECO ENERGY
SAVING

OUTDOORINDOOR
YEAR

WARRANTY

3

▲   Ideal for residential applications such as houses, driveways, patios, car parks and garages
▲   Suitable replacement for 300W halogen floodlight
▲   Air breath device which allows continuous ventilation to keep pressure balance of the
      floodlight against outside environment
▲   Made from die-cast aluminium and toughened glass
▲   Angled bracket for easy installation
▲   Supplied with 0.5m of power flex
▲   Available in either black or white

LED ECO ENERGY
SAVING

OUTDOORINDOOR
YEAR

WARRANTY

3
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▲   Air breath device which allows continuous ventilation
      to keep pressure balance of the floodlight against
      outside environment
▲   Made from die-cast aluminium and toughened glass
▲   Angled bracket for easy installation
▲   Supplied with 0.5m of power flex
▲   Available in either black or white

▲   Ideal for residential applications such as houses,
      driveways, patios, car parks and garages
▲   Suitable replacement for 300W halogen floodlight
▲   PIR with manual override
▲   PIR adjustable settings: lux, time and sensitivity
▲   PIR detection range of up to 10 metres
▲   IP65 PIR
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※ 公差控制要求 ※

线
性
公
差

0.5-3: 0.1 120-400: 0.5 角
度
公
差

≤10： 1 30′
3-6: 0.1 400-1000: 0.8 ＞10-50： 1
6-30: 0.2 1000-2000: 1.2 ＞50-120： 30′
30-120: 0.3 2000-4000: 2.0 ＞120-400： 15′

批
准

日
期 单位：mm 图档路径

比例 物料编码

审
核

日
期

品
名 页码 1 OF 1

版本 A/0

设
计

日
期

名
称

UK 文件
编号

ZG-WI-RD-TP-

江西众光照明科技有限公司

RoHS

耐温

防火等级

表面处理

颜色

材料

技术要求

文件发放变更记录

发行时间 文件版本 变更内容 制定

A/0 第一次发行

检验图纸

UK-30W感应款
线图




