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earthing & groMMets

Materials

ERC3/8: Brass

ERC5/8: Brass

ERCO: Brass

ERS: Steel (8.8)

Standard: BS 951: 2009

For fast and effective use on radiators.

Pack includes:  
10 x earth tags, 10 x clamps, 1 x spanner

Material: Brass Casting

Finish: Nickel

Hole Size (conductor size):  
EB4: 1 x 6.5mm (25mm), 3 x 5.5mm (16mm)
EB8: 2 x 6.5mm (25mm), 6 x 5.5mm (16mm)

Material: High Tensile Low Carbon Steel

Finish: Copper bonded thickness 0.25mm

Thread: 5/8 threaded for extension purposes 

Both rods can be driven manually  
or by power hammer

Standard: BS 951: 2009

EC14: for use in dry conditions. 

EC15:  for use in all conditions

EC16:  for use in all conditions. Heavy duty.

Pipe size: 12-32mm

Code Description 

ERC3/8
3/8'' Machined  
Brass Clamp

ERC5/8
5/8'' Standard  
Brass clamp 

ERCO 5/8'' External coupler

ERS 5/8'' Driving stud

Code Size 

EC14 135mm

EC15 135mm

EC16 135mm

Code Size 

ER3/8 3/8’’ X 4’’

ER5/8 5/8’’ X 4’’ 

Code Type 

ECR Pack of 10

Code Type 

EB4 4 - way

EB8 8 - way

earth claMp

terMinal earth block

copper bond earth rod

radiator earth claMp  
- With spanner

earth rod accessories

Material: Black PVC

Usage: protect cables from 
steel knockouts in switch & 
adaptable boxes 

Material: PE Natural
Usage: Providing a smooth 
edging to panels

open groMMet

open super groMMet - (quick-fit)

blank groMMet

groMMet strip

Code Size 

CGB16 16mm

CGB20 20mm

CGB25 25mm

CGB32 32mm

CGB38 38mm

CGB50 50mm

Code Size 

CG16 16mm

CG20 20mm

CG25 25mm

CG32 32mm

CG38 38mm

CG50 50mm

Code Size 

CG20S 20mm

CG25S 25mm

CG32S 32mm

Code Size 

GS2 1.0 - 1.6mm (10m)

GS3 1.6 - 2.0mm (10m)


