Product data sheet

Characteristics

NSYSPF16200

Spacial SF/SM front plinth - 200x1600 mm

Complementary

Main
Range

Spacial

Accessory / separate
part category

Enclosure accessory

Product or component
type
Application

Plinth front

Multi-purpose

Device composition

2 rear panel

2 front panel

4 corner

4 corner cover
Fixing elements

Range compatibility

Spacial SF and SM enclosures

Mounting support

Plinth side panels

Fixing mode

By fixing element - on structure location

Colour

Grey RAL 7022

Surface finish

Epoxy-polyester powder

Permanent permissible load 1300 kg
Height 200 mm
Width Nominal : 1600 mm

Environment
IP degree of protection

IP30 complete plinth

IK degree of protection

IK10

Offer Sustainability

Sustainable offer status

Green Premium product

RoHS (date code: YYWW)

REACh

Compliant - since 0940 - i3

Reference not containing SVHC above the threshold

Product environmental profile

Available Z

Product end of life instructions

Need no specific recycling operations
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10175556&lang=en-us
http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z000&el_typ=rendition&cat_id=BU_POW_2543_L3&maj_v=1&min_v=17&frm=first&usg=first&doc_id=H620151&dwnl=true

