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Product data sheet
Characteristics

NSYS3DB25515
Spacial S3DB . H250xW500xD150. IP66, IK10,
RAL7035. No

Main
Range of product Spacial S3D

Spacial CRN
Application Terminal application
Category Compact enclosure
Enclosure nominal
height

250 mm

Enclosure nominal
width

500 mm

Enclosure nominal
depth

150 mm

Door type Plain
Mounting plate descrip-
tion

Without mounting plate

Type of gland plate Without gland plate
Installation accessory
type

Wall-mounting
Horizontal or vertical position

Product destination For equipping with terminal
Device composition Lock 1

Door 1
Body 1

Complementary
Body type Gutter-shaped front rail double sheet thickness

Single piece body
Number of doors 1 front face
Door opening Reversible 180 °
Lock type 3 mm double-bar lock
Accessibility for operation Front
Removable parts Door by hinges
Material Steel
Surface finish Epoxy-polyester powder
Colour Grey RAL 7035
Standards IEC 62208
Product certifications BV

CUL
DNV
GL
LR
UL

Environment
IP degree of protection IP66 conforming to IEC 60529
IK degree of protection IK10 conforming to IEC 62262
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Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant - since 0940 - Schneider Electric declaration of conformity
REACh Reference not containing SVHC above the threshold
Product environmental profile Available  Download Product Environmental
Product end of life instructions Need no specific recycling operations

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10176536&lang=en-us
http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z000&el_typ=rendition&cat_id=BU_POW_2535_L3&maj_v=1&min_v=59&frm=first&usg=first&doc_id=H527821&dwnl=true

