
APOLLO XP95 ANALOGUE ADDRESSABLE INTERFACE MODULES

Order Code Description

SA4700-102APO Input output unit (includes back box)

SA4700-104APO Dual input output unit (includes back box)

SA4700-302APO Input output unit, DIN style

SA4700-103APO Input output unit, mains switching

55000-852APO Sounder control unit (includes back box)

55000-182APO Sounder control unit, DIN style

55000-845APO Zone monitor (includes back box)

55000-812APO Zone monitor, DIN style

SA4700-100APO Switch monitor (includes back box)

SA4700-300APO Switch monitor, DIN style

SA6700-100APO Dual switch monitor (includes back box)

55000-760APO Mini switch monitor with interrupt (no back box required)
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Xpander devices

APOLLO XP95 XPANDER RADIO DEVICES

Order Code Description

XPA-CB-11171-APO Xpander CS heat detector with radio base/address module

XPA-CB-11170-APO Xpander A1R heat detector with radio base/address module

XPA-CB-12034-APO Xpander optical detector with radio base/address module

XPA-MC-14006-APO Xpander manual call point with integral radio address module

XPA-CB-14001-APO Xpander red stand alone sounder with red radio base

XPA-CB-14002-APO Xpander white stand alone sounder with white radio base

XPA-CB-14003-APO Xpander red stand alone sounder beacon with red radio base

XPA-CB-14004-APO Xpander amber stand alone sounder beacon with white radio base

XPA-CB-14005-APO Xpander clear stand alone sounder beacon with white radio base

XPA-IN-14050-APO Xpander interface module c/w isolator & aerial, up to 15 addresses

Addressable Fire Systems

XFP EP CFP

SA4700-102APO

SA4700-302APO

55000-760

C-TEC MK1 LOOP POWERED HUSH BUTTONS

Order Code Description

XFP508X Mk1 Loop Powered Hush Button, XP95/Discovery

XFP508X/SS Mk1 Stainless Steel Loop Powered Hush Button, XP95/Discovery 

XFP508X
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