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12V 50W Max. IP65 Fixed Downlight Housing c/w FlowTM Connector, 
Moisture Seal & 60Va Transformer

Code Description
No. of 
Lamps

Lampholder
Type

Max 
Wattage

LV395 12V GU5.3 50W Max. IP65 Fixed 
Downlight Housing

1 GU5.3 50W

Lamp not included

Cast Downlight Bezels

GF495* Cast IP65 Bezel

Connectorsing c/wownlig

Product Approvals

Complies with BS EN 60598 

Includes

Connector

DOWNLIGHT HOUSING

FlameGuard® Lighting

DOWNLIGHT HOUSING

230V IP65 Fixed Downlight Housing c/w FlowTM Connector

Code Description
No. of 
Lamps

Lampholder
Type

Max 
Wattage

GU395 230V GU10 50W Max. IP65 Fixed 
Downlight Housing

1 GU10 50W

Lamp not included

Cast Downlight Bezels

GF495* Cast IP65 Bezel 

Product Approvals
Complies with BS EN 60598

Includes

Connector

Available Finishes (*)

the code e.g. GF495CH.

WH
White

CH
Chrome

SC
Satin Chrome

Available Finishes (*)

the code e.g. GF495CH.

WH
White

CH
Chrome

SC
Satin Chrome

Requires Bezel (GF495) 
not included, 
see below.

Requires Bezel (GF495) 
not included, 
see below.

Requires GU395 or GZ096 Housing Requires GU395 or GZ096 Housing

low  CowTM Connector
ng c/w FlowTM C


