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100-240vAC, 50/60Hz input
1.5A /12vDC fail safe/secure output
1A 12vDC output
Backup battery facility (Requires Battery)
Size: 129 x 73 x 50mm LWD

Spare Z and L bracket for EV-ML-250

Surface mounted
Emergency break glass to release door

Back up battery for EVBPSBB, MAG2P, MAG2, MAG4P 
and MAG4

EVBPSBBEV-ML-250ZLB

EV-EBG BAT7

Boxed Power SupplyElectromagnetic  Lock

Emergency Break Glass 12V -  7.0ah SLA Battery

ACCESS CONTROL ACCESSORIES

Holding force 295kg/650lbs
160ma 12vdc input
For use with Yale type rim locks
Surface mounting version available
Fail Secure
Dimensions - 28.5 x 31 x 160mm
Requires EVBPSBB power supply

Holding force 250kg/550lbs max
Z & L mounting bracket included
Dual voltage 12 & 24 VDC
Fail safe
Dimensions excl. bracket - 250 x 26 x 41mm
Requires EVBPSBB power supply

Holding force 295kg/650lbs
160ma 12vdc input
For use with Yale type surface locks
Flush mounting version available
Fail Secure
Requires EVBPSBB power supply

IP67 rated weather resistant external lock
Holding force 500kg/1200lbs max
Z & L mounting bracket included
Dual voltage 12 & 24 VDC
Fail safe
Dimensions excl. bracket - 220 x 42 x 62mm
Requires EVBPSBB power supply

ENTERD EV-ML-250

ENTERD-YLR EV-ML-500XT

Electronic  Lock Electromagnetic  Lock

Surface Electronic  Lock Electromagnetic  Lock

ACCESS CONTROL ACCESSORIES

EV-EBG-KEY

EV-EBG-CVR

Pack of 5 keys for EV-EBG

Pack of 5 plastic covers for EV-EBG




