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Plastic Cover for MAGPRO-CP (Pack of 5)

Waterproof deep base for MAGPRO addressable 
sounders
Only for use with models; MAGPRO-WS, WSS and 
WSS23
Robust IP65 Waterproof base suitable for wall 
mounting in aggressive outdoor environments
Includes 2x IP65 cable glands, O-ring & gasket for 
secure installation

MAGPRO-WSBIP65
Addressable Fire Alarm Sounder IP65 Base

MAGPRO-WSS23

Certified to EN54-23
Piezo sounder
Adjustable sound level - 92dB/100 dB
32 sound types selectable from the panel
Loop synchronization & powered
Base MAGPRO-DB ordered separately

Piezo sounder
Adjustable sound level - 92dB/100 dB
32 sound types selectable from the panel
Loop synchronization & powered
Certified to EN54-3
Base MAGPRO-DB ordered separately

Piezo sounder
Adjustable sound level - 92dB/100 dB
32 sound types selectable from the panel
Loop synchronization & powered
Certified to EN54-3
Base MAGPRO-DB ordered separately

SOUNDER STROBE

SOUNDER STROBE
MAGPRO-WSSMAGPRO-WS

ADDRESSABLE SOUNDER

Resettable call point
Certified to EN54-11-A
Built in isolator
IP40 Rated
Optional protective plastic cover MAGPRO-CPC

Resettable call point
Certified to EN54-11-A
Built in isolator
IP67 Rated

MANUAL CALL POINTIP67 RATED MANUAL CALL POINT
MAGPRO-CPMAGPRO-CPIP67

MAGPRO-PROG

Built in MAGPRO-DB standard base
Mains or battery powered (4 x 1.5V not included)
Programming cable included

For reading/writing addresses to Callpoints, 
detectors,sounders and modules.

PROGRAMMING TOOL
MAGPRO-CPC

ADDRESSABLE FIRE SYSTEM DEVICESADDRESSABLE FIRE SYSTEM DEVICES




