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ASSISTANCE ALARMDOCUMENT BOX & ASSISTANCE ALARM

For use with UDTA Kit 

Clear alarm LED alert 

80db distinctive audible alert

Manufactured from Urea 

Compete with surface back box

Light and Buzzer  Module

UDTALBM

Simple install, 3 part kit - Indication Module, Pull 
cord module & Reset Module
Complete with battery back-up function (Battery 
Included)
Meets Part M building regulations and BS8300
Antimicrobial properties
Alarm to raise alert for assistance
Compact design to suit many interiors
Supplied with disabled persons sign
All modules supplied with single gang back box
System is expandable to include additional 
indication and pull cord modules if required

A4 Document Box

Wall Mountable

Coated Finish

Lockable door, 2 keys supplied

Suitable for fire & emergency lighting system 
documents

Suitable for CCTV documents

Dimensions: 310 x 250 x 80 mm

Weight: 2 KG

Assistance Alarm Kit

A4 Document Box

UDTAKIT

DOCBOX

Input Voltage 12VDC
Power Consumption 0.9W max.
Indicator LED illuminate in red when system triggered
Buzzer 85db when activated
Dimensions Single Gang / (W) 87 × (L) 87 × (H) 41mm

For use with UDTA Kit 
Clear alarm LED alert
Distinctive red 10ft pull cord
Pull cord complete with anti-ligature mechanism 
2 Pull handles supplied  
Manufactured from Urea 
Compete with surface back box

For use with UDTA Kit 
Clear alarm LED alert 
80db distinctive audible alert 
240vac Input for system power
Complete with battery back-up function 
(Battery Included)
Manufactured from Urea 
Compete with surface back box

For use with UDTA Kit 

Clear alarm LED alert 

Distinctive audible alert 

Reset system function 

Manufactured from Urea 

Compete with surface back box

UDTAPCM

UDTASPC

UDTAPLBM

UDTAREM

Pul l  Cord Module

Replacement Pul l  Cord

Power, Light and Buzzer Module

Reset Module

Input Voltage 12VDC
Power Consumption 0.3W max.
Indicator LED illuminate in red when system triggered
Pull Cord Length 3 meters, with two triangular bangles
Dimensions Single Gang / (W) 87 × (L) 87 × (H) 41mm

Input Voltage AC100 – 240V / 50Hz – 60Hz / 0.2A
Rated Output DC12V / 500mA max.
Indicator LED illuminate in red when system triggered
Buzzer 85db when activated
Dimensions Single Gang / (W) 87 × (L) 87 × (H) 41mm

Input Voltage 12VDC
Power Consumption 0.9W max.
Indicator LED illuminate in red when system triggered
Buzzer 85db when activated
Dimensions Single Gang / (W) 87 × (L) 87 × (H) 41mm

MAGLB FIRE SAFETY LOG BOOK




