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WIRING & DRIVERS
TECHNICAL SPECIFICATION SHEET

PRODUCT DATA

Product Code JB3

Cable Use with 4 x 0.75mm² PVC cable

Construction material  Plastic

IP rating 66

Weight (g) 100

Warranty 1 year

ACCESSORIES

Product code Description

LED RGB 0.75 CABLE 4-Core PVC cable

JB3
waterproof junction box

Features & Benefits

1 input, 1-8 outputs 
(5 way terminal block inside)

Can be wired to additional JB3 for multiple 
fittings

Ideal for RGB applications

DIMENSIONS

PRODUCT DATA

Product Code WC 5-9

Cable Use with HO5RN-F 2 x 0.75mm² (2 core) & 3 x 0.75mm²  
(3 core) cable
5-9mm outside diameter
Up to 1.5mm² connectors

Construction material  Plastic

IP rating 68 (submersible to 1.3m)

Weight (g) 60

Warranty 1 year

ACCESSORIES

Product code Description

WCR 375 BLACK 3-Core rubber cable

WCR 275 BLACK 2-Core rubber cable

WC 5-9
quick release waterproof joint

Features & Benefits

10A, 250V max

Suitable for mains voltage

Quick release for easy maintenance of 
products

DIMENSIONS

PRODUCT DATA

Product Code JB6

Construction material  Plastic (Nylon P66-RV)

IP rating 68 (submersible to 1.3m)

Weight (g) 60

Warranty 1 year

ACCESSORIES

Product code Description

WCR 275 BLACK 2-Core rubber cable

JB6
INLINE IP68 GEL fILLED CABLE CONNECTOR

Features & Benefits

Single screw fastening

Small size

Waterproof to IP68

Single terminal block for easy installation

Gel filled

DIMENSIONS
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