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Mini Column Globe 
Lantern Code Colour Finish Diffuser IP Rating Photocell PIR

B22 GLS MG/BL100 Black Premium Opal IP44

Size Globe Mini 
Column Patio

A 280mm 170mm 170mm

B 350mm 844.5mm 465mm

Diffuser Option Change code

Smoke GL/_S

Globe Lantern Code Colour Finish Diffuser IP Rating Photocell PIR

B22 GLS GL/BL100 Black Premium Opal IP44  

13W HF GL/BL113E Black Premium Opal IP44  

18W HF GL/BL118E Black Premium Opal IP44  

Patio Globe Lantern 
Code Colour Finish Diffuser IP Rating Photocell PIR

B22 GLS PG/BL100 Black Premium Opal IP44
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CFLGLOBE LANTERN

CFL

CFL

CFL

Lamp Types
• 13W TC-D.
• 18W TC-D.
• B22 GLS (Less lamp).
• PLEASE NOTE - High Frequency 
   versions are all 4-Pin.

Materials
• Body: Vandal resistant polycarbonate 
   self-extinguishing fire properties in 
   black / white.
• Diffuser: Vandal resistant polycarbonate 
   in opal or smoke.

Installation
• Quick Fit connection.
• Optional Corner Bracket.
• Photocell outdoor use only.

Standards
• IP44.
• ‘F’ Mark.
• CE.
• BS EN 60598.
• Class 2.

White
GL/W

PIR
P

HI-LO PIR
HILO

Photocell
C

Code Options (Add suffix to code)

Options 


