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Product Finish Black Black Black Black

Description
Electronic Photocell Kit
with detachable sensing

module

Replacement head for
PEC1000

Electronic Photocell Kit
with detachable sensing

module

Replacement head for
PEC500

Product Dimensions 81mm dia x 130mm H 81mm dia x 62mm H 81mm dia x 80mm H 81mm dia x 62mm H

Product weight 172 gms 91 gms 172 gms 91 gms

Barcode 5012739622885 5012739622977 5012739627231 5012739627248

Voltage 230V ~ 50Hz 230V ~ 50Hz 230V ~ 50Hz 230V ~ 50Hz

Switching delay 10-15 seconds 10-15 seconds 10-15 seconds 10-15 seconds

IP Rating IP65 - IP65 -

Ambient Light ON < 20 - OFF > 80 LUX - ON < 20 - OFF > 80 LUX -

Max Switching
capacity

10A 10A 5A 5A

Rated Load Max load 2000W tungsten/
2 x 400W HPS

Max load 2000W tungsten/
2 x 400W HPS

Max load 1000W tungsten/
2 x 240W HPS

Max load 1000W tungsten/
2 x 240W HPS

Guarantee 1 Year 1 Year 1 Year 1 Year

Certification &
Conformity

EN 60669-2-1 EN 60669-2-1 EN 60669-2-1 EN 60669-2-1
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KingShield’s range of Photocells offers a wide selection of products for dusk to dawn switching. A Photocell detects the level of light and will
turn lights on when it gets dark.
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