
JB1 (Parallel)

JB3

IX 265

UY2 Connector

JB2 (Series)

PDC/Grid Dimmer

WC 5-9

IX 365

Waterproof junction box

Waterproof junction box

PLU weatherproof housing

Quick waterproof connector

Waterproof junction box

Grid dimmer kit for multiple fitting types

Requires 2-core screen cable

Quick release waterproof connector

PDC weatherproof housing

Key features

Max. voltage 30V DC

Max. current 5A

Max. conductor size 1mm2

Cable diameter 5 - 6.5mm2

IP rating IP68 (2m)

Wiring Parallel

Inputs 1

Outputs 1 - 3

Key features

Max. voltage 48V DC

Max. current 700mA

Max. conductor size 1mm2

Cable diameter 5 - 6.5mm2

IP rating IP68 (2m)

Wiring Series

Inputs 1

Outputs 1 - 3

Key features

Max. voltage 250 AC / 50 DC

Max. current 10A

Max. conductor size 4mm2

Cable diameter 5 - 9mm2

IP rating IP68 (1.3m)

Wiring Inline

Inputs 1

Outputs 1

Key features

Max. voltage 400V AC

Max. current 30A

Max. conductor size 4mm2

Cable diameter 3 - 12mm2

IP rating IP66

Wiring Parallel

Inputs 1

Outputs 1 - 7

Key features

IP rating IP65

Wiring Series

Inputs 1

Outputs 1

Dimensions

L: 173mm

W: 140mm

D: 82mm

Key features

IP rating IP65

Wiring Series

Waterproof type Gel

Material Plastic

Key features

IP rating IP65

Wiring Series / parallel

Inputs 10

Material Plastic

Dimensions

L: 410mm

W: 190mm

D: 110mm

Constant voltage

Dimming 1 - 10V

Min. load 1 driver

Max. load 10 drivers

Constant current

Dimming 1 - 10V

Min. load 1 driver

Max. load 10 drivers

Use in conjunction with

BL01 GL016 GL019

GL021 GL022 GL040

GL041 GL050 GL051

GL063 GL064 GL090

UL010 UL030 SL030

SL130 SL040A SL220

GL100

Use in conjunction with

GL007RGBW GL016RGBW

GL040CARGB GL050RGBW

GL090RGBW UL010RGBW

UL030RGBW UL345CARGB

UL346CARGB UL347CARGB

SL021CARGB SL220CARGB

WL021CARGB WL220CARGB

Use in conjunction with

PLU350/1-9

Use in conjunction with

BL03 GL07

GL007 Frosted GL08

GL09 GL034A

GL038A SL220

WL339 WL340

WL341 WL342

GL200

Use in conjunction with

PS1524 PS3024

PS5024 PS10024

PSDAL20024 PSDIP6024

PSDIP10024 PSIP15024

Use in conjunction with

PS5024* PS10024*

PS7524 PSIP25024

PS1524 PSDIP10024

PS3024B*

*Must be used with PDCINT 1-10V

Use in conjunction with

PSDAL350M PSDAL700M

PSDIN350M PSDIN700M

PSDIM350 PSDIM700

PSDIM900 PSDAL900M

PLD UNI-DRIVE 350MA

PLD UNI-DRIVE 700MA

Use in conjunction with

GL018

Accessories.
For accessories specific to product ranges visit the relevant sections.

Use in conjunction with

MF02 IP ML01 ML02

ML03 ML010 S ML020 S

MS02 IP OCTOLED

422


