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L2833BK

Traditional Coach Lantern with PIR

L2833BK	     6 Panel lantern - black
L2833WH*	     6 Panel lantern - white
L2833BKLED#	     6 Panel lantern with LED lamp - black
L2833WHLED#*	    6 Panel lantern with LED lamp - white 

Traditional Half Lantern with PIR

L2835BK	     Half lantern - black
L2835WH	     Half lantern - white
L2835BKLED#	     Half lantern with LED lamp - black
L2835WHLED#	     Half lantern with LED lamp - white

•     �Maximum lighting load 100W 
•     �E27 lamp holder
•     �Supplied with optional 9.5W 2800K or 4000K LED lamp
•     �PIR detector range up to 12m x 120º adjustable
•     �Adjustable ‘on’ timer 10 sec - 10 min approx 
•     �IP44 rated
•     �PIR - Auto Off/Manual override switching function
•     �Adjustable dusk-to-dawn sensor
•     �In compliance with BS EN 60598-1

Polycarbonate Lanterns

L2835BK L2835WH

Die Cast Aluminium Lantern

L2842B	     6 Panel lantern - black
L2842W*	     6 Panel lantern - white 
L2842BKLED#	     6 Panel lantern with LED lamp - black
L2842WHLED#*    6 Panel lantern with LED lamp - white 

Die Cast Aluminium Lantern with PIR

L2843BK	     6 Panel lantern - black
L2843WH	     6 Panel lantern - white
L2843BKLED#	     6 Panel lantern with LED lamp - black
L2843WHLED#	     6 Panel lantern with LED lamp - white 

•     �Maximum lighting load 60W
•     �E27 lamp holder
•     �Attractive bevelled glass panels
•     �PIR detector range up to 8m x 120º
•     �Adjustable ‘on’ timer 10 sec - 7 min approx
•     �Adjustable dusk-to-dawn sensor
•     �Supplied with optional 9.5W 2800K or 4000K LED lamp
•     �IP44 rated
•     �In compliance with BS EN 60598-1

L2842B L2842W*

Die Cast Lanterns
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Available with either a 2800K or 4000K lamp. When ordering, please indicate
preference by adding the suffix 3 for 2800K or 4 for 4000K.
e.g. L2833BKLED3 for a 2800K LED Lamp.

Available with either a 2800K or 4000K lamp. When ordering, please indicate
preference by adding the suffix 3 for 2800K or 4 for 4000K.
e.g. L2843BKLED3 for a 2800K LED Lamp.


