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Brief description:
 
interlocked switched socket-outlets, sockets, 2 poles + PE, 16 (A.C.), 200 ÷ 250V, 6 blue, with compartment for modular units, n° 4,5 modules DIN-rail EN 60715, with base box, IP66/IP67
 
 

Product description

Model sockets

Version TM series for distribution boards or wall-mounting

Series TM..IR/KIR

Product type interlocked switched socket-outlets

Variant
with compartment for modular units, 4,5 DIN-rail
modules EN 60715

Style with base box

Family interlocked socket-outlets

Size 114x255 fixing plates TM xx45 TB

N. of poles 2 poles + 

Clock position 6

Technical data

Current 16 A (A.C.)

Voltage 200 ÷ 250 V

Frequency 50 and 60 Hz.

Operating temperature range
(min, max)

-40°C … +125°C

Material thermoplastic

IP degree of protection IP66/IP67

Further technical details

Weight 1.320,00 g

Approvals / Standards

Reference standard EN 60309-1 and -2

Quality mark , EAC

General ordering information

EAN13 code 8015747089753

Packaging Information

Packaging length 385,00 mm

Packaging height 320,00 mm

Packaging width 425,00 mm

Packaging weight 11,88 kg

Packaging volume 52,36 dm³

Packaging description Carton box

Packaging quantity 9 Pcs

Packaging EAN code 8015747089760

Sub-packaging weight 1,32 kg

Sub-packaging description Plastic packaging

Sub-packaging quantity 1 Pcs

Sub-packaging EAN barcode 8015747089777
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